Page 1



3GPP TSG-RAN WG5 Meeting #77 
R5-176038
Reno, US, 27th November - 1st December 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.523-1
	CR
	4240
	rev
	-
	Current version:
	14.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update test case 8.1.3.5a

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_UTRA_IncMon-UEConTest
	
	Date:
	2017-11-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	 An editor’s note remains in the test case.


	
	

	Summary of change:
	 The editor’s note has been removed. 
 The TP 1 has been rephrased.


	
	

	Consequences if not approved:
	 An editor’s note including FFS will remain in the test case.

	
	

	Clauses affected:
	8.1.3.5a

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Start of first modified section>
8.1.3.5a
RRC connection release / Success / With extended priority information


8.1.3.5a.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having received an RRCConnectionRelease message with the freqPriorityListExtEUTRA with higher priority frequency}

ensure that {
  when { UE detects the cell re-selection criteria are met for the cell, which belongs to the higher priority frequency in freqPriorityListExtEUTRA and this cell is the highest ranked cell }

    then { UE reselects the cell which belongs to the higher priority frequency }

            }

8.1.3.5a.2
Conformance requirements

Same as 8.1.3.5.2 and 
[TS 36.331, clause 6.2.2.]

	RRCConnectionRelease field descriptions

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList

Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	extendedWaitTime

Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 and/or freqPriorityListEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). Field freqPriorityListExt includes additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries. If E-UTRAN includes freqPriorityListExtEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListExtEUTRA-r12.


8.1.3.5a.3
Test description

8.1.3.5a.3.1
Pre-test conditions

Same as 8.1.3.5.3.1 and

System Simulator:

-
Cell 14 is a non used cell.

8.1.3.5a.3.2
Test procedure sequence

Same as 8.1.3.5.3.2 except
Table 8.1.3.5a.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message including the freqPriorityListExtEUTRA-r12 on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2-5
	Same as in table 8.1.3.5.3.2-2.
	-
	-
	-
	-


8.1.3.5a.3.3
Specific message contents

Same as 8.1.3.5.3.3 except

Table 8.1.3.5a.3.3-1: RRCConnectionRelease (step 1, Table 8.1.3.5a.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        idleModeMobilityControlInfo SEQUENCE {
	
	
	

	          freqPriorityListEUTRA SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	            carrierFreq[1]
	EARFCN of Cell 14
	Non used cell
	

	            carrierFreq[1]
	maxEARFCN
	
	Band > 64

	            carrierFreq[2]
	EARFCN of Cell 14 +1
	Non used cell
	

	            carrierFreq[2]
	maxEARFCN
	
	Band > 64

	            carrierFreq[3]
	EARFCN of Cell 14 +2
	Non used cell
	

	            carrierFreq[3]
	maxEARFCN
	
	Band > 64

	            carrierFreq[4]
	EARFCN of Cell 14 +3
	Non used cell
	

	            carrierFreq[4]
	maxEARFCN
	
	Band > 64

	            carrierFreq[5]
	EARFCN of Cell 14 +4
	Non used cell
	

	            carrierFreq[5]
	maxEARFCN
	
	Band > 64

	            carrierFreq[6]
	EARFCN of Cell 14 +5
	Non used cell
	

	            carrierFreq[6]
	maxEARFCN
	
	Band > 64

	            carrierFreq[7]
	EARFCN of Cell 14 +6
	Non used cell
	

	            carrierFreq[7]
	maxEARFCN
	
	Band > 64

	            carrierFreq[8]
	EARFCN of Cell 14 +7
	Non used cell
	

	            carrierFreq[8]
	maxEARFCN
	
	Band > 64

	          }
	
	
	

	          freqPriorityListGERAN
	Not present
	
	

	          freqPriorityListUTRA-FDD
	Not present
	
	

	          freqPriorityListUTRA-TDD
	Not present
	
	

	          bandClassPriorityListHRPD
	Not present
	
	

	          bandClassPriorityList1XRTT
	Not present
	
	

	          t320
	Not present
	
	

	        }
	
	
	

	          freqPriorityListExtEUTRA-r12 SEQUENCE (SIZE (1.. maxFreq)) OF SEQUENCE {
	
	
	

	            carrierFreq-r12[1]
	Same downlink EARFCN as used for Cell 1
	
	

	            cellReselectionPriority-r12[1]
	4
	
	

	            carrierFreq-r12[2]
	Same downlink EARFCN as used for Cell 3
	
	

	            cellReselectionPriority-r12[2]
	1
	
	

	            carrierFreq-r12[3]
	Same downlink EARFCN as used for Cell 6
	
	

	            cellReselectionPriority-r12[3]
	5
	
	

	          }
	
	
	

	        nonCriticalExtension
	
	
	Band > 64

	          nonCriticalExtension
	
	
	

	            idleModeMobilityControlInfo-v9e0 SEQUENCE {
	
	
	

	              freqPriorityListEUTRA-v9e0 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	                carrierFreq-v9e0[1]
	EARFCN of Cell 14
	Non used cell
	

	                carrierFreq-v9e0[2]
	EARFCN of Cell 14 + 1
	Non used cell
	

	                carrierFreq-v9e0[3]
	EARFCN of Cell 14 + 2
	Non used cell
	

	                carrierFreq-v9e0[4]
	EARFCN of Cell 14 + 3
	Non used cell
	

	                carrierFreq-v9e0[5]
	EARFCN of Cell 14 + 4
	Non used cell
	

	                carrierFreq-v9e0[6]
	EARFCN of Cell 14 + 5
	Non used cell
	

	                carrierFreq-v9e0[7]
	EARFCN of Cell 14 + 6
	Non used cell
	

	                carrierFreq-v9e0[8]
	EARFCN of Cell 14 + 7
	Non used cell
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
