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< Unchanged sections omitted >
Table E-4: Ncell and Cell configuration mapping for RRM testing of Category NB1

	Test Case
	Description
	36.521-3 Ncell1
	36.521-3 Ncell2
	36.521-3 Cell1
	36.521-3 Cell2

	4.2.18
	HD – FDD Intra frequency case for UE category NB1 In-Band mode in normal coverage
	Ncell18
	Ncell5
	Cell1
	Cell11

	4.2.19
	HD – FDD Intra frequency case for UE Category NB1 In-Band mode in enhanced coverage
	Ncell18
	Ncell5
	Cell1
	Cell11

	4.2.24
	HD – FDD Inter frequency case for UE Category NB1 In-Band mode in enhanced coverage
	Ncell18
	Ncell1
	Cell1
	

	6.1.15
	HD-FDD Intra-frequency RRC Re-establishment for UE category NB1 under normal coverage
	Ncell1
	Ncell2
	Cell1
	Cell2

	6.1.16
	HD-FDD Inter-frequency RRC Re-establishment for UE category NB1 under enhanced coverage
	Ncell18
	Ncell1
	Cell1
	

	7.1.17
	E-UTRAN HD-FDD – UE Transmit Timing Accuracy Tests for Category NB1 UE In-Band mode under normal coverage
	Ncell18
	
	Cell1
	

	7.1.18
	E-UTRAN HD-FDD – UE Transmit Timing Accuracy Tests for Category NB1 UE In-band mode under enhanced coverage
	Ncell18
	
	Cell1
	

	7.2.9
	HD-FDD UE Timing Advance Adjustment Accuracy Test for UE Category NB1 in Standalone Mode under Enhance Coverage
	Ncell1
	
	
	

	7.3.60
	HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in normal coverage
	Ncell18
	
	Cell1
	

	7.3.61
	HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in Enhanced Coverage
	Ncell18
	
	Cell1
	

	7.3.62
	HD-FDD Radio Link Monitoring Test for In-sync with DRX for UE Category NB1 In-Band mode in Enhanced Coverage
	Ncell18
	
	Cell1
	

	7.3.63
	HD-FDD Radio Link Monitoring Test for In-sync with DRX for UE Category NB1 In-Band mode in Normal Coverage
	Ncell18
	
	Cell1
	

	7.3.64
	HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Normal Coverage
	Ncell18
	
	Cell1
	

	7.3.65
	HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Enhanced Coverage
	Ncell18
	
	Cell1
	

	7.3.66
	HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Normal Coverage
	Ncell18
	
	Cell1
	

	7.3.67
	HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 guard band mode in Enhanced Coverage
	Ncell18
	
	Cell1
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