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<< Unchanged sections omitted >>
–
PhysicalConfigDedicatedSCell-r10-DEFAULT

Table 4.6.3-6A: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfo-r10  SEQUENCE {
	
	
	

	      transmissionMode-r10
	tm1
	
	1TX

	
	tm2
	
	2TX

	      codebookSubsetRestriction-r10
	Not present
	
	

	      ue-TransmitAntennaSelection
	release
	
	

	}
	
	
	

	    crossCarrierSchedulingConfig-r10
	Not present
	
	

	    csi-RS-Config-r10
	Not present
	
	

	    pdsch-ConfigDedicated-r10
	PDSCH-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	  cqi-ReportConfigSCell-v1250
	Not present
	
	

	
	CQI-ReportConfig-v1250-DEFAULT
	
	DL 256QAM

	  pucch-Cell-r13
	Not present
	
	

	
	true
	
	PUCCH-SCell1

	  pucch-SCell
	Not present
	
	

	  pucch-SCell CHOICE {
	
	
	PUCCH-SCell

	    setup SEQUENCE {
	
	
	

	      pucch-ConfigDedicated-r13
	PUCCH-ConfigDedicated-r13-DEFAULT
	
	

	      schedulingRequestConfig-r13
	SchedulingRequestConfigSCell-r13-DEFAULT
	
	

	      tpc-PDCCH-ConfigPUCCH-SCell-r13
	TPC-PDCCH-ConfigSCell-r13-DEFAULT
	
	

	      pusch-ConfigDedicated-r13
	Not present
	
	

	      uplinkPowerControlDedicated-r13
	UplinkPowerControlDedicatedSCell-v1310-DEFAULT
	
	

	    }
	
	
	

	  }
	
	
	

	  crossCarrierSchedulingConfig-r13
	Not present
	
	

	  pdcch-ConfigSCell-r13
	Not present
	
	

	  cqi-ReportConfig-v1310
	Not present
	
	

	  pdsch-ConfigDedicated-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicated-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedUpPTsExt-r13
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodic-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
	Not present
	
	

	  csi-RS-Config-v1310
	Not present
	
	

	  Laa-ScellConfiguration-r13
	Not present
	
	

	  Laa-ScellConfiguration-r13 SEQUENCE {
	
	
	LAA

	    subframeStartPosition
	‘s0’
	
	

	    Laa-SCellSubframeConfig
	‘00000000’
	
	

	  }
	
	
	

	  csi-RS-ConfigNZPToAddModListExt-r13
	Not present
	
	

	  csi-RS-ConfigNZPToReleaseListExt-r13
	Not present
	
	

	  typeB-SRS-TPC-PDCCH-Config-r14
	SRS-TPC-PDCCH-Config-r14-DEFAULT
	
	SRS-Switching

	  uplinkPUSCH-LessPowerControlDedicated-v14xy SEQUENCE {
	
	
	SRS-Switching

	    p0-UE-PeriodicSRS
	0
	
	

	    p0-UE-AperiodicSRS
	0
	
	

	    accumulationEnabled
	true
	
	

	  }
	
	
	

	  soundingRS-UL-PeriodicConfigDedicatedList-r14 SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	
	
	SRS-Switching

	    soundingRS-UL-ConfigDedicated
	SoundingRS-Ul-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14
	Not Present
	
	

	  soundingRS-UL-AperiodicConfigDedicatedList-r14
	Not Present
	
	

	  soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14
	Not Present
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used

	1TX
	1 SS Tx antenna environment

	2TX
	2 SS Tx antenna environment

	DL 256QAM
	When DL 256QAM is used

	LAA
	For LAA test cases

	SRS-Switching
	SRS transmission is switched to a PUSCH-less TDD SCell

	PUCCH-SCell1
	When PUCCH feedback of this SCell is sent on the PUCCH SCell

	PUCCH-SCell
	When this SCell is configured as PUCCH SCell
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