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13.4.2.5.3.3
Specific message contents

Table 13.4.2.5.3.3-2: PACKET CELL CHANGE ORDER (step 5, Table 13.4.2.5.3.2-2)

	Information element
	Value/remark
	Condition

	< PAGE_MODE : bit (2) >
	00 (Normal Paging)
	

	0 | 10
	0
	

	< GLOBAL_TFI : Global TFI IE >
	<5 bit Uplink TFI>
	

	0 | 1
	1
	

	Message Escape

< IMMEDIATE_REL >
0|1<UTRAN FDD Target cell IE>

0|1<UTRAN TDD Target cell IE>

Additions in Rel-5 

0 | 1 < G-RNTI extension 

Additions in Rel-8

0|1<E-UTRAN Target cell IE>

0|1<E-UTRAN Target cell IE>

EARFCN

0 | 1 < Measurement Bandwidth 

Physical Layer Cell identity

0 | 1
< Individual Priorities
Additions in Rel-11

0 | 1
<E-UTRAN Target cell with extended EARFCN IE >
EARFCN_extended
0 | 1 < Measurement Bandwidth
Physical Layer Cell Identity
0 | 1
<E-UTRAN IPP with extended EARFCNs IE>
	00

1 (Immediate abort of operation in the old cell is required)

0 (not present )

0 (not present )

1

0 (not present )
1
0
1

EARFCN of the cell 1

0 (not present )

PCID of the cell 1

0 (not present )
1
1
EARFCN of the cell 1

0 (not present )

PCID of the cell 1

0 (not present )
	Band>64
Band>64


	Condition
	Explanation

	Band > 64
	If band > 64 is selected 


Table 13.4.2.5.3.3-3: Message ROUTING AREA UPDATE REQUEST (Preamble)

	Derivation Path: Table 4.7B.2-1/3GPP TS 36.508

	Information Element
	Value/remark
	Comment
	Condition

	MS Radio Access capability
	
	
	

	  GERAN to E-UTRA support in GERAN packet transfer mode
	‘10’B or ‘11’B
	CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN supported 
	

	E-UTRA FDD support
	‘0’B or ‘1’B
	
	C1

	E-UTRA TDD support
	‘0’B or ‘1’B
	
	C1

	Note C1: At least one of these fields shall be set to ‘1’B


Table 13.4.2.5.3.3-4: Message ROUTING AREA UPDATE ACCEPT (Preamble)

	Derivation Path: Table 4.7B.2-2/3GPP TS 36.508

	Information Element
	Value/remark
	Comment
	Condition

	PDP context status
	Same value as the one received in the RAU request message
	
	


