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	Scheduling pattern for eMTC RMC for PDSCH demodulation, R.81 TDD has changed in 36.101 and minimum test time needs to be updated accordingly. 


	
	

	Summary of change:
	Updated Table G.3.5-28a:

      R.81 TDD:         

          As per table G.4.4-1, Ns = 3040 chosen for approx. 1% BLER

          1 DTX/ACK/NACK per 384 ms

          PDSCH Repetition = 64

          MNAS = 3040 * 64 = 194 560

          MNS = 3040 * 384 = 1 167 360
          MNSF= 1 169 000
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<< Start of changes >>

Table G.3.5-28a: Minimum Test time for PDSCH Transmit Diversity for UE Category M1

	Clause 8.11.1.1.3/8.11.1.1.3_1/

8.11.1.2.3/8.11.1.2.3_1

Test

No
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	HD-FDD
	TDD
	HD-FDD
	TDD

	1
	R.81
(10MHz, QPSK, 1/10)

(2x1 Low)

ETU1
	194 560 (MNAS is not simulated but based on Table G.4.4-1)
	486 400
	1 167 360
	488 000
	1 169 000

	2
	R.79
(10MHz, 16QAM, ½)

(2x1 Low)

EPA5
	48 000
(MNAS is not simulated, but estimated based on similar scenarios in Table G.3.5-9 Test2) with HD-FDD pattern
	240 000
	120 000
	241 000
	121 000


<< End of changes >>
