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<< Unchanged sections omitted >>
6.5.2.2F
Carrier leakage for category NB1
6.5.2.2F.1
Test Purpose

Carrier leakage expresses itself as unmodulated sine wave with the carrier frequency or centre frequency of aggregated transmission bandwidth configuration. It is an interference of approximately constant amplitude and independent of the amplitude of the wanted signal. Carrier leakage interferes with the centre sub carriers of the UE under test (if allocated), especially, when their amplitude is small. The measurement interval is defined over one slot in the time domain.

The purpose of this test is to exercise the UE transmitter to verify its modulation quality in terms of carrier leakage.

6.5.2.2F.2
Test applicability

This test case applies to all types of UE release 13 and forward of category NB1.

6.5.2.2F.3
Minimum conformance requirements

Carrier leakage is an additive sinusoid waveform that has the same frequency as a modulated waveform carrier frequency. The measurement interval is one slot in the time domain. The relative carrier leakage power is a power ratio of the additive sinusoid waveform and the modulated waveform. The relative carrier leakage power of category NB1 UE shall not exceed the values specified in Table 6.5.2.2F.3-1.

Table 6.5.2.2F.3-1: Minimum requirements for relative carrier leakage power

	Parameters
	Relative limit (dBc)

	0 dBm ≤ Output power
	-25

	-30 dBm ≤ Output power ≤ 0 dBm
	-20

	-40 dBm ( Output power < -30 dBm
	-10


The normative reference for this requirement is TS 36.101 clause 6.5.2F.2

6.5.2.2F.4
Test description

6.5.2.2F.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions and test frequencies based on the subset of E-UTRA operating bands defined for NB-IoT in clause 5.2F. All of these configurations in table 6.5.2.2F.4.1-1 shall be tested. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2.4. Configurations of NPDSCH and NPDCCH before measurement are specified in Annex TBD.
Table 6.5.2.2F.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 8.1.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] subclause 8.1.3.1
	Frequency ranges defined in Annex K.1.1

	Test Parameters

	Configuration ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation
	Ntones, start position
	Sub-carrier spacing (kHz)

	1
	
	QPSK
	1@0
	3.75

	2
	
	QPSK
	1@47
	3.75

	3
	
	QPSK
	1@0
	15

	4
	
	QPSK
	1@11
	15


1.
Connect the SS to the UE to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.3 using only main UE Tx/Rx antenna.

2.
The parameter settings for the cell are set up according to TS 36.508[7] subclause 8.1.4.3.

3.
Downlink signals are initially set up according to Annex C, and uplink signals according to Annex H.
4.
The UL Reference Measurement channels are set according to in Table 6.5.2.2F.4.1-1.

5.
Propagation conditions are set according to Annex B.0.
6.
Ensure the UE is in 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. Message contents are defined in clause 6.5.2.2F.4.3.

6.5.2.2F.4.2
Test procedure

1.
SS sends uplink scheduling information for UL HARQ process via NPDCCH DCI format N0 for C_RNTI to schedule the UL RMC according to Table 6.5.2.2F.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC

2.
Configure UE to transmit at PUMAX level.
3.
Measure carrier leakage using Global In-Channel Tx-Test (Annex E).

4. Release the connection through State 3A-NB.

5. Modify system information elements according to Table 6.5.2.1F.1.4.3-1 and Table 6.5.2.1F.1.4.3-2 and notify the UE via paging message with SystemInformationModification included (test point 2).

6. Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 using the new UL power control setting.
7. SS sends uplink scheduling information for UL HARQ process via NPDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.5.2.2F.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
8.
Measure carrier leakage using Global In-Channel Tx-Test (Annex E).

NOTE 1:
For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with different UL sub-carrier spacing, the SS shall release the connection through State 3A-NB and finally ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 using the appropriate UL subcarrier spacing in Random Access Response message.
6.5.2.2F.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 8.1.6 with the following exceptions:

Table 6.5.2.1F.1.4.3-1: P0-NominalNPUSCH-r13 configuration for test point 2

	Derivation Path: 36.508 clause 8.1.6.3 Table 8.1.6.3-14: UplinkPowerControlCommon-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-NominalNPUSCH-r13
	-117 (dBm)
	
	

	  alpha-r13
	al1 (1)
	
	

	  deltaPreambleMsg3-r13
	4
	
	

	}
	
	
	


Table 6.5.2.1F.1.4.3-2: NPDSCH-ConfigCommon-NB-DEFAULT configuration for test point 2

	Derivation Path: 36.508 clause 8.1.6.3 Table 8.1.6.3-4: NPDSCH-ConfigCommon-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	NPDSCH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nrs-Power-r13
	21 (dBm)
	
	

	}
	
	
	


6.5.2.2F.5
Test requirement

Each of the carrier leakage results, derived in Annex E.3.1, shall not exceed the values in table 6.5.2.2F.5-1

Table 6.5.2.2F.5-1: Test requirements for Relative Carrier Leakage Power

	LO Leakage
	Parameters
	Relative Limit (dBc)

	
	Test point 1
	-24.2

	
	Test point 2
	-19.2


6.5.2.2G
Carrier leakage for V2X Communication
6.5.2.2G.0
Minimum conformance requirements

The requirements of subcaluse 6.5.2.2.3 shall apply for V2X transmissions.
For intra-band contiguous multi-carrier operation the carrier leakage requirement of 6.5.2A.2.0 shall apply.
When UE is configured for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.2G-2, the requirements in subclause 6.5.2.2G.0 apply for V2X sidelink transmission and the requirements in subclause 6.5.2.2.3 apply for the E-UTRA uplink transmission.
The normative reference for this requirement is TS 36.101 [2] clause 6.5.2G and 6.5.2G.2.

6.5.2.2G.1
Carrier leakage for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
Editor’s Note:

- The Test tolerance is FFS.
- The GNSS configuration is FFS
6.5.2.2G.1.1
Test Purpose
Same test purpose in clause 6.5.2.2.1.
6.5.2.2G.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 14 and forward that supports V2X communication and is capable of V2X sidelink communication.
6.5.2.2G.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.5.2.2G.0.
6.5.2.2G.1.4
Test description

6.5.2.2G.1.4.1

Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies and channel bandwidth based on E-UTRAN operating bands specified in subclause 5.6G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.5.2.2G.1.4.1-1. The details of the reference measurement channels (RMCs) are specified in Annex A.8.3. 

Table 6.5.2.2G.1.4.1-1: Test Configuration Table for PSSCH and PSCCH
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10 MHz
	QPSK
	12

	20 MHz
	QPSK
	18

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in specified in subclause 5.4.2G.


1. 
Connect the SS and GNSS simulator to the UE antenna connectors as shown in TS 36.508 [7] Figure A.92.

2. 
The parameter settings for the V2X sidelink transmission over PC5 for both SS and UE are pre-configured according to TS 36.508 [7] Table 4.10.1.1-1. Message content exceptions are defined in clause 6.5.2.2G.1.4.3. 
3. 
The V2X reference measurement channel is set according to Table 6.5.2G.1.4.1-1.
4. 
The GNSS simulator is set to [Scenario #1 with default configuration defined in TS 36.508 [7] subclause 4.11.]
5. 
Propagation conditions are set according to Annex B.0;

6.
Ensure the UE is in State 5A-V2X according to TS 36.508 [7] clause 4.5.9.
6.5.2.2G.1.4.2
Test procedure

TP 1:

1
Set the V2X sidelink communication preconfiguration parameters for UE accourding to TS 36.508[7] Table 4.10.1.1-1 with the exception specified in table 6.5.2.2G.3.4.3-1 and Table 6.5.2.2G.3.4.3-2;
2
The UE starts to perform the V2X sidelink communication according to SL-V2X-Preconfiguration. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the V2X RMC. 

3
Measure the carrier leakage using Global In-Channel Tx-Test (Annex E). 
TP 2:
4
Set the V2X sidelink communication preconfiguration parameters for UE accourding to TS 36.508[7] Table 4.10.1.1-1 with the exception specified in table 6.5.2.2G.3.4.3-1 and Table 6.5.2.2G.3.4.3-3;
5
The UE starts to perform the V2X sidelink communication according to SL-V2X-Preconfiguration. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the V2X RMC. 

6
Measure the carrier leakage using Global In-Channel Tx-Test (Annex E). 
6.5.2.2G.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6, 4.7.I and 4.10 with the following exceptions:
Table 6.5.2.2G.1.4.3-0: +CCUTLE (Initial condition)

	Derivation Path: 36.508 Table 4.7I-2: +CCUTLE, condition Close and Transmit


Table 6.5.2.2G.1.4.3-1: SL-V2X-PreconfigCommPool configuration for test point 1 and 2
	Derivation Path: 36.508 Table 4.6.3-20J

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigCommPool-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  sizeSubchannel-r14
	n15
	
	BW10

	
	n20
	
	BW20

	  numSubchannel-r14
	1
	
	

	}
	
	
	


	Condition
	Explanation

	BW10
	10 MHz channel bandwidth cell environment

	BW20
	20 MHz channel bandwidth cell environment


Table 6.5.2.2G.1.4.3-2: maxTxPower configuration for test point 1
	Derivation Path: 36.508 Table 4.6.3-20K

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigFreqInfo-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	
	

	    maxTxPower-r12
	15
	Test point 1 checks the requirement for Output power > 0dBm
	

	  }
	
	
	

	}
	
	
	


Table 6.5.2.2G.1.4.3-3: maxTxPower configuration for test point 2
	Derivation Path: 36.508 Table 4.6.3-20K

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigFreqInfo-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	
	

	    maxTxPower-r12
	-15
	Test point 2 checks the requirement for -30dBm <= Output power < 0dBm
	

	  }
	
	
	

	}
	
	
	


6.5.2.2G.1.5
Test requirement
Each of the 20 carrier leakage results, derived in Annex E.3.1, shall not exceed the values in table 6.5.2.2G.5-1.
Table 6.5.2.2G.5-1: Test requirements for Relative Carrier Leakage Power
	LO Leakage
	Parameters
	Relative Limit (dBc)

	
	Normal conditions:15 dBm ±10.5dB
Extreme conditions: 15 dBm ±14.5dB 
	-25+TT

	
	Normal conditions:-15 dBm ±10.5dB
Extreme conditions: -15 dBm ±14.5dB
	-20+TT


<< End of changes >>
