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<< Unchanged sections omitted >>
6.2.2
UE Maximum Output Power

Editor’s notes: The test applicability of Maximum Output Power for Band 47 is need to be checked.

6.2.2.1
Test purpose

To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

6.2.2.2
Test applicability

This test case applies to all types of E-UTRA Power Class 3 UE release 8 and forward.

6.2.2.3
Minimum conformance requirements

The following UE Power Classes defines the maximum output power for any transmission bandwidth within the channel bandwidth. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.2.3-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2
	
	

	2
	
	
	
	
	23
	±22
	
	

	3
	
	
	
	
	23
	±22
	
	

	4
	
	
	
	
	23
	±2
	
	

	5
	
	
	
	
	23
	±2
	
	

	6
	
	
	
	
	23
	±2
	
	

	7
	
	
	
	
	23
	±22
	
	

	8
	
	
	
	
	23
	±22
	
	

	9
	
	
	
	
	23
	±2
	
	

	10
	
	
	
	
	23
	±2
	
	

	11
	
	
	
	
	23
	±2
	
	

	12
	
	
	
	
	23
	±22
	
	

	13
	
	
	
	
	23
	±2
	
	

	14
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2
	
	

	18
	
	
	
	
	23
	±26
	
	

	19
	
	
	
	
	23
	±2
	
	

	20
	
	
	
	
	23
	±22
	
	

	21
	
	
	
	
	23
	±2
	
	

	22
	
	
	
	
	23
	+2/-3.52
	
	

	23
	
	
	
	
	235
	±25
	
	

	24
	
	
	
	
	23
	±2
	
	

	25
	
	
	
	
	23
	±22
	
	

	26
	
	
	
	
	23
	±22
	
	

	27
	
	
	
	
	23
	±2
	
	

	28
	
	
	
	
	23
	+2/-2.5
	
	

	30
	
	
	
	
	23
	±2
	
	

	31
	
	
	
	
	23
	±2
	
	

	...
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2
	
	

	34
	
	
	
	
	23
	±2
	
	

	35
	
	
	
	
	23
	±2
	
	

	36
	
	
	
	
	23
	±2
	
	

	37
	
	
	
	
	23
	±2
	
	

	38
	
	
	
	
	23
	±2
	
	

	39
	
	
	
	
	23
	±2
	
	

	40
	
	
	
	
	23
	±2
	
	

	41
	
	
	
	
	23
	±22
	
	

	42
	
	
	
	
	23
	+2/-3
	
	

	43
	
	
	
	
	23
	+2/-3
	
	

	44
	
	
	
	
	23
	+2/[-3]
	
	

	45
	
	
	
	
	23
	±2
	
	

	47
	
	
	26
	±2
	23
	±2
	
	

	48
	
	
	
	
	23
	+2/-3
	
	

	…
	
	
	
	
	
	
	
	

	65
	
	
	
	
	23
	±2
	
	

	66
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	70
	
	
	
	
	23
	±2
	
	

	71
	
	
	
	
	23
	+2/-2.5
	
	

	72
	
	
	
	
	23
	±2
	
	

	Note 1:
Void
Note 2:
For transmission bandwidths (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB

Note 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

Note 4:
For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.

Note 5:
When NS_20 is signalled, the total output power within 2000-2005 MHz shall be limited to 7 dBm.

Note 6:
For a UE that supports both Band 18 and Band 26, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5dB for transmission bandwidths confined within 815 MHz and 818 MHz


The normative reference for this requirement is TS 36.101 clause 6.2.2.

6.2.2.4
Test description

6.2.2.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.2.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	N/A for Max UE output power testing
	Mod'n
	RB allocation

	
	
	
	FDD
	TDD

	1.4MHz
	
	QPSK
	1
	1

	1.4MHz
	
	QPSK
	5
	5

	3MHz
	
	QPSK
	1
	1

	3MHz
	
	QPSK
	4
	4

	5MHz
	
	QPSK
	1
	1

	5MHz
	
	QPSK
	8
	8

	10MHz
	
	QPSK
	1
	1

	10MHz
	
	QPSK
	12
	12

	15MHz
	
	QPSK
	1
	1

	15MHz
	
	QPSK
	16
	16

	20MHz
	
	QPSK
	1
	1

	20MHz
	
	QPSK
	18
	18

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2:
For E-UTRA bands not applied with Note 2 in Table 6.2.2.3-1:

-
The 1 RB allocation shall be tested at RB#0 for low and mid range, RB #max for high range test frequency.

-
The RBstart of non-1RB allocation shall be RB #0 for low and mid range, RB# (max +1 - RB allocation) for high range test frequency.

Note 3:
For E-UTRA bands applied with Note 2 in Table 6.2.2.3-1:

-
If the test channel bandwidth is larger than 4MHz, then the 1 RB allocation shall be tested at both RB #0 and RB #max.

-
If the test channel bandwidth is smaller or equal to 4MHz, then the 1 RB allocation shall be tested at RB #0.

-
If the test channel bandwidth = (FUL_high - FUL_low) specified by the operating band, then only one frequency range shall be tested and the 1 RB allocation shall be tested at RB #0, RB #
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 and RB #max.

-
For non-1RB allocation, test frequency is middle range, and the RBstart shall be RB #0.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1, and C.3.0, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL Reference Measurement channel is set according to Table 6.2.2.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RFaccording to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 6.2.2.4.3.

6.2.2.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.2.2.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2.
Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms for the UE to reach PUMAX level.

3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration of one sub-frame (1ms). For TDD slots with transient periods are not under test.

6.2.2.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6.

6.2.2.5
Test requirements

The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.2.5-1.

Table 6.2.2.5-1: UE Power Class test requirements

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2.7
	
	

	2
	
	
	
	
	23
	±2.72
	
	

	3
	
	
	
	
	23
	±2.72
	
	

	4
	
	
	
	
	23
	±2.7
	
	

	5
	
	
	
	
	23
	±2.7
	
	

	6
	
	
	
	
	23
	±2.7
	
	

	7
	
	
	
	
	23
	±2.72
	
	

	8
	
	
	
	
	23
	±2.72
	
	

	9
	
	
	
	
	23
	±2.7
	
	

	10
	
	
	
	
	23
	±2.7
	
	

	11
	
	
	
	
	23
	±2.7
	
	

	12
	
	
	
	
	23
	±2.72
	
	

	13
	
	
	
	
	23
	±2.7
	
	

	14
	
	
	
	
	23
	±2.7
	
	

	…
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2.7
	
	

	18
	
	
	
	
	23
	±2.76
	
	

	19
	
	
	
	
	23
	±2.7
	
	

	20
	
	
	
	
	23
	±2.72
	
	

	21
	
	
	
	
	23
	±2.7
	
	

	22
	
	
	
	
	23
	+3.0/-4.52
	
	

	23
	
	
	
	
	235
	±2.75
	
	

	24
	
	
	
	
	23
	±2.7
	
	

	25
	
	
	
	
	23
	±2.72
	
	

	26
	
	
	
	
	23
	±2.72
	
	

	27
	
	
	
	
	23
	±2.7
	
	

	28
	
	
	
	
	23
	+2.7/-3.2
	
	

	30
	
	
	
	
	23
	±2.7
	
	

	31
	
	
	
	
	23
	±2.7
	
	

	...
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2.7
	
	

	34
	
	
	
	
	23
	±2.7
	
	

	35
	
	
	
	
	23
	±2.7
	
	

	36
	
	
	
	
	23
	±2.7
	
	

	37
	
	
	
	
	23
	±2.7
	
	

	38
	
	
	
	
	23
	±2.7
	
	

	39
	
	
	
	
	23
	±2.7
	
	

	40
	
	
	
	
	23
	±2.7
	
	

	41
	
	
	
	
	23
	±2.72
	
	

	42
	
	
	
	
	23
	+3.0/-4.0
	
	

	43
	
	
	
	
	23
	+3.0/-4.0
	
	

	44
	
	
	
	
	23
	+2.7/[-3.7]
	
	

	45
	
	
	
	
	23
	±2.7
	
	

	47
	
	
	26
	±3.3
	23
	±3.3
	
	

	…
	
	
	
	
	
	
	
	

	65
	
	
	
	
	23
	+2.7/-2.7
	
	

	66
	
	
	
	
	23
	+2.7/-2.7
	
	

	…
	
	
	
	
	
	
	
	

	70
	
	
	
	
	23
	+2.7/-2.7
	
	

	71
	
	
	
	
	23
	+2.7/-3.2
	
	

	72
	
	
	
	
	23
	±2.7
	
	

	Note 1:
Void

Note 2:
For transmission bandwidths (Figure 5.4.2-1, Table 5.4.4-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB

Note 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance.

Note 4:
For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.

Note 5:
When NS_20 is signalled, the total output power within 2000-2005 MHz shall be limited to 7 dBm.

Note 6:
For a UE that supports both Band 18 and Band 26, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5dB for transmission bandwidths confined within 815 MHz and 818 MHz.


For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c in Tables 6.2.5.3-2, 6.2.5.3-3 and 6.2.5.3-4 shall be applied for applicable bands.

In case the UE supports more than one of the above inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 6.2.5.3-2, truncated to one decimal place for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 6.2.5.3-2 that applies for that operating band among the supported CA configurations.
<< Unchanged sections omitted >>
6.2.2G.1
UE Maximum Output Power for V2X Communication / Non-concurrent with E-UTRA uplink transmission

Editor’s notes: This test case is incomplete. The following items are missing or incomplete:

- Message contents




- Applicability spec

- GNSS in the initial conditions is FFS.

NOTE: This test need not be performed because the Maximum Power Reduction (MPR) can be applied regardless of the number of RBs.

6.2.2G.1.1
Test purpose

Same test purpose as in clause 6.2.2.1.
6.2.2G.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 14 and forward that support V2X communication.

6.2.2G.1.3
Minimum conformance requirements

When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.2G-1, the allowed V2X UE maximum output power for shall be as applied in Table 6.2.2.3-1 in subclause 6.2.2.
The normative reference for this requirement is TS 36.101 [2] clause 6.2.2G.
6.2.2G.1.4
Test description

6.2.2G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.2G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration as defined in Annex C.2, Table C.2-8.
Table 6.2.2G.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	RB allocation

	10MHz
	QPSK
	48

	20MHz
	QPSK
	96


1.
Connect the SS and GNSS simulator to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.92.

2.
The parameter settings for the V2X sidelink transmission over PC5 are pre-configured according to TS 36.508 [7] subclause 4.10.1. Message content exceptions are defined in clause 6.2.2G.1.4.3.

3.
The V2X reference measurement channel is set according to Table 6.2.2G.1.4.1-1.
4.
The GNSS simulator is set to [FFS].
5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 5A-V2X according to TS 36.508 [7] clause 4.5.9.

6.2.2G.1.4.2
Test procedure

1.
The UE starts to perform the V2X sidelink communication according to SL-V2X-Preconfiguration. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the V2X RMC.

2.
Measure the mean power of the UE in the channel bandwidth for each test point in table 6.2.2G.1.5-1 according to the test configuration from Table 6.2.2G.1.4.1-1. The period of measurement shall be at least continuous duration of one sub-frame (1ms).
6.2.2G.1.4.3
Message contents

FFS

6.2.2G.1.5
Test requirements

Table 6.2.2G.1.5-1: UE Power Class test requirements

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	47
	
	
	
	
	23
	±3.3
	
	

	Note 1:
Void

Note 2:
For transmission bandwidths (Figure 5.4.2-1, Table 5.4.4-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB

Note 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance.


<< Unchanged sections omitted >>
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.5 dB, 4.2GHz < f ≤ 6GHz
	

	6.2.2_1 Maximum Output Power for HPUE
	±0.7 dB, f ≤ 3.0GHz
	

	6.2.2A.1 UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.2 for sum of powers of all CCs
	

	6.2.2A.2 UE Maximum Output Power for CA (inter-band DL CA and UL CA)
	Same as 6.2.2 for sum of powers of all CCs
	

	6.2.2A.4 UE Maximum Output Power for CA (3UL CA)
	Same as 6.2.2 for sum of powers of all CCs
	

	6.2.2B UE Maximum Output Power for UL-MIMO
	Same as 6.2.2 for each antenna
	

	6.2.2E UE Maximum Output Power for UE category 0
	Same as 6.2.2
	

	6.2.2EA UE Maximum Output Power for UE category M1
	Same as 6.2.2
	

	6.2.2F UE Maximum Output Power for UE category NB1
	Same as 6.2.2_1
	

	6.2.2G.1 UE maximum output power for V2X Commincation / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.2.2
	

	6.2.2G.2 UE maximum output power for V2X Commincation / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmission
	Same as 6.2.2 for sum of powers of all CCs
	

	6.2.2G.3 UE maximum output power for V2X Commincation / Intra-band contiguous multi-carrier operation
	Same as 6.2.2 for sum of powers of all CCs
	

	6.2.3 Maximum Power Reduction
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	

	6.2.3_1 Maximum Power Reduction (MPR) for HPUE
	±0.7 dB, f ≤ 3.0GHz
	

	6.2.3A.1 Maximum Power Reduction (MPR) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.3 for sum of powers of all CCs
	

	6.2.3A.1_1 Maximum Power Reduction (MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.2.3 for sum of powers of all CCs
	

	6.2.3A.2 Maximum Power Reduction (MPR) for CA (inter-band DL CA and UL CA)
	Same as 6.2.3 for sum of powers of all CCs
	

	6.2.3A.2_1 Maximum Power Reduction (MPR) for CA (inter-band DL CA and UL CA) for UL 64QAM
	Same as 6.2.3 for sum of powers of all CCs
	

	6.2.3A.3 Maximum Power Reduction (MPR) for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.2.3 for sum of powers of all CCs
	

	6.2.3A.3_1 Maximum Power Reduction (MPR) for CA (intra-band non-contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.2.3 for sum of powers of all CCs
	

	6.2.3B Maximum Power Reduction (MPR) for UL-MIMO
	Same as 6.2.3 for each antenna
	

	6.2.3_2 Maximum Power Reduction (MPR) for Multi-Cluster PUSCH
	Same as 6.2.3
	

	6.2.3E Maximum Power Reduction for UE category 0
	Same as 6.2.3
	

	6.2.3EA Maximum Power Reduction for UE category M1
	Same as 6.2.3
	

	6.2.3_3 Maximum Power Reduction (MPR) for UL 64QAM
	Same as 6.2.3
	

	6.2.3_4 Maximum Power Reduction (MPR) for Multi-Cluster PUSCH with UL 64QAM
	Same as 6.2.3
	

	6.2.4 UE Maximum Output Power with additional requirements
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.2.4_1 Additional Maximum Power Reduction (A-MPR) for HPUE
	±0.7 dB, f ≤ 3.0GHz
	

	6.2.4_2 Additional Maximum Power Reduction (A-MPR) for UL 64QAM
	Same as 6.2.4
	

	6.2.4_3 Additional Maximum Power Reduction (A-MPR) with PUSCH frequency hopping
	Same as 6.2.4
	

	6.2.4A.1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4A.1_1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4A.2 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA)
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4A.2_1 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA) for UL 64QAM
	Same as 6.2.4 for sum of powers of all CCs
	

	6.2.4B Additional Maximum Power Reduction (A-MPR) for UL-MIMO
	Same as 6.2.4 for each antenna
	

	6.2.4E Additional Maximum Power Reduction (A-MPR) for UE category 0
	Same as 6.2.4
	

	6.2.4EA Additional Maximum Power Reduction (A-MPR) for UE category M1
	±0.7 dB
	

	6.2.5 Configured UE transmitted Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.2.5_1 Configured UE transmitted Output Power for HPUE
	±0.7 dB, f ≤ 3.0GHz
	

	6.2.5A.1 Configured UE transmitted Output Power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.5 for sum of powers of all CCs
	

	6.2.5A.3 Configured UE transmitted Output Power for CA (inter-band DL CA and UL CA)
	Same as 6.2.5 for sum of powers of all CCs
	

	6.2.5A.4 Configured UE transmitted Output Power for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.2.5 for sum of powers of all CCs
	

	6.2.5B Configured UE transmitted output power for UL-MIMO
	Same as 6.2.5 for each antenna
	

	6.2.5E Configured Transmitted Power for UE category 0
	Same as 6.2.5
	

	6.2.5EA Configured UE transmitted Power for UE category M1
	Same as 6.2.5
	

	6.2.5F Configured UE transmitted Output Power for UE category NB1
	±0.7 dB, f ≤ 3.0GHz
	

	6.3.2 Minimum Output Power
	±1.0 dB, f ≤ 3.0GHz

±1.3 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.3.2A.1 Minimum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.2 for each CC
	

	6.3.2B Minimum Output Power for UL-MIMO
	Same as 6.3.2 for each antenna
	

	6.3.2E Minimum Output Power for UE category 0
	Same as 6.3.2
	

	6.3.2EA Minimum Output Power for UE category M1
	Same as 6.3.2
	

	6.3.2F Minimum Output Power for UE category NB1
	±1.0 dB, f ≤ 3.0GHz
	

	6.3.2G.1 Minimum output power for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.3.2
	

	6.3.2G.2 Minimum output power for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	Same as 6.3.2
	

	6.3.2G.3 Minimum output power for V2X Communication / Intra-band contiguous multi-carrier operation
	Same as 6.3.2
	

	6.3.3 Transmission ON/OFF Power
	Transmission OFF Power: ±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz 
	

	6.3.3A.1 UE Transmit OFF power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.3 for each CC
	

	6.3.3A.2 UE Transmit OFF power for CA (inter-band DL CA and UL CA)
	Same as 6.3.3A.1
	

	6.3.3A.3 UE Transmit OFF power for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.3 for each CC
	

	6.3.3B UE Transmit OFF power for UL-MIMO
	Same as 6.3.3 for each antenna
	

	6.3.3D UE Transmit OFF power for ProSe
	Same as 6.3.3
	

	6.3.3E UE Transmit OFF Power for UE category 0
	Same as 6.3.3
	

	6.3.3EA UE Transmit OFF power for UE category M1
	Same as 6.3.3
	

	6.3.3G.1 UE Transmit OFF power for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.3.3
	

	6.3.3G.2 UE Transmit OFF power for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	Same as 6.3.3 for each CC
	

	6.3.3G.3 UE Transmit OFF power for V2X Communication / Intra-band contiguous multi-carrier operation
	Same as 6.3.3 for each CC
	

	6.3.4.1 General ON/OFF time mask
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.3.4.2 PRACH and SRS time mask
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.3.4A.1.2 General ON/OFF time mask for CA (inter-band DL CA and UL CA)
	Same as 6.3.4A.1.1
	

	6.3.4A.1.1 General ON/OFF time mask for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.4.1 for each CC
	

	6.3.4A.1.3 General ON/OFF time mask for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.4.1 for each CC
	

	6.3.4B.1 General ON/OFF time mask for UL-MIMO
	Same as 6.3.4.1 for each antenna
	

	6.3.4C.1 General ON/OFF time mask for Dual Connectivity
	Same as 6.3.4A.1.1
	

	6.3.4E.1 General ON/OFF time mask for UE category 0
	Same as 6.3.4.1
	

	6.3.4E.2 PRACH and SRS time mask for UE category 0
	Same as 6.3.4.2
	

	6.3.4EA.1 General ON/OFF time mask for UE category M1
	Same as 6.3.4.1
	

	6.3.4EA.2 PRACH and SRS ON/OFF time mask for UE category M1
	Same as 6.3.4.2
	

	6.3.4F.1 General ON/OFF time mask for category NB1
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz
	

	6.3.4F.2 NPRACH time mask for category NB1
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz
	

	6.3.5.1 Power Control Absolute power tolerance
	±1.0 dB, f ≤ 3.0GHz

±1.4 dB, 3.0GHz < f ≤ 4.2GHz
	Overall system uncertainty comprises two quantities:

1. Downlink signal level uncertainty

2. Uplink level measurement uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared.

Test System uncertainty = [SQRT (DL level uncert 2 + UL measurement uncert 2)]

f ≤ 3.0GHz

DL signal level uncert ± 0.7dB

UL meas’t uncert ± 0.7dB

3.0GHz < f ≤ 4.2GHz

DL signal level uncert ± 1.0dB

UL meas’t uncert ± 1.0dB

	6.3.5.2 Power Control

Relative power tolerance
	±0.7 dB
	

	6.3.5.3 Aggregate power control tolerance
	±0.7 dB
	

	6.3.5_1.1 Power Control Absolute power tolerance for HPUE
	±1.0 dB, f ≤ 3.0GHz
	

	6.3.5_1.2 Power Control Relative power tolerance for HPUE
	±0.7 dB
	

	6.3.5_1.3 Aggregate power control tolerance for HPUE
	±0.7 dB
	

	6.3.5A.1.1 Power Control Absolute power tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.1.2 Power Control Absolute power tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.1.3 Power Control Absolute power tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.2.1 Power Control Relative power tolerance for CA (intra-band contiguous DL CA and UL CA)
	Absolute power ±1dB, f ≤ 4.2GHz
Relative power ±0.7 dB
Both requirements apply for each CC
	Absolute power is used to check when power is near lower and upper limits of the range.

Relative power is used to check step sizes.

	6.3.5A.3.1 Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5A.3.2 Aggregate power control tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5A.3.3 Aggregate power control tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5B.1 Power Control Absolute Power Tolerance for UL- MIMO
	Same as 6.3.5.1 for each antenna
	

	6.3.5B.2 Power Control Relative power tolerance for UL-MIMO
	Same as 6.3.5.2 for each antenna
	

	6.3.5B.3 Aggregate power control tolerance for UL-MIMO
	Same as 6.3.5.3 for each antenna
	

	6.3.5C.2 Power Control Relative power tolerance for Dual Connectivity
	Same as 6.3.5A.2.1
	

	6.3.5C.2_1 Power Control Relative power tolerance for asynchronous Dual Connectivity
	Same as 6.3.5A.2.1
	

	6.3.5E.1 Power Control Absolute power tolerance for UE category 0
	Same as 6.3.5.1
	

	6.3.5E.2 Power Control Relative power tolerance for UE category 0
	Same as 6.3.5.2
	

	6.3.5E.3 Aggregate power control tolerance for UE category 0
	Same as 6.3.5.3
	

	6.3.5EA.1 Power Control Absolute power tolerance for UE category M1
	±1.0 dB, f ≤ 3.0GHz
	Overall system uncertainty comprises two quantities:

1. Downlink signal level uncertainty

2. Uplink level measurement uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared.

Test System uncertainty = [SQRT (DL level uncert 2 + UL measurement uncert 2)]

f ≤ 3.0GHz

DL signal level uncert ± 0.7dB

UL meas’t uncert ± 0.7dB

	6.3.5EA.2 Power Control Relative power tolerance for UE category M1
	±0.7 dB
	

	6.3.5EA.3 Aggregate power control tolerance for UE category M1
	Same as 6.3.5.3
	

	6.3.5EA.3_1 Aggregate power control tolerance for UE category M1 (CE Mode B)
	Same as 6.3.5.3
	

	6.3.5F.1 Power Control Absolute power tolerance for category NB1
	±1.0 dB, f ≤ 3.0GHz
	Overall system uncertainty comprises two quantities:

1. Downlink signal level uncertainty

2. Uplink level measurement uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared.

Test System uncertainty = [SQRT (DL level uncert 2 + UL measurement uncert 2)]

f ≤ 3.0GHz

DL signal level uncert ± 0.7dB

UL meas’t uncert ± 0.7dB

	6.3.5F.2 Power Control Relative power tolerance for category NB1
	±0.7 dB
	

	<<Many rows skipped>>
	
	


<< Unchanged sections omitted >>
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.5 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

Power class 3: 23dBm +3.5/-4.5 dB

	6.2.2_1 UE Maximum Output Power for HPUE
	f ≤ 3.0GHz
Power class 1: 31dBm +2/-3dB
	0.7dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: 31dBm +2.7/-3.7dB

	6.2.2A.1 UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.2
	Same as 6.2.2
	Same as 6.2.2

	6.2.2A.2 UE Maximum Output Power for CA (inter-band DL CA and UL CA)
	Same as 6.2.2
	Same as 6.2.2
	Same as 6.2.2

	6.2.2B UE Maximum Output Power for UL-MIMO
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm +2/-3 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-4 dB
	Same as 6.2.2 
	Formula:

Upper limit +TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm +2.7/-3.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-5.0 dB

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.2.2E UE Maximum Output Power UE category 0
	Same as 6.2.2
	Same as 6.2.2
	Same as 6.2.2

	6.2.2EA UE Maximum Output Power UE category M1
	Power class 3: 23dBm ±2 dB

Power class 5: 20dBm ±2 dB
	0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 3: 23dBm ±2.7 dB

Power class 5: 20dBm ±2.7 dB

	6.2.2F UE Maximum Output Power for UE category NB1
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

Power class 5: 20dBm ±2 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 5: 20dBm ±2.7 dB

	6.2.2G.1 UE maximum output power for V2X Commincation / Non-concurrent with E-UTRA uplink transmissions
	4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 3: 23dBm ±3.3 dB


	6.2.2G.2 UE maximum output power for V2X Commincation / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmission
	4.2GHz < f ≤ 6GHz

Power class 3: 23dBm +2/-3 dB
	1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 3: 23dBm +3.3/-4.3 dB

	6.2.2G.3 UE maximum output power for V2X Commincation / Intra-band contiguous multi-carrier operation
	4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 3: 23dBm ±3.3 dB



	6.2.2G.4.1 UE maximum output power for V2X Commincation / Power class 2 / Non-concurrent with E-UTRA uplink transmissions
	4.2GHz < f ≤ 6GHz

Power class 2: 26dBm ±2 dB
	1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 2: 26dBm ±3.3 dB



	6.2.3 Maximum Power Reduction
	Power class 3

f ≤ 3.0GHz
QPSK: MPR ≤ 1dB

16QAM: MPR ≤ 1dB

16QAM: MPR ≤ 2dB

3.0GHz < f ≤ 4.2GHz
QPSK: MPR ≤ 1dB
16QAM: MPR ≤ 1dB

16QAM: MPR ≤ 2dB
	0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.0 dB

1.0 dB
	Formula:

Upper limit + TT,

Lower limit – MPR – TT

Power class 3:

QPSK: 23dBm +2.7 / - 3.7dB

16QAM: 23dBm +2.7 / - 3.7dB

16QAM: 23dBm +2.7 / - 4.7dB

QPSK: 23dBm +3.0 / - 5.0dB

16QAM: 23dBm +3.0 / - 5.0dB

16QAM: 23dBm +3.0 / - 6.0dB

	6.2.3_1 Maximum Power Reduction for HPUE
	Power class 1

f ≤ 3.0GHz
QPSK: MPR ≤ 1dB

16QAM: MPR ≤ 1dB

16QAM: MPR ≤ 2dB
	0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT,

Lower limit – MPR – TT

Power class 1:

QPSK: 31dBm +2.7 / - 4.7dB

16QAM: 31dBm +2.7 / - 4.7dB

16QAM: 31dBm +2.7 / - 5.7dB

	6.2.3_2 UE Maximum Output Power for Multi-Cluster PUSCH
	Same as 6.2.2
	Same as 6.2.2
	Same as 6.2.2

	6.2.3_3 Maximum Power Reduction (MPR) for UL 64QAM
	Power class 3

f ≤ 3.0GHz
64QAM: MPR ≤ 2dB

64QAM: MPR ≤ 3dB

3.0GHz < f ≤ 4.2GHz
64QAM: MPR ≤ 2dB

64QAM: MPR ≤ 3dB
	0.7 dB

0.7 dB

1.0 dB

1.0 dB
	Formula:

Upper limit + TT,

Lower limit – MPR – TT

Power class 3:

64QAM: 23dBm +2.7 / - 4.7dB

64QAM: 23dBm +2.7 / - 6.2dB

64QAM: 23dBm +3.0 / - 5.0dB

64QAM: 23dBm +3.0 / - 6.5dB

	6.2.3_4 Maximum Power Reduction (MPR) for Multi-Cluster PUSCH with UL 64QAM
	Same as 6.2.3_3
	Same as 6.2.3_3
	Same as 6.2.3_3

	6.2.3A.1 Maximum Power Reduction (MPR) for CA (intra-band contiguous DL CA and UL CA)
	Power class 3

f ≤ 3.0GHz
MPR = 0dB
MPR = 1dB

MPR = 2dB

MPR = 3dB

MPR = 8.5dB

3.0GHz < f ≤ 4.2GHz
MPR = 0dB
MPR = 1dB

MPR = 2dB

MPR = 3dB

MPR = 8.5dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.0 dB

1.0 dB

1.0 dB

1.0 dB
	Formula:

Upper limit: +T(PCMAX_H) + TT,
Lower limit: -T(PCMAX_L ) – MPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass-MPR
Power class 3:

23dBm +2.7 / - 2.7dB

23dBm +2.7 / - 3.7dB

23dBm +2.7 / - 4.7dB

23dBm +2.7 / - 6.2dB

23dBm +2.7 / - 14.2dB

23dBm +3.0 / - 4.0dB (+2/-3 limit for B42)
23dBm +3.0 / - 4.0dB

23dBm +3.0 / - 5.0dB

23dBm +3.0 / - 6.5dB

23dBm +3.0 / - 14.5dB

	6.2.3A.1_1 Maximum Power Reduction (MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
	Power class 3

f ≤ 3.0GHz
MPR = 2dB

MPR = 3dB

3.0GHz < f ≤ 4.2GHz
MPR = 2dB

MPR = 3dB
	0.7 dB

0.7 dB

1.0 dB

1.0 dB
	Formula:

Upper limit: +T(PCMAX_H) + TT,
Lower limit: -T(PCMAX_L ) – MPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass-MPR
Power class 3:

23dBm +2.7 / - 4.7dB

23dBm +2.7 / - 6.2dB

23dBm +3.0 / - 5.0dB

23dBm +3.0 / - 6.5dB

	6.2.3A.2 Maximum Power Reduction (MPR) for CA (inter-band DL CA and UL CA)
	Power class 3

f ≤ 3.0GHz
MPR = 0dB
MPR = 1dB

MPR = 2dB

4.2GHz < f ≤ 6GHz
MPR = 0dB
MPR = 1dB

MPR = 2dB
	0.7 dB

0.7 dB

0.7 dB

1.5 dB

1.5 dB

1.5 dB
	Formula:

Upper limit: +T(PCMAX_H) + TT,
Lower limit: -T(PCMAX_L ) – MPR – TT
PCMAX_H = PPowerClass
PCMAX_L = MIN(linear sum of PPowerClass – MPR c -·TC,c, 23 dBm)
Power class 3:

23dBm +2.7 / - 3.7 dB

23dBm +2.7 / - 3.7 dB

23dBm +2.7 / - 3.7 dB

23dBm +3.5 / - 4.5 dB

23dBm +3.5 / - 5.5 dB

23dBm +3.5 / - 6.5 dB

	6.2.3A.2_1 Maximum Power Reduction (MPR) for CA (inter-band DL CA and UL CA) for UL 64QAM
	Power class 3

f ≤ 3.0GHz
MPR = 2dB

MPR = 3dB
	0.7 dB

0.7 dB
	Formula:

Upper limit: +T(PCMAX_H) + TT,
Lower limit: -T(PCMAX_L ) – TT
PCMAX_H = PPowerClass
PCMAX_L = MIN(linear sum of PPowerClass – MPR c -·TC,c, 23 dBm)
Power class 3:
23dBm +2.7 / - 5.7 dB

23dBm +2.7 / - 6.7 dB

	6.2.3A.3 Maximum Power Reduction (MPR) for CA (intra-band non-contiguous DL CA and UL CA)
	Power class 3

f ≤ 3.0GHz
MPR = 7 dB
MPR = 12 dB

MPR = 18 dB
	0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit: +T(PCMAX_H) + TT,
Lower limit: -T(PCMAX_L ) – MPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass – MPR -·TC dBm)
Power class 3:

23dBm +2.7 / - 12.7 dB

23dBm +2.7 / - 18.7 dB

23dBm +2.7 / - 25.7 dB

	6.2.3A.3_1 Maximum Power Reduction (MPR) for CA (intra-band non-contiguous DL CA and UL CA) for UL 64QAM
	Power class 3

f ≤ 3.0GHz
MPR = 7 dB
MPR = 12 dB

MPR = 18 dB
	0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit: +T(PCMAX_H) + TT,
Lower limit: -T(PCMAX_L ) – MPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass – MPR -·TC dBm)
Power class 3:

23dBm +2.7 / - 12.7 dB

23dBm +2.7 / - 18.7 dB

23dBm +2.7 / - 25.7 dB

	6.2.3B Maximum Power Reduction (MPR) for UL-MIMO
	Same as 6.2.3
	Same as 6.2.3
	Same as 6.2.3

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.2.3E Maximum Power Reduction for UE category 0
	Same as 6.2.3E
	Same as 6.2.3E
	Same as 6.2.3E

	6.2.3EA Maximum Power Reduction for UE category M1
	Power class 3

MPR ≤ 1dB

MPR ≤ 2dB

Power class 5

MPR ≤ 1dB

MPR ≤ 2dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT,

Lower limit – MPR – TT

23dBm +2.7 / - 3.7dB

23dBm +2.7 / - 4.7dB

20dBm +2.7 / - 3.7dB

20dBm +2.7 / - 4.7dB

	6.2.3F Maximum Power Reduction (MPR) for UE category NB1
	Power class 3:

f ≤ 3.0GHz

BPSK: MPR = 0dB

QPSK: MPR = 0dB

QPSK: MPR ≤ 0.5dB

QPSK: MPR ≤ 1dB

QPSK: MPR ≤ 2dB

Power class 5:

f ≤ 3.0GHz

BPSK: MPR = 0dB

QPSK: MPR = 0dB

QPSK: MPR ≤ 0.5dB

QPSK: MPR ≤ 1dB

QPSK: MPR ≤ 2dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT,

Lower limit – MPR – TT

Power class 3:

BPSK: 23dBm +2.7 / - 2.7dB

QPSK: 23dBm +2.7 / - 2.7dB

QPSK: 23dBm +2.7 / - 3.2dB

QPSK: 23dBm +2.7 / - 3.7dB

QPSK: 23dBm +2.7 / - 4.7dB

Power class 5:

BPSK: 20dBm +2.7 / - 3.2dB

QPSK: 20dBm +2.7 / - 3.2dB

QPSK: 20dBm +2.7 / - 4.7dB

QPSK: 20dBm +2.7 / - 5.2dB

QPSK: 20dBm +2.7 / - 6.7dB

	6.2.4 UE Maximum Output Power with additional requirements
	For the UE maximum output power modified by MPR and A-MPR, the power limits specified in TS 36.101 [2] clause 6.2.5 apply.

For transmission bandwidths (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.

Power class 3:

QPSK: MPR ≤ 1dB

16QAM: Depending on the number RB allocated:

16QAM: MPR ≤ 1dB

16QAM: MPR ≤ 2dB

For network signalled value NS_03 , NS_04 (5MHz only), NS_05, to NS_06: A-MPR ≤ 1dB

For network signalled value  NS-04; Depending on the RB_start and RB allocation (10MHz, 15MHz and 20MHz):

For 10MHz

Region A with RB_start=0 – 12: A-MPR ≤ 3dB.

Region B with RB_start=13 – 36 : A-MPR ≤ 2dB.

Region C with RB_start=37 – 49 : A-MPR ≤ 3dB.

For 15MHz

Region A with RB_start=0 – 18: A-MPR ≤ 3dB.

Region B with RB_start=19 – 55 : A-MPR ≤ 2dB.

Region C with RB_start=56 – 74 : A-MPR ≤ 3dB.

For 20MHz

Region A with RB_start=0 – 24: A-MPR ≤ 3dB.

Region B with RB_start=25 – 74 : A-MPR ≤ 2dB.

Region C with RB_start=75 – 99 : A-MPR ≤ 3dB. 

For network signalled value  NS-11; Depending on the RB_start and RB allocation (15MHz and 20MHz):

For 15MHz Fc < 2012.5

Region A with RB_start=0 – 4: A-MPR ≤ 15dB.

Region B with RB_start=5 – 21: A-MPR ≤ 7dB (LCRB=7-50) or ≤ 10dB (LCRB=0-6 & ≥50).

Region C with RB_start=22 – 56: A-MPR ≤ 0dB (LCRB=≤25) or ≤ 6dB (LCRB>25).

Region D with RB_start=57 – 74: A-MPR ≤ 15dB.

For 15MHz Fc = 2012.5

Region A with RB_start=0 – 12: A-MPR ≤ 10dB.

Region B with RB_start=13 – 39: A-MPR ≤ 6dB (LCRB=≥ 30) or ≤ 0dB (LCRB=< 30).

Region C with RB_start=40 – 65: A-MPR ≤ 2dB.

Region D with RB_start=66 – 74: A-MPR ≤ 6.5dB.

For 20MHz

Region A with RB_start=0 – 12: A-MPR ≤ 15dB.

Region B with RB_start=13 – 29: A-MPR ≤ 7dB (LCRB=10-60) or ≤ 10dB (LCRB=1-9 & > 60).

Region C with RB_start=30 – 68: A-MPR ≤ 0dB (LCRB=1-24) or ≤ 7dB (LCRB= ≥ 25).

Region D with RB_start=69 – 99: A-MPR ≤ 15dB.

For network signalled value

NS-20; Depending on the RB_start and RB allocation (5MHZ, 10MHz, 15MHz and 20MHz):

For 5MHz

Region A with RB_start=≤24: A-MPR ≤ 17dB.

Region B with RB_start=0 – 3: A-MPR ≤ 1dB (LCRB=15-19) or ≤ 4dB (LCRB= ≥ 20).

Region C with RB_start=4 – 6: A-MPR ≤ 2dB.

Region D with RB_start=≤24: A-MPR ≤ 0dB.

For 10MHz Fc = 2005

Region A with RB_start=0 – 25: A-MPR ≤ 16dB.

Region B with RB_start=26 – 34: A-MPR ≤ 2dB (LCRB=8-15) or ≤ 5dB (LCRB= > 15).

Region C with RB_start=35 – 49: A-MPR ≤ 6dB.

For 10MHz Fc = 2015

Region A with RB_start=0 – 5: A-MPR ≤ 4dB.

Region B with RB_start=6 – 10: A-MPR ≤ 2dB.

For 15MHz 

Region A with RB_start=0 – 14: A-MPR ≤ 11dB (LCRB=1-9 & 40-5) or ≤ 6dB (LCRB= 10-39).

Region B with RB_start=15 – 24: A-MPR ≤ 1dB (LCRB=24-29) or ≤ 7dB (LCRB=≥30).

Region C with RB_start=25 – 39: A-MPR ≤ 5dB. 

Region D with RB_start=61 – 74: A-MPR ≤ 6dB.

For 20MHz 

Region A with RB_start=0 – 21: A-MPR ≤ 17dB.

Region B with RB_start=22 – 31: A-MPR ≤ 12dB (LCRB=1-9 & 31-75) or ≤ 6dB (LCRB=10-30).

Region C with RB_start=32 – 38: A-MPR ≤ 9dB.

Region D with RB_start=39 – 49: A-MPR ≤ 7dB.

Region E with RB_start=50 – 69: A-MPR ≤ 5dB.

Region F with RB_start=70 – 99: A-MPR ≤ 16dB.

For network signalled value

NS-27; Depending on the RB_start and RB allocation (15MHz and 20MHz):

For 15MHz

With LCRB ≤15, LRB_start=0 – 6 or RB_end=68-74: A-MPR ≤ 4dB.

With LCRB ≥ 60, LRB_start≥0: A-MPR ≤ 2dB.

For 20MHz

With LCRB ≤20, LRB_start=0 – 12 or RB_end=87-99: A-MPR ≤ 4dB.

With LCRB ≤3, LRB_start=13 – 15 or RB_end=84-86: A-MPR ≤ 1dB.

With LCRB ≥ 60, LRB_start≥0: A-MPR ≤ 3dB.
	0.7 dB
	Formula:

Upper limit + TT,

A: Lower limit – TT,

B: (UE Maximum Output Power from 6.2.2) - T(PCMAX) – MPR – TT,

C: (UE Maximum Output Power from 6.2.2) - T(PCMAX) – A-MPR – TT,

D: (UE Maximum Output Power from 6.2.2) - T(PCMAX) – A-MPR – MPR – TT

Power class 3:

Test Requirement Configuration ID versus Formula Above

Network signalled value NS_03:

[A]:
2, 5, 10, 15, 20, 25

[B]:
1, 3, 7

[C]:
9, 14, 19, 24

[D]:
4, 6, 8, 11, 12, 13, 16, 17, 18, 21, 22, 23, 26, 27

Network signalled value NS_04 (5, 10, 15, 20MHz):

[A] 3

[B] 10, 11, 19, 20, 28, 29

[C] 2, 6, 7, 13, 14, 15, 16, 23, 24, 25, 32

[D] 1, 4, 5, 8, 9, 12, 17, 18, 21, 22, 26, 27, 30, 31

Network signalled value NS_05:

[A] 1, 3, 4, 8, 9, 14, 15,

[B] 2, 5, 10, 11, 16, 17

[C] None

[D] 6, 7, 12, 13, 18, 19

Network signalled value NS_06:

[A]:
2, 5, 8, 11, 14, 17

[B]:
1, 3, 4, 6, 7, 9, 10, 12, 13, 15, 16, 18

[C]:
None

[D]:
None

Network signalled value NS_07:

[A]:3, 8, 12

[B]:
7, 9

[C]:
1, 2, 5, 13, 15

[D]:
4, 6, 10, 11, 14, 16

Network signalled value NS_08:

[A]:1, 2, 4, 5, 12

[B]:
3, 6, 11, 13

[C]:
None

[D]:
7, 8, 9, 10, 14, 15, 16, 17

Network signalled value NS_11:

[A]: 5c, 6b, 10c, 11c, 25

[B]:
8b, 12c, 13c, 14c, 17a, 17b, 21a, 21b, 28

[C]:
5a, 5b, 6a, 6c, 10a, 10b, 11, 11b, 15a, 15b, 16a, 16b, 24

[D]: 1a, 1b, 2a, 2b, 3a, 3b, 4a, 4b ,, 7a,7b,7c, 8a, 8c, 9a, 9b,9c, 12a, 12b, 13a, 13b, 14a, 14b, 18a, 18b, 19a, 19b, 20a, 20b, 22a, 22b, 23a, 23b, 26, 27, 29, 30

Network signalled value NS_12:

[A]: 3, 8, 13

[B]: None

[C]: 1, 4, 6, 11

[D]: 2, 5, 7, 9, 10, 12, 14, 15

Network signalled value NS_13:

[A]: None

[B]: 3, 4

[C]: 1

[D]: 2, 5

Network signalled value NS_14:

[A]: None

[B]: 2, 4, 7, 9

[C]: 1, 6

[D]: 3, 5, 8, 10

Network signalled value NS_15:

[A]: 1, 7, 14

[B]: 3, 6, 10, 15, 19, 21, 22, 25

[C]: 12, 13

[D]: 2, 4, 5, 8, 9, 11, 16, 17, 18, 20, 23, 24, 26

Network signalled value NS_20:

[A]: 1b, 1c, 1d, 6b, 7b

[B]:
 2d, 3d, 4d, 5d, 9b

[C]:
 1a, 6a, 7a, 11, 18, 19

[D]: 2a, 2b, 2c, 3a, 3b, 3c, 4a, 4b, 4c, 5a, 5b, 5c, 8a, 8b, 9a, 10a, 11b, 12, 13, 14, 15, 16, 17, 20, 21, 22, 23, 24, 25, 26

Network signalled value NS_27: TBD



	6.2.4_1 Additional Maximum Power Reduction (A-MPR) for HPUE
	For the UE maximum output power modified by MPR and A-MPR, the power limits specified in TS 36.101 [2] clause 6.2.5 apply.

For transmission bandwidths (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.

Power class 1:

QPSK: MPR ≤ 1dB

16QAM: Depending on the number RB allocated:

16QAM: MPR ≤ 1dB

16QAM: MPR ≤ 2dB
Power class 1:

For network signalled value NS_06: A-MPR 0dB
	0.7dB
	Formula:

Upper limit + TT,

(UE Maximum Output Power from 6.2.2) - T(PCMAX) – A-MPR – MPR – TT

	6.2.4_2 Additional Maximum Power Reduction (A-MPR) for UL 64QAM
	Same as 6.2.4
	Same as 6.2.4
	Same as 6.2.4

	6.2.4_3 Additional Maximum Power Reduction (A-MPR) with PUSCH frequency hopping
	Same as 6.2.4
	Same as 6.2.4
	Same as 6.2.4

	6.2.4A.1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA)
	A-MPR values as detailed in core requirement
	Same as 6.2.4
	Formula:

Upper limit: +T(PCMAX_H) + TT,

Lower limit: -T(PCMAX_L )– A-MPR – TT

PCMAX_H = PPowerClass
PCMAX_L = PPowerClass-A-MPR

	6.2.4A.1_1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.2.4A.1
	Same as 6.2.4A.1
	Same as 6.2.4A.1

	6.2.4A.2 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA)
	Same as 6.2.4
	Same as 6.2.4
	Formula:
Upper limit: +T(PCMAX_H) + TT,

Lower limit: -T(PCMAX_L ) – MPR – AMPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass – MPR – AMPR -TC

	6.2.4A.2_1 Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA) for UL 64QAM
	Same as 6.2.4
	Same as 6.2.4
	Formula:
Upper limit: +T(PCMAX_H) + TT,

Lower limit: -T(PCMAX_L ) – MPR – AMPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass – MPR – AMPR -TC

	6.2.4B Additional Maximum Power Reduction (A-MPR) for UL-MIMO
	Same as 6.2.4
	Same as 6.2.4
	Same as 6.2.4

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.2.4E Additional Maximum Power Reduction (A-MPR) for UE category 0
	Same as 6.2.4
	Same as 6.2.4
	Same as 6.2.4

	6.2.4EA Additional Maximum Power Reduction (A-MPR) for UE category M1
	A-MPR values as detailed in core requirement
	Same as 6.2.4
	Formula:

Upper limit: +T(PCMAX_H) + TT,

Lower limit: -T(PCMAX_L )– A-MPR – TT

PCMAX_H = PPowerClass
PCMAX_L = PPowerClass-A-MPR

	6.2.5 Configured UE transmitted Output Power
	f ≤ 3.0GHz
13 ≤ PCMAX < 18 ± 5.0
8 ≤ PCMAX < 13 ± 6.0
-40 ≤ PCMAX < 8 ± 7.0
3.0GHz < f ≤ 4.2GHz
13 ≤ PCMAX < 18 ± 5.0
8 ≤ PCMAX < 13 ± 6.0
-40 ≤ PCMAX < 8 ± 7.0
	0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.0 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit – TT

13 ≤ PCMAX < 18 ± 5.7
8 ≤ PCMAX < 13 ± 6.7
-40 ≤ PCMAX < 8 ± 7.7
13 ≤ PCMAX < 18 ± 6.0
8 ≤ PCMAX < 13 ± 7.0
-40 ≤ PCMAX < 8 ± 8.0

	6.2.5_1 Configured UE transmitted Output Power for HPUE
	f ≤ 3.0GHz
23 ≤ PCMAX < 33 ± 2.0

13 ≤ PCMAX < 18 ± 5.0
8 ≤ PCMAX < 13 ± 6.0
-40 ≤ PCMAX < 8 ± 7.0
	0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit – TT

23 ≤ PCMAX < 33 ± 2.7
13 ≤ PCMAX < 18 ± 5.7
8 ≤ PCMAX < 13 ± 6.7
-40 ≤ PCMAX < 8 ± 7.7

	6.2.5A.1 Configured UE transmitted Output Power for CA (intra-band contiguous DL CA and UL CA)
	f ≤ 3.0GHz
13 ≤ PCMAX < 18 ± 5.0
8 ≤ PCMAX < 13 ± 6.0
-40 ≤ PCMAX < 8 ± 7.0
3.0GHz < f ≤ 4.2GHz
13 ≤ PCMAX < 18 ± 5.0
8 ≤ PCMAX < 13 ± 6.0
-40 ≤ PCMAX < 8 ± 7.0
	0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.0 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit – TT

13 ≤ PCMAX < 18 ± 5.7
8 ≤ PCMAX < 13 ± 6.7
-40 ≤ PCMAX < 8 ± 7.7
13 ≤ PCMAX < 18 ± 6.0
8 ≤ PCMAX < 13 ± 7.0
-40 ≤ PCMAX < 8 ± 8.0

	6.2.5A.3 Configured UE transmitted Output Power for CA (inter-band DL CA and UL CA)
	f ≤ 3.0GHz
16 ≤ PCMAX < 20 ± 5.0
11≤ PCMAX < 16 ± 6.0
-40 ≤ PCMAX < 11 ± 7.0
	0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit – TT

16 ≤ PCMAX < 20 ± 5.7
11 ≤ PCMAX < 16 ± 6.7
-40 ≤ PCMAX < 11 ± 7.7

	6.2.5A.4 Configured UE transmitted Output Power for CA (intra-band non-contiguous DL CA and UL CA)
	f ≤ 3.0GHz
13 ≤ PCMAX < 18 ± 5.0
8 ≤ PCMAX < 13 ± 6.0
-40 ≤ PCMAX < 8 ± 7.0
	0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit – TT

13 ≤ PCMAX < 18 ± 5.7
8 ≤ PCMAX < 13 ± 6.7
-40 ≤ PCMAX < 8 ± 7.7

	6.2.5B Configured UE transmitted output power for UL-MIMO
	f ≤ 3.0GHz
[16] ≤ PCMAX < [20] ± [5.0]

[11] ≤ PCMAX < [16] ± [6.0]

[-40] ≤ PCMAX < [11] ± [7.0]

3.0GHz < f ≤ 4.2GHz
[16] ≤ PCMAX < [20] ± [5.0]

[11] ≤ PCMAX < [16] ± [6.0]

[-40] ≤ PCMAX < [11] ± [7.0]
	Same as 6.2.5
	Formula:
Upper limit + TT, Lower limit – TT
[16] ≤ PCMAX < [20] ± [5.7]

[11] ≤ PCMAX < [16] ± [6.7]

[-40] ≤ PCMAX < [11] ± [7.7]

[16] ≤ PCMAX < [20] ± [6.0]

[11] ≤ PCMAX < [16] ± [7.0]

[-40] ≤ PCMAX < [11] ± [8.0]

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.2.5E Configurated Transmitted Power for UE category 0
	Same as 6.2.5
	Same as 6.2.5
	Same as 6.2.5

	6.2.5EA Configured UE transmitted Power for UE category M1
	Same as 6.2.5
	Same as 6.2.5
	Same as 6.2.5

	6.2.5F Configured UE transmitted Output Power for UE category NB1
	Tolerances as described in core requirements
	0.7 dB
	Formula:

Upper limit + TT, Lower limit – TT

	6.3.2 Minimum Output Power
	f ≤ 3.0GHz
-40 dBm

3.0GHz < f ≤ 4.2GHz
-40 dBm
	1.0 dB

1.3 dB
	Formula:

Minimum Requirement + TT

UE min. output power =–39 dBm

UE min. output power =–38.7 dBm

	6.3.2A.1 Minimum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.2
	Same as 6.3.2
	[Same as 6.3.2

	6.3.2B Minimum Output Power for UL-MIMO
	Same as 6.3.2
	Same as 6.3.2
	Same as 6.3.2

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.3.2E Minimum Output Power for UE category 0
	Same as 6.3.2
	Same as 6.3.2
	Same as 6.3.2

	6.3.2EA Minimum Output Power for UE category M1
	Same as 6.3.2
	Same as 6.3.2
	Same as 6.3.2

	6.3.2F Minimum Output Power for UE category NB1
	-40 dBm
	1.0 dB
	Formula:

Minimum Requirement + TT

UE min. output power =–39 dBm

	6.3.2G.1 Minimum output power for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.3.2
	Same as 6.3.2
	Same as 6.3.2

	6.3.2G.2 Minimum output power for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	Same as 6.3.2
	Same as 6.3.2
	Same as 6.3.2

	6.3.2G.3 Minimum output power for V2X Communication / Intra-band contiguous multi-carrier operation
	Same as 6.3.2
	Same as 6.3.2
	Same as 6.3.2

	6.3.3 Transmission ON/OFF Power
	f ≤ 3.0GHz
( -50 dBm
3.0GHz < f ≤ 4.2GHz
( -50 dBm
	1.5 dB

1.8 dB
	Formula:

Minimum Requirement + TT

UE OFF Power ( -48.5 dBm
UE OFF Power ( -48.2 dBm

	6.3.3A.1 UE Transmit OFF power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.3
	Same as 6.3.3
	Same as 6.3.3

	6.3.3A.2 Transmit OFF Power for CA (inter-band DL CA and UL CA)
	Same as 6.3.3
	Same as 6.3.3
	Same as 6.3.3

	6.3.3A.3 UE Transmit OFF power for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.3
	Same as 6.3.3
	Same as 6.3.3

	6.3.3B UE Transmit OFF power for UL-MIMO
	Same as 6.3.3
	Same as 6.3.3
	Same as 6.3.3

Uplink power measurement applies to each Tx antenna connector

	6.3.3D UE Transmit OFF power for ProSe
	Same as 6.3.3
	Same as 6.3.3
	Same as 6.3.3

	6.3.3E UE Transmit OFF Power for UE category 0
	Same as 6.3.3
	Same as 6.3.3
	Same as 6.3.3

	6.3.3EA UE Transmit OFF power for UE category M1
	Same as 6.3.3
	Same as 6.3.3
	Same as 6.3.3

	6.3.3G.1 UE Transmit OFF power for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	4.2GHz < f ≤ 6GHz
( -50 dBm

	2.0 dB
	Formula:

Minimum Requirement + TT

UE OFF Power ( -48 dBm


	6.3.3G.2 UE Transmit OFF power for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	f ≤ 3.0GHz
( -50 dBm
3.0GHz < f ≤ 4.2GHz
( -50 dBm

4.2GHz < f ≤ 6GHz

( -50 dBm

	1.5 dB

1.8 dB

2.0 dB
	Formula:

Minimum Requirement + TT

UE OFF Power ( -48.5 dBm
UE OFF Power ( -48.2 dBm

UE OFF Power ( -48.0 dBm

	6.3.3G.3 UE Transmit OFF power for V2X Communication / Intra-band contiguous multi-carrier operation
	4.2GHz < f ≤ 6GHz

( -50 dBm

	2.0 dB
	Formula:

Minimum Requirement + TT

UE OFF Power ( -48 dBm


	6.3.4.1 General ON/OFF time mask
	f ≤ 3.0GHz
OFF Power ( -50 dBm

ON Power BW dependent
3.0GHz < f ≤ 4.2GHz
OFF Power ( -50 dBm

ON Power BW dependent

Transmission ON Power value depends on the test parameters. In the particular test case parameters the ON power measurement has minimum requirements of ±6.0 dB
	1.5 dB

1.5 dB

1.8 dB

1.8 dB
	Formulae:

OFF Power Minimum Req’t + TT

ON Power Upper limit + TT, Lower limit – TT

UE OFF Power ( -48.5 dBm
UE ON Power: Test value ± 7.5 dB

UE OFF Power ( -48.2 dBm
UE ON Power: Test value ± 7.8 dB

	6.3.4.2 PRACH and SRS time mask
	f ≤ 3.0GHz
OFF Power ( -50 dBm

ON Power BW dependent
3.0GHz < f ≤ 4.2GHz
OFF Power ( -50 dBm

ON Power BW dependent

Transmission ON Power value depends on the test parameters. In the particular test case parameters the ON power measurement has minimum requirements of ±6.0 dB
	1.5 dB

1.5 dB

1.8 dB

1.8 dB
	Formulae:

OFF Power Minimum Req’t + TT

ON Power Upper limit + TT, Lower limit – TT

UE OFF Power ( -48.5 dBm
UE ON Power: Test value ± 7.5 dB

UE OFF Power ( -48.2 dBm
UE ON Power: Test value ± 7.8 dB

	6.3.4A.1.1 General ON/OFF time mask for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.4.1 for each CC
	Same as 6.3.4.1
	Same as 6.3.4.1 for each CC

	6.3.4A.1.2 General ON/OFF time mask for CA (inter-band DL CA and UL CA)
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4A.1.3 General ON/OFF time mask for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.4.1 for each CC
	Same as 6.3.4.1
	Same as 6.3.4.1 for each CC

	6.3.4B.1 General ON/OFF time mask for UL-MIMO
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

Uplink OFF power measurement applies to each Tx antenna connector

Uplink ON power measurement applies to [FFS]

	6.3.4C.1 General ON/OFF time mask for Dual Connectivity
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4E.1 General ON/OFF time mask for UE category 0
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4E.2 PRACH and SRS time mask for UE category 0
	Same as 6.3.4.2
	Same as 6.3.4.2
	Same as 6.3.4.2

	6.3.4EA.1 General ON/OFF time mask for UE category M1
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4EA.2 PRACH and SRS ON/OFF time mask for UE category M1
	Same as 6.3.4.2
	Same as 6.3.4.2
	Same as 6.3.4.2

	6.3.4F.1 General ON/OFF time mask for category NB1
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1


	6.3.4F.2 NPRACH time mask for category NB1
	Same as 6.3.4.2
	Same as 6.3.4.2
	Same as 6.3.4.2

	6.3.5.1 Power Control Absolute power tolerance
	f ≤ 3.0GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB

3.0GHz < f ≤ 4.2GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
	1.0 dB

1.0 dB

1.4 dB

1.4 dB
	Formula:

Upper limit + TT, Lower limit – TT

Normal conditions ± 10.0 dB
Extreme conditions ± 13.0 dB

Normal conditions ± 10.4 dB
Extreme conditions ± 13.4 dB

	<<Many rows skipped>>
	
	
	


<< End of changes >>
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