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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk51’.
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3. Corrections to EMM test case 9.2.3.1.1a
Change 1 – Correction to function ‘fl_TC_9_2_3_1_1a_Body’
	Function name
	fl_TC_9_2_3_1_1a_Body ()

	Reason for change
	As per TS 24.301 cl. 5.5.3.2.2 and cl. 5.5.3.2.4 it is optional for the UE to send the T3412 extended value in the TRACKING AREA UPDATE REQUEST message. But the above ist not considered in the specific message contents section.

	Summary of change
	Optional reception of “T3412 extended value” IE in the TRACKING AREA UPDATE REQUEST message from the UE was considered in step 2. 

And the received parameter value (of “T3412 extended value” IE) was then considered as input of the subsequent TRACKING AREA UPDATE ACCEPT message from the network in step 3. (Note: Prose CR required)



	TTCN module
	NAS_Attach_EOnly_R12.ttcn

	MCC160 Comment
	


Before  change
…
  function fl_TC_9_2_3_1_1a_Body() runs on EUTRA_PTC

  {

…

     var template (value) GPRS_Timer2 v_T3324Value2Mins := cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00010'B); //T3324 value = 2 mins

    var float v_TimerValue;

    timer t_T3324 := 120.0;

 …  

    //@siclog "Step 1" siclog@

    // The user requests PSM by MMI or by AT command. The requested value of T3324 is 2 minutes.

    f_UT_ConfigurePSM_Value(UT, omit, omit, v_T3324Value2Mins);

    //@siclog "Step 2" siclog@

    // Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,  //@sic R5s160872 sic@

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti_MSNetworkFeatureSupport_T3324_T3412ExtValue(tsc_EpsUpdate_TaUpdate,

                                                                                                                                     f_EUTRA_SecurityKSIasme_Get(),

                                                                                                                                     -,

                                                                                                                                     v_AdditionalUpdateType,

                                                                                                                                     f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                                                     cr_TAI_Any,

                                                                                                                                     ?,

                                                                                                                                     cr_GPRS_Timer2_3('6A'O, tsc_GprsTimerUnit_1min, '00010'B),

                                                                                                                                     ?)));

    v_EpsBearerCtxtStatus := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus;

    v_AdditionalUpdateResult := f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3" siclog@

    // The SS transmits a TRACKING AREA UPDATE ACCEPT message.

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_TAU_Accept_T3324_T3312ExtValue(tsc_EpsUpdate_TaUpdate,

                                                                                      f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti2_Params),

                                                                                      cs_TrackingAreaIdListDef_tlv,

                                                                                      v_EpsBearerCtxtStatus,

                                                                                      v_LAI,

                                                                                      f_GetMSId (NORMAL),

                                                                                      v_AdditionalUpdateResult,

                                                                                      v_T3324Value2Mins,

                                                                                      omit))));

    //@siclog "Step 4" siclog@

    // The UE transmits a TRACKING AREA UPDATE COMPLETE message

    SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_TAU_Complete)));

…

  }
…
After change
…
  function fl_TC_9_2_3_1_1a_Body() runs on EUTRA_PTC

  {

…

    var template (value) GPRS_Timer2 v_T3324Value2Mins := cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00010'B); //T3324 value = 2 mins

    var template GPRS_Timer3 v_T3412ExtdValue;
    var float v_TimerValue;

    timer t_T3324 := 120.0; 

… 

    //@siclog "Step 1" siclog@

    // The user requests PSM by MMI or by AT command. The requested value of T3324 is 2 minutes.

    f_UT_ConfigurePSM_Value(UT, omit, omit, v_T3324Value2Mins);

    //@siclog "Step 2" siclog@

    // Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,  //@sic R5s160872 sic@

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti_MSNetworkFeatureSupport_T3324_T3412ExtValue(tsc_EpsUpdate_TaUpdate,

                                                                                                                                     f_EUTRA_SecurityKSIasme_Get(),

                                                                                                                                     -,

                                                                                                                                     v_AdditionalUpdateType,

                                                                                                                                     f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                                                     cr_TAI_Any,

                                                                                                                                     ?,

                                                                                                                                     cr_GPRS_Timer2_3('6A'O, tsc_GprsTimerUnit_1min, '00010'B),

                                                                                                                                     *)));
    v_EpsBearerCtxtStatus := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus;

    v_T3412ExtdValue := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.t3412ExtdValue;
    v_AdditionalUpdateResult := f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3" siclog@

    // The SS transmits a TRACKING AREA UPDATE ACCEPT message.

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_TAU_Accept_T3324_T3312ExtValue(tsc_EpsUpdate_TaUpdate,

                                                                                      f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti2_Params),

                                                                                      cs_TrackingAreaIdListDef_tlv,

                                                                                      v_EpsBearerCtxtStatus,

                                                                                      v_LAI,

                                                                                      f_GetMSId (NORMAL),

                                                                                      v_AdditionalUpdateResult,

                                                                                      v_T3324Value2Mins,

                                                                                      v_T3412ExtdValue))));

    //@siclog "Step 4" siclog@

    // The UE transmits a TRACKING AREA UPDATE COMPLETE message

    SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_TAU_Complete)));

…

  }
..
