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Change 1
	Function name
	fl_TC_22_5_13_Body

	Reason for change
	 There is an extra RRC connection Release being called in TTCN between Attach Accept and Attach Complete during the Attach procedure used in steps 22-27.
            

	Summary of change
	The RRC connection release called in step 26A has been removed and only the one called in step 27A has been left.

	TTCN module
	NBIOT_NAS_Attach.ttcn

	MCC160 Comment
	


Before change

    //@siclog "Step 26" siclog@

    // The SS sends an ATTACH ACCEPT message allocating 16 TAIs and an aligned set of equivalent PLMNs.

    // IF px_DoAttachWithoutPDN THEN the ESM DUMMY MESSAGE is piggybacked in ATTACH ACCEPT OTHERWISE the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is

    // piggybacked in ATTACH ACCEPT.

    v_PlmnAndTacs :=  {

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_004_02), tsc_TAC3),

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_005_002), tsc_TAC3),

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_316_002), tsc_TAC3)

    };

    f_NBIOT_InitialRegistration_Step13(nbiot_Cell51,

                                       CONTROL_PLANE,

                                       v_NAS_Ind,

                                       -,

                                       cs_TAIListMultiplePlmns3(cs_MultiplePlmnsList(v_PlmnAndTacs),

                                                                10,

                                                                v_PartialTai10Elems_Step26,

                                                                f_Asn2Nas_PlmnId(v_HPLMN_001_01),

                                                                {tsc_TAC1, tsc_TAC5, v_TAC27} ),

                                       v_Guti_Step26,

                                       -,

                                       -,

                                       -,

                                       -,

                                       -,

                                       -,

                                       -,

                                       v_FourEquivalentPLMN); // @sic R5s170597 sic@

    //@siclog "Step 26A" siclog@

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell51);
    // EXCEPTION: In parallel to the event described in step 27 below the generic procedure for IP address allocation in the Control Plane specified in TS 36.508

    // subclause 8.1.5A.1 takes place performing IP address allocation in the Control Plane if requested by the UE.

    //@siclog "Step 27" siclog@

    // Steps 14a1-14b1 of the generic procedure for UE registration specified in TS 36.508 subclause 8.1.5.2.3 are performed

    f_NBIOT_InitialRegistration_Step14(nbiot_Cell51, CONTROL_PLANE, tsc_EpsDefaultBearerId);

    //@siclog "Step 27A" siclog@
    // The SS transmits an RRCConnectionRelease-NB message - @sic R5-176880 sic@

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell51);
After change

        //@siclog "Step 26" siclog@

    // The SS sends an ATTACH ACCEPT message allocating 16 TAIs and an aligned set of equivalent PLMNs.

    // IF px_DoAttachWithoutPDN THEN the ESM DUMMY MESSAGE is piggybacked in ATTACH ACCEPT OTHERWISE the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is

    // piggybacked in ATTACH ACCEPT.

    v_PlmnAndTacs :=  {

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_004_02), tsc_TAC3),

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_005_002), tsc_TAC3),

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_316_002), tsc_TAC3)

    };

    f_NBIOT_InitialRegistration_Step13(nbiot_Cell51,

                                       CONTROL_PLANE,

                                       v_NAS_Ind,

                                       -,

                                       cs_TAIListMultiplePlmns3(cs_MultiplePlmnsList(v_PlmnAndTacs),

                                                                10,

                                                                v_PartialTai10Elems_Step26,

                                                                f_Asn2Nas_PlmnId(v_HPLMN_001_01),

                                                                {tsc_TAC1, tsc_TAC5, v_TAC27} ),

                                       v_Guti_Step26,

                                       -,

                                       -,

                                       -,

                                       -,

                                       -,

                                       -,

                                       -,

                                       v_FourEquivalentPLMN); // @sic R5s170597 sic@

    //@siclog "Step 26A" siclog@

    //f_NBIOT_RRC_ConnectionRelease(nbiot_Cell51); 

    // EXCEPTION: In parallel to the event described in step 27 below the generic procedure for IP address allocation in the Control Plane specified in TS 36.508

    // subclause 8.1.5A.1 takes place performing IP address allocation in the Control Plane if requested by the UE.

    //@siclog "Step 27" siclog@

    // Steps 14a1-14b1 of the generic procedure for UE registration specified in TS 36.508 subclause 8.1.5.2.3 are performed

    f_NBIOT_InitialRegistration_Step14(nbiot_Cell51, CONTROL_PLANE, tsc_EpsDefaultBearerId);

    //@siclog "Step 27A" siclog@
    // The SS transmits an RRCConnectionRelease-NB message - @sic R5-176880 sic@

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell51);
