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******************************** Start of changes ******************************************
6.2.2B
UE maximum output power for UL-MIMO

For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2.2B-1. The requirements shall be met with the UL-MIMO configurations specified in Table 6.2.2B-2. For UE supporting UL-MIMO, the maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.2B-1: UE Power Class for UL-MIMO in closed loop spatial multiplexing scheme

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	+2/-3
	
	

	2
	
	
	
	
	23
	+2/-32
	
	

	3
	
	
	
	
	23
	+2/-32
	
	

	4
	
	
	
	
	23
	+2/-3
	
	

	5
	
	
	
	
	23
	+2/-3
	
	

	6
	
	
	
	
	23
	+2/-3
	
	

	7
	
	
	
	
	23
	+2/-32
	
	

	8
	
	
	
	
	23
	+2/-32
	
	

	9
	
	
	
	
	23
	+2/-3
	
	

	10
	
	
	
	
	23
	+2/-3
	
	

	11
	
	
	
	
	23
	+2/-3
	
	

	12
	
	
	
	
	23
	+2/-32
	
	

	13
	
	
	
	
	23
	+2/-3
	
	

	14
	
	
	
	
	23
	+2/-3
	
	

	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	+2/-3
	
	

	18
	
	
	
	
	23
	+2/-3
	
	

	19
	
	
	
	
	23
	+2/-3
	
	

	20
	
	
	
	
	23
	+2/-32
	
	

	21
	
	
	
	
	23
	+2/-3
	
	

	22
	
	
	
	
	23
	+2/-4.52
	
	

	…
	
	
	
	
	
	
	
	

	23
	
	
	
	
	23
	+2/-3
	
	

	24
	
	
	
	
	23
	+2/-3
	
	

	25
	
	
	
	
	23
	+2/-32
	
	

	26
	
	
	
	
	23
	+2/-32
	
	

	27
	
	
	
	
	23
	+2/-3
	
	

	28
	
	
	
	
	23
	+2/[-3]
	
	

	30
	
	
	
	
	23
	+2/-3
	
	

	31
	
	
	
	
	23
	+2/-3
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	+2/-3
	
	

	34
	
	
	
	
	23
	+2/-3
	
	

	35
	
	
	
	
	23
	+2/-3
	
	

	36
	
	
	
	
	23
	+2/-3
	
	

	37
	
	
	
	
	23
	+2/-3
	
	

	38
	
	
	
	
	23
	+2/-3
	
	

	39
	
	
	
	
	23
	+2/-3
	
	

	40
	
	
	
	
	23
	+2/-3
	
	

	41
	
	
	26
	+2/-32
	23
	+2/-32
	
	

	42
	
	
	
	
	23
	+2/-4
	
	

	43
	
	
	
	
	23
	+2/-4
	
	

	44
	
	
	
	
	23
	+2/[-3]
	
	

	45
	
	
	
	
	23
	+2/-3
	
	

	48
	
	
	
	
	23
	+2/-3
	
	

	…
	
	
	
	
	
	
	
	

	65
	
	
	
	
	23
	+2/-3
	
	

	66
	
	
	
	
	23
	+2/-3
	
	

	68
	
	
	
	
	23
	+2/-3
	
	

	..
	
	
	
	
	
	
	
	

	70
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:
Void

NOTE 2:
2 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.

NOTE 4:
PPowerClass is the maximum UE power specified without taking into account the tolerance


For a power class 2 capable UE operating on Band 41, when an IE P-max as defined in [7] of 23 dBm or lower is indicated in the cell or if the uplink/downlink configuration is 0 or 6, the requirements for power class 2 are not applicable and the corresponding requirements for a power class 3 UE shall apply.
Table 6.2.2B-2: UL-MIMO configuration in closed-loop spatial multiplexing scheme
	Transmission mode
	DCI format
	Codebook Index

	Mode 2
	DCI format 4
	Codebook index 0


If UE is configured for transmission on single-antenna port, the requirements in subclause 6.2.2 apply.

******************************** End of changes ******************************************
