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	Other comments:
	


9.2.110
Served NR Cell Information
This IE contains cell configuration information of an NR cell that a neighbour eNB may need for the X2 AP interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	–

	Cell ID
	M
	
	NR CGI 9.2.111
	
	–
	–

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	–

	>>>UL ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>>DL ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	This IE may be refined.
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	This IE may be refined.
	–
	–

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	–

	>>>ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	This IE may be refined.
	–
	–

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration IE defined in TS 38.331 [31].
	–
	–


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMN Ids. Value is 6.


ENB-ENDCX2SetupReqIEs X2AP-PROTOCOL-IES ::= {


{ ID id-GlobalENB-ID







CRITICALITY reject
TYPE GlobalENB-ID









PRESENCE mandatory}|


{ ID id-ServedEUTRAcellsENDCX2ManagementList

CRITICALITY reject
TYPE ServedEUTRAcellsENDCX2ManagementList

PRESENCE mandatory}|


{ ID id-CellAssistanceInformation



CRITICALITY reject
TYPE CellAssistanceInformation





PRESENCE mandatory},


...

}

ServedEUTRAcellsENDCX2ManagementList ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF SEQUENCE {


servedEUTRACellInfo




ServedCell-Information,


nrNeighbourInfo





NRNeighbour-Information

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { ServedEUTRAcellsENDCX2Management-ExtIEs} } OPTIONAL,


...

}

ServedEUTRAcellsENDCX2Management-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

En-gNB-ENDCX2SetupReqIEs X2AP-PROTOCOL-IES ::= {


{ ID id-Globalen-gNB-ID






CRITICALITY reject
TYPE GlobalGNB-ID









PRESENCE mandatory}|


{ ID id-ServedNRcellsENDCX2ManagementList

CRITICALITY reject
TYPE ServedNRcellsENDCX2ManagementList

PRESENCE mandatory},


...

}

ServedNRcellsENDCX2ManagementList ::= SEQUENCE (SIZE (1.. maxCellinengNB)) OF SEQUENCE {


servedNRCellInfo




ServedNRCell-Information,


nRNeighbourInfo





NRNeighbour-Information,


iE-Extensions





ProtocolExtensionContainer { { En-gNBServedCells-ExtIEs} } OPTIONAL,


...

}

En-gNBServedCells-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ServedNRCell-Information ::= SEQUENCE {


nrpCI



NRPCI,


nrCellID


NRCGI,


tAC




TAC,


broadcastPLMNs

BroadcastPLMNs-Item,


nrModeInfo


CHOICE {



fdd

FDD-InfoServedNRCell-Information,



tdd

TDD-InfoServedNRCell-Information,



...


},

measurementTimingConfiguration
OCTET STRING,

iE-Extensions





ProtocolExtensionContainer { { ServedNRCell-Information-ExtIEs} } OPTIONAL,


...

}
ServedNRCell-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

FDD-InfoServedNRCell-Information ::= SEQUENCE {


ul-NR-ARFCN



NRARFCN,


dl-NR-ARFCN



NRARFCN,


ul-NR-TxBW



NR-TxBW,


dl-NR-TxBW



NR-TxBW,


iE-Extensions


ProtocolExtensionContainer { { FDD-InfoServedNRCell-Information-ExtIEs } }

OPTIONAL,

...

}

