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	Reason for change:
	According to TS 27.007 section 10.1.43, the +CSODCP command takes the following format: 

+CSODCP=<cid>, <cpdata length>, <cpdata> [,<RAI>[,<type_of_user_data> ] ]. 

However, the function f_UT_TriggerMO_ExceptionData seems to be missing a comma after <cpdata>.
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1 Overview

This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2017-06_D18wk12 related to the title of this CR.

Contact:
Hans Rohnert

hans.rohnert@rohde-schwarz.com
2 Corrections required

2.1 f_UT_TriggerMO_ExceptionData
	Function name
	f_UT_TriggerMO_ExceptionData

	Reason for change
	According to TS 27.007 section 10.1.43, the +CSODCP command takes the following format: 

+CSODCP=<cid>, <cpdata length>, <cpdata> [,<RAI>[,<type_of_user_data> ] ]. 

However, the function f_UT_TriggerMO_ExceptionData seems to be missing a comma after <cpdata>.

	Summary of change
	Added a comma after <cpdata>

	TTCN module
	UpperTesterFunctions.ttcn

	MCC160 Comment
	


Before Change:

	function f_UT_TriggerMO_ExceptionData(UT_PTC_MTC_PORT p_Port, integer p_NoOfOctets := 24)
  {
    var charstring v_Cmd := "0," & int2str(p_NoOfOctets) & "," & oct2str(f_GetN_OctetsFromPRBS(0, p_NoOfOctets)) & "0,1";
    fl_UT_ApplyCommand(p_Port, cas_UT_Req(TRIGGER_MO_EXCEPTIONDATA, CNF_REQUIRED, {cs_Ut_Parameter_Common ("Exception Data", v_Cmd)}));
  }



After Change:

	function f_UT_TriggerMO_ExceptionData(UT_PTC_MTC_PORT p_Port, integer p_NoOfOctets := 24)
  {
    var charstring v_Cmd := "0," & int2str(p_NoOfOctets) & "," & oct2str(f_GetN_OctetsFromPRBS(0, p_NoOfOctets)) & "," & "0,1";
    fl_UT_ApplyCommand(p_Port, cas_UT_Req(TRIGGER_MO_EXCEPTIONDATA, CNF_REQUIRED, {cs_Ut_Parameter_Common ("Exception Data", v_Cmd)}));
  }



