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3.1
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1], in 3GPP TS 36.300 [2] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1] and 3GPP TS 36.300 [2].

5GC
5G Core Network

5QI
5G QoS Identifier

AMBR
Aggregate Maximum Bit Rate 

AMC
Adaptive Modulation and Coding

AMF
Access and Mobility Management Function

ARP
Allocation and Retention Priority

BA
Bandwidth Adaptation

BCH
Broadcast Channel

CMAS
Commercial Mobile Alert Service

DCI
Downlink Control Information
DRX
Discontinuous Reception
DL-SCH
Downlink Shared Channel

ETWS
Earthquake and Tsunami Warning System

GFBR
Guaranteed Flow Bit Rate
MMTEL
Multimedia telephony
MICO
Mobile Initiated Connection Only

MFBR
Maximum Flow Bit Rate

NCGI
NR Cell Global Identifier

NCR
Neighbour Cell Relation

NG-RAN
NG Radio Access Network

NGAP
NG Application Protocol

NR
NR Radio Access

PCH
Paging Channel

PDCCH
Physical Downlink Control Channel

PSS
Primary Synchronisation Signal

PUCCH
Physical Uplink Control Channel

PWS
Public Warning System

QFI
QoS Flow ID

RACH
Random Access Channel

RMSI
Remaining Minimum SI

RNA
RAN-based Notification Area

RNAU
RAN-based Notification Area Update

RQA
Reflective QoS Attribute

RQoS
Reflective Quality of Service

SDAP
Service Data Adaptation Protocol

SMF
Session Management Function

SPS
Semi-Persistent Scheduling

SSS
Secondary Synchronisation Signal

SUL
Supplementary Uplink

TA
Timing Advance

UCI
Uplink Control Information

UL-SCH
Uplink Shared Channel

UPF
User Plane Function

URLLC
Ultra-Reliable and Low Latency Communications

XnAP
Xn Application Protocol

Xn-C
Xn-Control plane

Xn-U
Xn-User plane
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16.2
IMS Voice

16.2.x
Support for MMTEL IMS voice and video enhancements

16.2. x.1

RAN-assisted codec adaptation
RAN-assisted codec adaptation provides a means for the gNB to send codec adaptation indication with recommended bit rate to assist the UE to select or adapt to a codec rate for MMTEL voice or MMTEL video. The RAN-assisted codec adaptation mechanism supports the uplink/downlink bit rate increase or decrease. For a bearer associated with configuration of MBR greater than GBR, the recommended uplink/downlink bit rate is within bundaries set by the MBR and GBR of the concerned bearer.
For uplink or downlink bit rate adaptation, gNB may send a recommended bit rate to the UE to inform the UE on the currently recommended transport bit rate on the local uplink or downlink, which the UE may use in combination with other information to adapt the bit rate, e.g. the UE may send a bit rate request to the peer UE via application layer messages as specified in TS 26.114 [xx], which the peer UE may use in combination with other information to adapt the codec bit rate. The recommended bit rate is in kbps at the physical layer at the time when the decision is made.
The recommended bit rate for UL and DL is conveyed as a MAC Control Element (CE) from the gNB to the UE as outlined in Figure 16.2.x.1-1.
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Figure 16.2.x.1-1: UL or DL bit rate recommendation
Based on the recommended bit rate from the gNB, a UE may initiate an end-to-end bit rate adaptation with its peer (UE or MGW). The UE may also send a query message to its local gNB to check if a bit rate recommended by its peer can be provided by the gNB. The UE is not expected to go beyond the recommended bit rate from the gNB.
The recommended bit rate query message is conveyed as a MAC Control Element (CE) from the UE to the gNB as outlined in Figure 16.2.x.1-2.
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Figure 16.2.x.1-2: UL or DL bit rate recommendation query

A prohibit timer can be configured per logical channel by the network to limit UEs sending frequent query MAC CEs. Independent prohibit timers are used for each direction (uplink and downlink) to prohibit the UE from retransmitting exactly the same query MAC CE to the gNB during the configured time.
16.2. x. 2

MMTEL voice quality/coverage enhancements
The air interface delay budget can be relaxed to increase the robustness of the transmission for coverage enhancement. Such relaxation may be achieved when a UE in good coverage indicates a preference to the gNB to reduce the local air interface delay by sending a DelayBudgetReport message to decrease the DRX cycle length, so that the E2E delay and jitter can be reduced. When the UE detects changes such as end-to-end MMTEL voice quality or local radio quality, the UE may inform the gNB its new preference by sending DelayBudgetReport messages with updated contents.
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