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<Start of the modified section>
[bookmark: _Toc503259040]6.7.3.2	NB-IoT Radio resource control information elements
The IE PhysicalConfigDedicated-NB is used to specify the UE specific physical channel configuration.
PhysicalConfigDedicated-NB information element
-- ASN1START

PhysicalConfigDedicated-NB-r13 ::=	SEQUENCE {
	carrierConfigDedicated-r13			CarrierConfigDedicated-NB-r13		OPTIONAL,	-- Need ON
	npdcch-ConfigDedicated-r13			NPDCCH-ConfigDedicated-NB-r13		OPTIONAL,	-- Need ON
	npusch-ConfigDedicated-r13			NPUSCH-ConfigDedicated-NB-r13		OPTIONAL,	-- Need ON
	uplinkPowerControlDedicated-r13		UplinkPowerControlDedicated-NB-r13 	OPTIONAL,	-- Need ON
	...,
	[[	twoHARQ-ProcessesConfig-r14		ENUMERATED {true}	OPTIONAL	-- Need OR
	]],
	[[	interferenceRandomisationConfig-r14	ENUMERATED {true}	OPTIONAL 	-- Need OR
	]]
}

-- ASN1STOP

	PhysicalConfigDedicated-NB field descriptions

	carrierConfigDedicated
Anchor/ nNon-anchor carrier used for all unicast transmissions.

	interferenceRandomisationConfig
Interference randomisation enabled in connected mode, except for random access procedure in connected mode, see TS 36.211 [21]. For random access in connected mode interference randomisation on non-anchor is used and is not used on anchor carrier, see TS 36.211 [21].

	npdcch-ConfigDedicated
NPDCCH configuration.

	npusch-ConfigDedicated
UL unicast configuration.

	twoHARQ-ProcessesConfig
Activation of two HARQ processes, see TS 36.212 [22] and TS 36.213 [23].

	uplink-PowerControlDedicated
UL power control parameter.



<End of the modified section>
[bookmark: _GoBack]
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