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<< Start of changes >>
8.7.1.1_A.5
FDD Sustained data rate performance for CA (5DL CA)


8.7.1.1_A.5.1
Test purpose

Same test purpose as 8.7.1.1.

<< Skip unchanged section >>
8.7.1.1_H.5
FDD Sustained data rate performance for CA (5DL CA) for 256QAM in DL
Editor’s notes: This test case is incomplete. The following items are missing or are incomplete:

- Applicability spec
8.7.1.1_H.5.1
Test purpose

Same test purpose as 8.7.1.1.

<< Skip unchanged section >>
8.7.5.1.3
TDD FDD CA Sustained data rate performance for FDD PCell (4DL CA)



8.7.5.1.3.1
Test purpose

Same test purpose as in clause 8.7.1.1.

<< Skip unchanged section >>
8.7.5.1.4
TDD FDD CA Sustained data rate performance for FDD PCell (5DL CA)



8.7.5.1.4.1
Test purpose

Same test purpose as in clause 8.7.1.1.

<< Skip unchanged section >>
8.7.5.1_H.3
TDD FDD CA Sustained data rate performance for FDD PCell (4DL CA) for 256QAM in DL

Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:

- Test tolerances are undefined.


8.7.5.1_H.3.1
Test purpose

Same test purpose as in clause 8.7.1.1.

<< Skip unchanged section >>
8.7.5.1_H.4
TDD FDD CA Sustained data rate performance for FDD PCell (5DL CA) for 256QAM in DL

Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:

- Test tolerances are undefined.


8.7.5.1_H.4.1
Test purpose

Same test purpose as in clause 8.7.1.1.

<< Skip unchanged section >>
8.7.5.2.3
TDD FDD CA Sustained data rate performance for TDD PCell (4DL CA)



8.7.5.2.3.1
Test purpose

Same test purpose as in clause 8.7.2.1.

<< Skip unchanged section >>
8.7.5.2.4
TDD FDD CA Sustained data rate performance for TDD PCell (5DL CA)



8.7.5.2.4.1
Test purpose

Same test purpose as in clause 8.7.2.1.

<< End of changes >>
