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Begin of Change 

24.3.3
V2X Downlink Communication / UE in IDLE on an E-UTRAN cell / UE receives the V2X data via SC-PTM
24.3.3.1
Test Purpose (TP)

(1)
with { UE in E-UTRAN RRC IDLE state on a cell broadcasting sc-mcch-RepetitionPeriod-v1430 and sc-mcch-ModificationPeriod-v1430}

ensure that {

  when { UE is receiving an SC-PTM service }

    then { UE shall start acquiring the SCPTMConfiguration message that corresponds with the service that is being received, from the beginning of each modification period }

            }

24.3.3.2
Conformance requirements

Same as test case 21.1.4

24.3.3.3
Test description
24.3.3.3.1
Pre-test conditions
System Simulator:

-
Cell 1.

-
System information combination 25 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cell 1.

-
SCPTMConfiguration as defined in TS 36.508[18] table 4.6.1-18a is transmitted on SC-MCCH.

UE:

-
E-UTRAN UE supporting V2X communication Via Uu and SC-PTM services.

-
The UE is equipped with below information in UE or in a USIM with V2X management data object in UE or in a USIM (as per TS 36.508 [18]).

Table 24.3.3.3.1-1: UE/ USIM configuration

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFUST
	
	Service n°119 (V2X) supported
	

	EFVST
	
	As per TS 36.508 [18] clause 4.9.3.4
	

	EFV2X_CONFIG
	
	As defined in 36.508 [18], table 4.10.2
	


Preamble:
-
UE is in Registered, Idle mode, Test Mode Activated (State 2A) according to [18] in Cell 1(serving cell) with the UE TEST LOOP MODE F.

-
The UE is made interested in receiving SC-PTM service in the PLMN of Cell 1 with MBMS Service ID 1.
24.3.3.3.2
Test procedure sequence
Same as test case 21.1.4

24.3.3.3.3
Specific message contents
Table 24.3.3.3.3-1: SystemInformationBlockType20 for Cell 1 (preamble)

	Derivation Path: 36.508 table 4.4.3.3-18

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType20-r13 ::= SEQUENCE {
	
	
	

	
	
	
	

	  sc-mcch-RepetitionPeriod-v1470
	rf1
	
	

	  sc-mcch-ModificationPeriod-v1470
	rf1
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	}
	
	
	


Table 24.3.3.3.3-2: ACTIVATE TEST MODE (preamble)

	Derivation Path: 36.508, Table 4.7A-1, condition UE TEST LOOP MODE F.


Table 24.3.3.3.3-3: CLOSE UE TEST LOOP (step 3, Table 24.3.3.3.2-1)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE F


Table 24.3.3.3-4: CLOSE UE TEST LOOP (step 8, Table 24.3.3.3.2-1)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE F

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode F setup
	
	SC-MCCH ID
	

	  g-RNTI
	‘0200’H
	
	


Table 24.3.3.3.3-5: SCPTMConfiguration for Cell 1 (step 10, Table 24.3.3.3.2-1)

	Derivation Path: 36.508 table 4.6.1-18a

	Information Element
	Value/remark
	Comment
	Condition

	SCPTMConfiguration-r13 ::= SEQUENCE {
	
	
	

	  sc-mtch-InfoList-r13 SEQUENCE (SIZE (0..maxSC-MTCH-r13)) OF SEQUENCE {
	
	
	

	    g-RNTI-r13
	‘0200’H
	
	


Table 24.3.3.3.3-6: RRCConnectionReconfiguration (step 14, Table 24.3.3.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-8, condition SRB2-DRB(2, 0)

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        dedicatedInfoNASList SEQUENCE (SIZE(1..maxDRB)) OF
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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