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	Reason for change:
	It is not clearly specified that RRC_INACTIVE and camping on E-UTRA connected to 5GC is not supported in NB-IoT in this version of the specification. Clause 12 specifies that NB-IoT functionality in Idle Mode specified in clause 4.4 is not applicable to UE camping on E-UTRA connected to 5GC, but this is not sufficient, because NB-IoT functionality is specified in many other places in this specification.

	
	

	Summary of change:
	It is clarified that RRC_INACTIVE and camping on E-UTRA connected to 5GC is not supported in NB-IoT in this version of the specification.

	
	

	Consequences if not approved:
	It remains unclear whether NB-IoT supports RRC_INACTIVE and camping on E-UTRA connected to 5GC in this version of the specification.
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START OF CHANGES
[bookmark: _Toc518608647]4.4	NB-IoT functionality in Idle Mode
This specification is applicable to NB-IoT, except for the following functionality which is not applicable to NB-IoT:
-	Acceptable cell
-	Accessibility measurements
-	Access Control based on ACDC categories
-	Camped on Any cell state
-	Camping on E-UTRA connected to 5GC
-	CSG, including support for manual CSG selection and CSG or Hybrid cell related functionality in PLMN selection, or HNB name (SIB9), Cell selection and Cell reselection.
-	Emergency call
-	E-UTRAN Inter-frequency Redistribution procedure
-	Inter-RAT Cell Selection and Reselection including measurements in other RATs
-	Logged measurements
-	Mobility History Information
-	Mobility states of a UE
-	Priority based reselection
-	Public warning system including CMAS, ETWS, PWS.
-	RAN-assisted WLAN interworking
-	RRC_INACTIVE state
-	Sidelink operation
[bookmark: _Toc518608725]END OF CHANGES

START OF CHANGES

12.	General description of UE camping on E-UTRA connected to 5GC
The functions listed below are applicable to UE camping on E-UTRA connected to 5GC:
-	RAN paging (only applicable to RRC_INACTIVE state)
-	Unified Access Control
The functions listed below are not applicable to UE camping on E-UTRA connected to 5GC:
-	4.4 NB-IoT functionality in Idle Mode
-	5.5 Support for manual CSG selection
-	5.6 RAN-assisted WLAN interworking
-	6.2 Reception of MBMS
-	7.3 Paging in extended DRX
-	8 Logged measurements
-	9 Accessibility measurements
-	11 Sidelink operation
END OF CHANGES


