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<< Unchanged sections omitted >>
4.3.1.2.16
TDD reference test frequencies for Operating Band 48

Table 4.3.1.2.16-1: Test frequencies for E-UTRA channel bandwidth for operating band 48

	Test Frequency ID
	Bandwidth [MHz]
	EARFCN
	Frequency (UL and DL) [MHz]

	Low Range
	5
	55265
	3552.5

	
	10
	55290
	3555.0

	
	15
	55315
	3557.5

	
	20
	55340
	3560.0

	Mid Range
	5/10/15/20
	55990
	3625.0

	High Range
	5
	56715
	3697.5

	
	10
	56690
	3695.0

	
	15
	56665
	3692.5

	
	20
	56640
	3690.0


4.3.1.2.16A


TDD reference test frequencies for CA in operating band 48
Table 4.3.1.2.16A-1: Test frequencies for CA_48C

	Range
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	
	CC2
Note1
	

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Low
	25+100
	25
	55273
	3553.3
	100
	55390
	3565

	
	
	100
	55340
	3560
	25
	55457
	3571.7

	
	50+100
	50
	55295
	3555.5
	100
	55439
	3569.9

	
	
	100
	55340
	3560
	50
	55484
	3574.4

	
	75+100
	75
	55318
	3557.8
	100
	55489
	3574.9

	
	
	100
	55340
	3560
	75
	55511
	3577.1

	
	100+100
	100
	55340
	3560
	100
	55538
	3579.8

	Mid
	25+100
	25
	55898
	3615.8
	100
	56015
	3627.5

	
	
	100
	55965
	3622.5
	25
	56082
	3634.2

	
	50+100
	50
	55896
	3615.6
	100
	56040
	3630

	
	
	100
	55941
	3620.1
	50
	56085
	3634.5

	
	75+100
	75
	55893
	3615.3
	100
	56064
	3632.4

	
	
	100
	55916
	3617.6
	75
	56087
	3634.7

	
	100+100
	100
	55891
	3615.1
	100
	56089
	3634.9

	High
	25+100
	25
	56523
	3678.3
	100
	56640
	3690

	
	
	100
	56590
	3685
	25
	56707
	3696.7

	
	50+100
	50
	56496
	3675.6
	100
	56640
	3690

	
	
	100
	56541
	3680.1
	50
	56685
	3694.5

	
	75+100
	75
	56469
	3672.9
	100
	56640
	3690

	
	
	100
	56491
	3675.1
	75
	56662
	3692.2

	
	100+100
	100
	55273
	3553.3
	100
	56640
	3690

	Note 1:
Carriers in increasing frequency order.


Table 4.3.1.2.16A-2: Test frequencies for CA_48A-48A

	Test Frequency ID
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	Wgap
[MHz]
	
	CC2
Note1
	

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Max WGap
	25+25
	25
	55265
	3552.5
	140
	25
	56715
	3697.5

	
	25+50
	25
	55265
	3552.5
	135
	50
	56690
	3695

	
	
	50
	55290
	3555
	135
	25
	56715
	3697.5

	
	25+75
	25
	55265
	3552.5
	130
	75
	56665
	3692.5

	
	
	75
	55315
	3557.5
	130
	25
	56715
	3697.5

	
	50+50
	50
	55290
	3555
	130
	50
	56690
	3695

	
	25+100
	25
	55265
	3552.5
	125
	100
	56640
	3690

	
	
	100
	55340
	3560
	125
	25
	56715
	3697.5

	
	50+75
	50
	55290
	3555
	125
	75
	56665
	3692.5

	
	
	75
	55315
	3557.5
	125
	50
	56690
	3695

	
	50+100
	50
	55290
	3555
	120
	100
	56640
	3690

	
	
	100
	55340
	3560
	120
	50
	56690
	3695

	
	75+100
	75
	55315
	3557.5
	115
	100
	56640
	3690

	
	
	100
	55340
	3560
	115
	75
	56665
	3692.5

	
	100+100
	100
	55340
	3560
	110
	100
	56640
	3690

	Note 1:
Carriers in increasing frequency order.


4.3.1.3
HRPD Test frequencies

<< End of changes >>
