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	Other comments:
	


<< Start of changes >>
6.5.2.1_2
Error Vector Magnitude (EVM) for UL 256QAM



6.5.2.1_2.1
Test Purpose

Same test purpose as in clause 6.5.2.1.1
6.5.2.1_2.2
Test applicability

This test case applies to all types of E-UTRA UE release 14 and forward that support UL 256QAM.

<< Skip unchanged sections >>
6.5.2A.1.1_2
EVM for CA (intra-band contiguous DL CA and UL CA) with UL 256QAM


6.5.2A.1.1_2.1
Test Purpose

Same test purpose as in clause 6.5.2A.1.1.1

6.5.2A.1.1_2.2
Test applicability

This test case applies to all types of E-UTRA UE release 14 and forward that support intra-band contiguous DL CA and UL CA and UL 256QAM.

<< Skip unchanged sections >>
6.5.2A.1.2_2
Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA) for UL 256QAM


6.5.2A.1.2_2.1
Test Purpose

For the inter-band carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.

Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform in sub-section 6.5.2.1.

6.5.2A.1.2_2.2
Test applicability

This test case applies to all types of E-UTRA UE release 14 and forward that support inter-band DL CA and UL CA and UL 256QAM.

<< Skip unchanged sections >>
6.5.2A.1.3_2
Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA) for UL 256QAM



6.5.2A.1.3_2.1
Test Purpose

For the intra-band non-contiguous carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.

Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform in sub-section 6.5.2.1.

6.5.2A.1.3_2.2
Test applicability

This test case applies to all types of E-UTRA UE release 14 and forward that support intra-band non-contiguous DL CA and UL CA and UL 256QAM.

<< Skip unchanged sections >>
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	

	<<Many rows skipped>>

	6.5.2.1 Error Vector Magnitude
	PUSCH: ± 2.5%

PUCCH: ± 2.5%

PRACH: ± 2.5%
	

	6.5.2.1_1 Error Vector Magnitude (EVM) for UL 64QAM
	Same as 6.5.2.1
	

	6.5.2.1_2 Error Vector Magnitude (EVM) for UL 256QAM
	Same as 6.5.2.1
	

	6.5.2A.1.1 Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.1_2 EVM for CA (intra-band contiguous DL CA and UL CA) with UL 256QAM
	Same as 6.5.2.1
	

	6.5.2A.1.2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.2_1 EVM for CA (inter-band DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.2_2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA) for UL 256QAM
	Same as 6.5.2.1
	

	6.5.2A.1.3 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.1_1 EVM for CA (intra-band contiguous DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.3_1 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.3_2 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA) for UL 256QAM
	Same as 6.5.2.1
	

	6.5.2A.1.4 Error Vector Magnitude (EVM) for CA (3UL CA)
	Same as 6.5.2.1
	

	<<Many rows skipped>>

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


<< End of changes >>
