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Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Editor’s note: intended to capture more definitions
Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths. 

Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.

Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.

Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.
NOTE:
Carriers aggregated in each band can be contiguous or non-contiguous.
EIRP(Link=Link angle, Meas=Link angle): measurement of the UE such that the link angle is aligned with the measurement angle. EIRP (indicator to be measured) can be replaced by EIS, Frequency, EVM, carrier Leakage, In-band emission and OBW. Beam peak search grids, TX beam peak direction, and RX beam peak direction can be selected to describe Link.

EIRP(Link=Link angle, Meas=beam peak direction): measurement of the EIRP of the UE such that the measurement angle is aligned with the beam peak direction within an acceptable measurement error uncertainty
Fallback group: Group of carrier aggregation bandwidth classes for which it is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belongs to a different fallback group.
Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.

NOTE:
Carriers aggregated in each band can be contiguous or non-contiguous.

Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band. 

Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.
Link angle: a DL-signal AoA from the view point of the UE, as described in Table C.2-1 in [5]

Measurement angle: the angle of measurement of the desired metric from the view point of the UE, as described in Table C.2-1 in [5]

radiated interface boundary: operating band specific radiated requirements reference point where the radiated requirements apply

RX beam peak direction: direction where the maximum total component of RSRP and thus best total component of EIS is found
Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same UE. There may be multiple instances of sub-blocks within an RF bandwidth.

TX beam peak direction: direction where the maximum total component of EIRP is found.
TRP(Link=Link angle): measurement of the TRP of the UE such that the measurement angle is aligned with the beam peak direction within an acceptable measurement uncertainty. TX beam peak direction and RX beam peak direction can be selected to describe Link.
NOTE:
For requirements based on EIRP/EIS, the radiated interface boundary is associated to the far-field region.
UE transmission bandwidth configuration: Set of resource blocks located within the UE channel bandwidth which may be used for transmitting or receiving by the UE.
Vehicular UE: A UE embedded in a vehicle
3.2
Symbols

For the purposes of the present document, the following symbols apply:

Editor’s note: intended to capture more symbols
ΔFGlobal
Granularity of the global frequency raster

ΔFRaster
Band dependent channel raster granularity 

ΔfOOB
Δ Frequency of Out Of Band emission

ΔMBP,n
Allowed relaxation to each, minimum peak EIRP and reference sensitivity due to support for multi-band operation, per band in a combination of supported bands

ΔMBS,n
Allowed relaxation to each, EIRP spherical coverage and EIS spherical coverage due to support for multi-band operation, per band in a combination of supported bands

∑MBP
Total allowed relaxation to each, minimum peak EIRP and reference sensitivity due to support for multi-band operation, for all bands in a combination of supported bands
∑MBS
Total allowed relaxation to each, EIRP spherical coverage and EIS spherical coverage due to support for multi-band operation, for all bands in a combination of supported bands
ΔSUL
Channel raster offset for SUL
FOOB
The boundary between the NR out of band emission and spurious emission domains

BWChannel
Channel bandwidth
BWChannel_CA
Aggregated channel bandwidth, expressed in MHz.

FREF
RF reference frequency 
LCRB
Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resources blocks

MPRnarrow
Maximum output power reduction due to narrow PRB allocation

MPRWT
Maximum power reduction due to modulation orders, transmit bandwidth configurations, waveform types

NRACLR
NR ACLR

NRB
Transmission bandwidth configuration, expressed in units of resource blocks

3.3
Abbreviations

<Unchanged sections skipped>
5.3.4
RB alignment
For each numerology, its common resource blocks are specified in Section 4.4.4.3 in [9], and the starting point of its transmission bandwidth configuration on the common resource block grid for a given channel bandwidth is indicated by an offset to “Reference point A” in the unit of the numerology The UEtransmission bandwidth configuration is indicated by the higher layer parameter carrierBandwidth [11] and will fulfil the minimum UE guard band requirement specified in Section 5.3.3.
<Unchanged sections skipped>
5.5A
Configurations for CA
5.5A.1
Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	
	
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Aggregated 
BW (MHz)
	BCS
	Fallback group

	
	
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	
	
	

	CA_n257B
	CA_n257B
	50
	400
	
	
	
	
	
	
	450
	0
	1

	
	
	100
	400
	
	
	
	
	
	
	500
	
	

	
	
	200
	400
	
	
	
	
	
	
	600
	
	

	
	
	400
	400
	
	
	
	
	
	
	800
	
	

	CA_n257D
	CA_n257D
	50
	200
	
	
	
	
	
	
	250
	0
	2



	
	
	100
	200
	
	
	
	
	
	
	300
	
	

	
	
	200
	200
	
	
	
	
	
	
	400
	
	

	CA_n257E
	CA_n257E
	50
	200
	200
	
	
	
	
	
	450
	0
	

	
	
	100
	200
	200
	
	
	
	
	
	500
	
	

	
	
	200
	200
	200
	
	
	
	
	
	600
	
	

	CA_n257F
	CA_n257F
	50
	200
	200
	200
	
	
	
	
	650
	0
	

	
	
	100
	200
	200
	200
	
	
	
	
	700
	
	

	
	
	200
	200
	200
	200
	
	
	
	
	800
	
	

	CA_n257G
	CA_n257G
	100
	100
	
	
	
	
	
	
	200
	0
	3



	CA_n257H
	CA_n257H
	100
	100
	100
	
	
	
	
	
	300
	0
	

	CA_n257I
	CA_n257I
	100
	100
	100
	100
	
	
	
	
	400
	0
	

	CA_n257J
	CA_n257J
	100
	100
	100
	100
	100
	
	
	
	500
	0
	

	CA_n257K
	CA_n257K
	100
	100
	100
	100
	100
	100
	
	
	600
	0
	

	CA_n257L
	CA_n257L
	100
	100
	100
	100
	100
	100
	100
	
	700
	0
	

	CA_n257M
	CA_n257M
	100
	100
	100
	100
	100
	100
	100
	100
	800
	0
	

	CA_n260B
	CA_n260B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n260C
	CA_n260B
	50, 100, 200, 400
	400
	400
	
	
	
	
	
	1200
	0
	

	CA_n260D
	CA_n260D
	50, 100, 200
	200
	
	
	
	
	
	
	400
	0
	2

	CA_n260E
	CA_n260E
	50, 100, 200
	200
	200
	
	
	
	
	
	600
	0
	

	CA_n260F
	CA_n260F
	50, 100, 200
	200 
	200
	200
	
	
	
	
	800
	0
	

	CA_n260G
	CA_n260G
	100
	50, 100
	
	
	
	
	
	
	200
	0
	3

	CA_n260H
	CA_n260H
	100
	100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n260I
	CA_n260I
	100 
	100
	100
	50, 100
	
	
	
	
	400
	0
	

	CA_n260J
	CA_n260J
	100
	100
	100
	100
	50, 100
	
	
	
	500
	0
	

	CA_n260K
	CA_n260K
	100
	100
	100
	100
	100
	50, 100
	
	
	600
	0
	

	CA_n260L
	CA_n260L
	100
	100
	100
	100
	100
	100
	50, 100
	
	700
	0
	

	CA_n260M
	CA_n260M
	100
	100
	100
	100
	100
	100
	100
	50, 100
	800
	0
	

	CA_n260O
	CA_n260O
	50, 100
	50, 100
	
	
	
	
	
	
	200
	0
	4

	CA_n260P
	CA_n260P
	50, 100
	50, 100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n260Q
	CA_n260Q
	50, 100
	50, 100, 
	50, 100
	50, 100
	
	
	
	
	400
	0
	

	CA_n261B
	CA_n261B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n261C
	CA_n261B
	50, 100, 200, 400
	400
	400
	
	
	
	
	
	1200
	0
	

	CA_n261D
	CA_n261D
	50, 100, 200
	200
	
	
	
	
	
	
	400
	0
	2

	CA_n261E
	CA_n261E
	50, 100, 200
	200
	200
	
	
	
	
	
	600
	0
	

	CA_n261F
	CA_n261F
	50, 100, 200
	200 
	200
	200
	
	
	
	
	800
	0
	

	CA_n261G
	CA_n261G
	100
	50, 100
	
	
	
	
	
	
	200
	0
	3

	CA_n261H
	CA_n261H
	100
	100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n261I
	CA_n261I
	100 
	100
	100
	50, 100
	
	
	
	
	400
	0
	

	CA_n261J
	CA_n261J
	100
	100
	100
	100
	50, 100
	
	
	
	500
	0
	

	CA_n261K
	CA_n261K
	100
	100
	100
	100
	100
	50, 100
	
	
	600
	0
	

	CA_n261L
	CA_n261L
	100
	100
	100
	100
	100
	100
	50, 100
	
	700
	0
	

	CA_n261M
	CA_n261M
	100
	100
	100
	100
	100
	100
	100
	50, 100
	800
	0
	

	CA_n261O
	CA_n261O
	50, 100
	50, 100
	
	
	
	
	
	
	200
	0
	4

	CA_n261P
	CA_n261P
	50, 100
	50, 100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n261Q
	CA_n261Q
	50, 100
	50, 100, 
	50, 100
	50, 100
	
	
	
	
	400
	0
	


5.5A.2
Configurations for intra-band non-contiguous CA
Configurations listed in this clause apply to downlink carrier aggregation only.
<Unchanged sections skipped>
6.2.1
UE maximum output power

6.2.1.0
General

Note : Power class 1, 2, 3, and 4 are specified based on the assumption of certain UE types with specific device architectures. The UE types can be found in Table6.2.1-1. 
Table 6.2.1-1: Assumption of UE Types 
	UE Power class
	UE type

	1
	Fixed wireless access(FWA) UE

	2
	Vehicular UE

	3
	Handheld UE

	4
	High power non-handheld UE


6.2.1.1
UE maximum output power - EIRP and TRP

<Unchanged sections skipped>
6.2.1.1.3
Minimum conformance requirements

6.2.1.1.3.1

UE maximum output power for power class 1

The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of EIRP (Link=Beam peak search grids, Meas=Link angle).
Table 6.2.1.1-1: UE minimum peak EIRP for power class 1

	Operating band
	Min peak EIRP (dBm)

	n257
	40.0

	n258
	40.0

	n260
	38.0

	n261
	40.0

	NOTE 1:
Minimum peak EIRP is defined as the lower limit without tolerance


The maximum output power values for TRP and EIRP are found in Table 6.2.1.1-2 below. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).

Table 6.2.1.1-2: UE maximum output power limits for power class 1

	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	35
	55

	n258
	35
	55

	n260
	35
	55

	n261
	35
	55


The minimum EIRP at the 85th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.1-3 below. The requirement is verified with the test metric of EIRP (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.1-3: UE spherical coverage for power class 1

	Operating band
	Min EIRP at 85%-tile CDF (dBm)

	n257
	32.0

	n258
	32.0

	n260
	30.0

	n261
	32.0

	NOTE 1:
Minimum EIRP at 85%-tile CDF is defined as the lower limit without tolerance


6.2.1.1.3.2
UE maximum output power for power class 2

The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of EIRP (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.2-1: UE minimum peak EIRP for power class 2

	Operating band
	Min peak EIRP (dBm)

	n257
	29

	n258
	29

	
	

	n261
	29

	NOTE 1:
Minimum peak EIRP is defined as the lower limit without tolerance



The maximum output power values for TRP and EIRP are found in Table 6.2.1.2-2 below. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).

Table 6.2.1.2-2: UE maximum output power limits for power class 2

	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	
	
	

	n261
	23
	43


The minimum EIRP at the 60th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.2-3 below. The requirement is verified with the test metric of EIRP (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.2-3: UE spherical coverage for power class 2

	Operating band
	Min EIRP at 60%-tile CDF (dBm)

	n257
	18.0

	n258
	18.0

	
	

	n261
	18.0

	NOTE 1:
Minimum EIRP at 60%-tile CDF is defined as the lower limit without tolerance


6.2.1.1.3.3
UE maximum output power for power class 3

The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of total component of EIRP, as defined in [5] (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.3-1: UE minimum peak EIRP for power class 3

	Operating band
	Min peak EIRP (dBm)

	n257
	22.4

	n258
	22.4

	n260
	20.6

	n261
	22.4

	NOTE 1:
Minimum peak EIRP is defined as the lower limit without tolerance
NOTE 2:
The requirements in this table are only applicable for UE which supports single band in FR2


The maximum output power values for TRP and EIRP are found on the Table6.2.1.3-2. The max allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction) in beam locked mode and the total component of EIRP, as defined in [5] (Link=TX beam peak direction, Meas=Link angle).
Table 6.2.1-2: UE maximum output power limits for power class 3

	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n260
	23
	43

	n261
	23
	43


The minimum EIRP at the 50th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.3-3 below. The requirement is verified with the test metric of the total component of EIRP, as defined in [5] (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.3-3: UE spherical coverage for power class 3

	Operating band
	Min EIRP at 50t%-tile CDF (dBm)

	n257
	11.5

	n258
	11.5

	n260
	8

	n261
	11.5

	NOTE 1:
Minimum EIRP at 50 %-tile CDF is defined as the lower limit without tolerance

NOTE 2:
The requirements in this table are only applicable for UE which supports single band in FR2


For the UEs that support operation in multiple FR2 bands, minimum requirement for peak EIRP and EIRP spherical coverage in Tables 6.2.1.3-1 and 6.2.1.3-3 shall be decreased per band, respectively, by the peak EIRP relaxation parameter MBP,n and EIRP spherical coverage relaxation parameter MBS,n as specified in Table 6.2.1.3-4. For each combination of supported bands ΔMBP,n and ΔMBS,n apply to each supported band n, such that the total relaxations, ∑MBP and ∑MBS, across all supported bands does not exceed the total value indicated.

Table 6.2.1.3-4: UE multi-band relaxation factors for power class 3

	Supported bands
	∑MBP (dB)
	∑MBS (dB)

	n257, n258
	≤ 1.3
	≤ 1.25

	n258, n260
	≤ 1.0
	≤ 0.753

	n258, n261
	≤ 1.0
	≤ 1.25

	n260, n261
	0.0
	≤ 0.752

	n257, n258, n261
	≤ 1.7
	≤ 1.75

	n257, n260, n261
	≤ 0.5
	≤ 1.253

	n258, n260, n261
	≤ 1.5
	≤ 1.253

	n257, n258, n260, n261
	≤ 1.7
	≤ 1.753

	NOTE 1:
The requirements in this table are applicable to UEs which support only the indicated bands

NOTE 2:
For supported bands n260 + n261, ΔMBS,n is not applied for band n260

NOTE 3:
For n260, maximum applicable MBS,n is 0.4 dB


6.2.1.1.3.4
UE maximum output power for power class 4

The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of EIRP (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.4-1: UE minimum peak EIRP for power class 4

	Operating band
	Min peak EIRP (dBm)

	n257
	34

	n258
	34

	n260
	31

	n261
	34

	NOTE 1:
Minimum peak EIRP is defined as the lower limit without tolerance


The maximum output power values for TRP and EIRP are found in Table 6.2.1.2-2 below. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).

Table 6.2.1.4-2: UE maximum output power limits for power class 4

	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n260
	23
	43

	n261
	23
	43


The minimum EIRP at the 20th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.4-3 below. The requirement is verified with the test metric of EIRP (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.4-3: UE spherical coverage for power class 4

	Operating band
	Min EIRP at 20%-tile CDF (dBm)

	n257
	25

	n258
	25

	n260
	19

	n261
	25

	NOTE 1:
Minimum EIRP at 20%-tile CDF is defined as the lower limit without tolerance


The normative reference for this requirement is TS 38.101-2 [3] clause 6.2.1.

<Unchanged sections skipped>
6.3.1
Minimum output power
<Unchanged sections skipped>
6.3.1.3.2
Minimum output power for power class 2, 3, and 4

The minimum output power shall not exceed the values specified in Table 6.3.1.2-1 for each operating band supported. The minimum power is verified in beam locked mode with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle).

Table 6.3.2-1: Minimum output power for power class 2, 3, and 4

	Operating band
	Channel bandwidth

(MHz)
	Minimum output power

(dBm)
	Measurement bandwidth

(MHz)

	n257, n258, n260, n261
	50
	-13
	47.52

	
	100
	-13
	95.04

	
	200
	-13
	190.08

	
	400
	-13
	380.16

	NOTE 1:
n260 is not applied for power class 2.


The normative reference for this requirement is TS 38.101-2 [3] clause 6.3.1.

<Unchanged sections skipped>
6.3A.4
Power control for CA

6.3A.4.1
General
The requirements in this section apply to a UE when it has at least one of UL or DL configured for CA operation. The requirements on power control accuracy in CA operation apply under normal conditions and are defined as a directional requirement. The requirements are verified in beam locked mode on beam peak direction. The requirements apply for one single PUCCH, PUSCH or SRS transmission of contiguous PRB allocation per configured UL CC with power setting in accordance with Clause 7.1 of [10]
<Unchanged sections skipped>
6.4.2.2
Carrier leakage

<Unchanged sections skipped>
6.4.2.2.3
Minimum conformance requirements

Carrier leakage is an additive sinusoid waveform. The carrier leakage requirement is defined for each component carrier. The measurement interval is one slot in the time domain. The relative carrier leakage power is a power ratio of the additive sinusoid waveform to the power in the modulated waveform. 

The requirement is verified with the test metric of Carrier Leakage (Link=TX beam peak direction, Meas=Link angle).

When carrier leakage is contained inside the spectrum confined within the configured UL and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-1 for power class 1 UEs.

Table 6.4.2.2.3-1: Minimum requirements for relative carrier leakage power for power class 1

	Parameters
	Relative Limit (dBc)

	EIRP > 17 dBm
	-25

	4 dBm ≤ EIRP ≤ 17 dBm
	-20


When carrier leakage is contained inside the spectrum occupied by the configured UL CCs and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-2 for power class 2.

Table 6.4.2.2.3-2: Minimum requirements for relative carrier leakage power for power class 2

	Parameters
	Relative Limit (dBc)

	EIRP > 6 dBm
	-25

	-13 dBm ≤ EIRP ≤ 6 dBm
	-20



When carrier leakage is contained inside the spectrum occupied by the configured UL CCs and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-3 for power class 3 UEs.

Table 6.4.2.2.3-3: Minimum requirements for relative carrier leakage power for power class 3

	Parameters
	Relative Limit (dBc)

	EIRP > 0 dBm
	-25

	-13 dBm ≤ EIRP ≤ 0 dBm
	-20


When carrier leakage is contained inside the spectrum occupied by the configured UL CCs and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-4 for power class 4.

Table 6.4.2.2.3-4: Minimum requirements for relative carrier leakage power for power class 4

	Parameters
	Relative Limit (dBc)

	EIRP > 11 dBm
	-25

	-13 dBm ≤ EIRP ≤11 dBm
	-20


The normative reference for this requirement is TS 38.101-2[3] clauses 6.4.2.2.

<Unchanged sections skipped>
7.1
General

Unless otherwise stated, the receiver characteristics are specified over the air (OTA). The reference receive sensitivity (REFSENS) is defined assuming a 0 dBi reference antenna located at the center of the quiet zone.
For Rx test cases the identified beam peak direction can be stored and reused for a device under test in various configurations/environments for the full duration of device testing as long as beam peak direction is the same.
<Unchanged sections skipped>
7.3.2
Reference sensitivity power level

<Unchanged sections skipped>
7.3.2.3
Minimum conformance requirements

The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2 and A.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5) with parameters specified in Table 7.3.2.3-1 and Table 7.3.2.3-2

Table 7.3.2.3-1: Reference sensitivity for power class 1

	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-97.5
	-94.5
	-91.5
	-88.5

	n258
	-97.5
	-94.5
	-91.5
	-88.5

	n260
	-94.5
	-91.5
	-88.5
	-91.5

	n261
	-97.5
	-94.5
	-91.5
	-88.5

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4


Table 7.3.2.3-2: Reference sensitivity for power class 2

	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-94.5
	-91.5
	-88.5
	-85.5

	n258
	-94.5
	-91.5
	-88.5
	-85.5

	n260
	
	
	
	

	n261
	-94.5
	-91.5
	-88.5
	-85.5

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4


Table 7.3.2.3-3: Reference sensitivity for power class 3 

	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-88.3
	-85.3
	-82.3
	-79.3

	n258
	-88.3
	-85.3
	-82.3
	-79.3

	n260
	-85.7
	-82.7
	-79.7
	-76.7

	n261
	-88.3
	-85.3
	-82.3
	-79.3

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4


Table 7.3.2.3-4: Reference sensitivity for power class 4

	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-97.0
	-94.0
	-91.0
	-88.0

	n258
	-97.0
	-94.0
	-91.0
	-88.0

	n260
	-95.0
	-92.0
	-89.0
	-86.0

	n261
	-97.0
	-94.0
	-91.0
	-88.0

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4


Table 7.3.2.3-2: Uplink configuration for reference sensitivity

	NR Band / Channel bandwidth / NRB / SCS / Duplex mode

	NR Band
	50 MHz
	100 MHz
	200 MHz
	400 MHz
	SCS
	Duplex Mode

	n257
	32
	66
	132
	264
	120 kHz
	TDD

	n258
	32
	66
	132
	264
	120 kHz
	TDD

	n260
	32
	66
	132
	264
	120 kHz
	TDD

	n261
	32
	66
	132
	264
	120 kHz
	TDD


Unless given by Table 7.3.2.3-3, the minimum requirements specified in Tables 7.3.2.3-1 and 7.3.2.3-2 shall be verified with the network signalling value NS_01 (Table [TBD]) configured. 

Table 7.3.2.3-3: Network Signalling value for reference sensitivity

	NR Band
	Network Signalling value

	n257
	NS_200

	n258
	NS_200

	n260
	NS_200

	n261
	NS_200


For the UE which supports inter-band carrier aggregation, the minimum requirement for reference sensitivity in Table 7.3.2.3-1 shall be increased by the amount given in ΔRIB,c defined in subclause 7.3.2.3.1 for the applicable operating bands.

The normative reference for this requirement is TS 38.101-2 clause TBD.

<Unchanged sections skipped>
7.6.3
Void

<Unchanged sections skipped>
7.10
Receiver image

FFS

Annex A (normative):
Measurement channels

A.1
General

TBD
A.2
UL reference measurement channels

A.2.1
General
TBD

A.2.2
Void

A.2.3
Reference Measurement Channels for TDD

TDD slot patterns defined for reference sensitivity tests and shown in Table A.2.3-1 will be used for UL RMCs defined below.

Table A.2.3-1 Additional reference channels parameters for TDD

	Parameter
	Value

	
	SCS 60 kHz (µ=2)
	SCS 120 kHz (µ=3)

	UL-DL configuration
	referenceSubcarrierSpacing
	60 kHz
	120 kHz

	
	
dl-UL-TransmissionPeriodicity
	2 ms
	2 ms

	
	
nrofDownlinkSlots
	3
	7

	
	
nrofDownlinkSymbols
	4
	12

	
	
nrofUplinkSlot
	4
	8

	
	
nrofUplinkSymbols
	4
	0


A.2.3.1
DFT-s-OFDM Pi/2-BPSK

Table A.2.3.1-1: Reference Channels for DFT-s-OFDM pi/2-BPSK for 60kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots(Note 4)
	Total modulated symbols per slot for UL slots(Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-200
	60
	1
	11
	pi/2 BPSK
	0
	1/4
	32
	16
	2
	1
	132
	132

	 
	50
	60
	32
	11
	pi/2 BPSK
	0
	1/4
	1032
	16
	2
	1
	4224
	4224

	 
	50
	60
	64
	11
	pi/2 BPSK
	0
	1/4
	2024
	16
	2
	1
	8448
	8448

	 
	100
	60
	64
	11
	pi/2 BPSK
	0
	1/4
	2024
	16
	2
	1
	8448
	8448

	 
	100
	60
	128
	11
	pi/2 BPSK
	0
	1/4
	3976
	24
	2
	2
	16896
	16896

	 
	200
	60
	128
	11
	pi/2 BPSK
	0
	1/4
	3976
	24
	2
	2
	16896
	16896

	 
	200
	60
	256
	11
	pi/2 BPSK
	0
	1/4
	7944
	24
	2
	3
	33792
	33792

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 8) = {4,5,6,7} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


Table A.2.3.1-2: Reference Channels for DFT-s-OFDM pi/2-BPSK for 120kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3,4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-400
	120
	1
	11
	pi/2 BPSK
	0
	1/4
	32
	16
	2
	1
	132
	132

	 
	50
	120
	16
	11
	pi/2 BPSK
	0
	1/4
	504
	16
	2
	1
	2112
	2112

	 
	50
	120
	32
	11
	pi/2 BPSK
	0
	1/4
	1032
	16
	2
	1
	4224
	4224

	 
	100
	120
	32
	11
	pi/2 BPSK
	0
	1/4
	1032
	16
	2
	1
	4224
	4224

	 
	100
	120
	64
	11
	pi/2 BPSK
	0
	1/4
	2024
	16
	2
	1
	8448
	8448

	 
	200
	120
	64
	11
	pi/2 BPSK
	0
	1/4
	2024
	16
	2
	1
	8448
	8448

	 
	200
	120
	128
	11
	pi/2 BPSK
	0
	1/4
	3976
	24
	2
	2
	16896
	16896

	 
	400
	120
	128
	11
	pi/2 BPSK
	0
	1/4
	3976
	24
	2
	2
	16896
	16896

	 
	400
	120
	256
	11
	pi/2 BPSK
	0
	1/4
	7944
	24
	2
	3
	33792
	33792

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 16) = {8,…,15} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


A.2.3.2
DFT-s-OFDM QPSK

Table A.2.3.2-1: Reference Channels for DFT-s-OFDM QPSK for 60kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-200
	60
	1
	11
	QPSK
	2
	1/6
	56
	16
	2
	1
	264
	132

	 
	50
	60
	32
	11
	QPSK
	2
	1/6
	1608
	16
	2
	1
	8448
	4224

	 
	50
	60
	64
	11
	QPSK
	2
	1/6
	3240
	16
	2
	1
	16896
	8448

	 
	100
	60
	64
	11
	QPSK
	2
	1/6
	3240
	16
	2
	1
	16896
	8448

	 
	100
	60
	128
	11
	QPSK
	2
	1/6
	6408
	24
	2
	2
	33792
	16896

	 
	200
	60
	128
	11
	QPSK
	2
	1/6
	6408
	24
	2
	2
	33792
	16896

	 
	200
	60
	256
	11
	QPSK
	2
	1/6
	12808
	24
	2
	4
	67584
	33792

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 8) = {4,5,6,7} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


Table A.2.3.2-2: Reference Channels for DFT-s-OFDM QPSK for 120kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3,4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-400
	120
	1
	11
	QPSK
	2
	1/6
	56
	16
	2
	1
	264
	132

	 
	50
	120
	16
	11
	QPSK
	2
	1/6
	808
	16
	2
	1
	4224
	2112

	 
	50
	120
	32
	11
	QPSK
	2
	1/6
	1608
	16
	2
	1
	8448
	4224

	 
	100
	120
	32
	11
	QPSK
	2
	1/6
	1608
	16
	2
	1
	8448
	4224

	 
	100
	120
	64
	11
	QPSK
	2
	1/6
	3240
	16
	2
	1
	16896
	8448

	 
	200
	120
	64
	11
	QPSK
	2
	1/6
	3240
	16
	2
	1
	16896
	8448

	 
	200
	120
	128
	11
	QPSK
	2
	1/6
	6408
	24
	2
	2
	33792
	16896

	 
	400
	120
	128
	11
	QPSK
	2
	1/6
	6408
	24
	2
	2
	33792
	16896

	 
	400
	120
	256
	11
	QPSK
	2
	1/6
	12808
	24
	2
	4
	67584
	33792

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 6.1.4.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 16) = {8,…,15} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


A.2.3.3
DFT-s-OFDM 16QAM

Table A.2.3.3-1: Reference Channels for DFT-s-OFDM 16QAM for 60kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-200
	60
	1
	11
	16QAM
	10
	1/3
	176
	16
	2
	1
	528
	132

	 
	50
	60
	32
	11
	16QAM
	10
	1/3
	5632
	24
	1
	1
	16896
	4224

	 
	50
	60
	64
	11
	16QAM
	10
	1/3
	11272
	24
	1
	2
	33792
	8448

	 
	100
	60
	64
	11
	16QAM
	10
	1/3
	11272
	24
	1
	2
	33792
	8448

	 
	100
	60
	128
	11
	16QAM
	10
	1/3
	22536
	24
	1
	3
	67584
	16896

	 
	200
	60
	128
	11
	16QAM
	10
	1/3
	22536
	24
	1
	3
	67584
	16896

	 
	200
	60
	256
	11
	16QAM
	10
	1/3
	45096
	24
	1
	6
	135168
	33792

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 6.1.4.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 8) = {4,5,6,7} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


Table A.2.3.3-2: Reference Channels for DFT-s-OFDM 16QAM for 120kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-400
	120
	1
	11
	16QAM
	10
	1/3
	176
	16
	2
	1
	528
	132

	 
	50
	120
	16
	11
	16QAM
	10
	1/3
	2792
	16
	2
	1
	8448
	2112

	 
	50
	120
	32
	11
	16QAM
	10
	1/3
	5632
	24
	1
	1
	16896
	4224

	 
	100
	120
	32
	11
	16QAM
	10
	1/3
	5632
	24
	1
	1
	16896
	4224

	 
	100
	120
	64
	11
	16QAM
	10
	1/3
	11272
	24
	1
	2
	33792
	8448

	 
	200
	120
	64
	11
	16QAM
	10
	1/3
	11272
	24
	1
	2
	33792
	8448

	 
	200
	120
	128
	11
	16QAM
	10
	1/3
	22536
	24
	1
	3
	67584
	16896

	 
	400
	120
	128
	11
	16QAM
	10
	1/3
	22536
	24
	1
	3
	67584
	16896

	 
	400
	120
	256
	11
	16QAM
	10
	1/3
	45096
	24
	1
	6
	135168
	33792

	Note 1:
 PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 6.1.4.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 16) = {8,…,15} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


A.2.3.4
DFT-s-OFDM 64QAM

Table A.2.3.4-1: Reference Channels for DFT-s-OFDM 64QAM for 60kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-200
	60
	1
	11
	64QAM
	18
	1/2
	408
	16
	2
	1
	792
	132

	 
	50
	60
	32
	11
	64QAM
	18
	1/2
	12808
	24
	1
	2
	25344
	4224

	 
	50
	60
	64
	11
	64QAM
	18
	1/2
	25608
	24
	1
	4
	50688
	8448

	 
	100
	60
	64
	11
	64QAM
	18
	1/2
	25608
	24
	1
	4
	50688
	8448

	 
	100
	60
	128
	11
	64QAM
	18
	1/2
	51216
	24
	1
	7
	101376
	16896

	 
	200
	60
	128
	11
	64QAM
	18
	1/2
	51216
	24
	1
	7
	101376
	16896

	 
	200
	60
	256
	11
	64QAM
	18
	1/2
	102416
	24
	1
	13
	202752
	33792

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 6.1.4.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 8) = {4,5,6,7} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


Table A.2.3.4-2: Reference Channels for DFT-s-OFDM 64QAM for 120kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-400
	120
	1
	11
	64QAM
	18
	1/2
	408
	16
	2
	1
	792
	132

	 
	50
	120
	16
	11
	64QAM
	18
	1/2
	6400
	24
	1
	1
	12672
	2112

	 
	50
	120
	32
	11
	64QAM
	18
	1/2
	12808
	24
	1
	2
	25344
	4224

	 
	100
	120
	32
	11
	64QAM
	18
	1/2
	12808
	24
	1
	2
	25344
	4224

	 
	100
	120
	64
	11
	64QAM
	18
	1/2
	25608
	24
	1
	4
	50688
	8448

	 
	200
	120
	64
	11
	64QAM
	18
	1/2
	25608
	24
	1
	4
	50688
	8448

	 
	200
	120
	128
	11
	64QAM
	18
	1/2
	51216
	24
	1
	7
	101376
	16896

	 
	400
	120
	128
	11
	64QAM
	18
	1/2
	51216
	24
	1
	7
	101376
	16896

	 
	400
	120
	256
	11
	64QAM
	18
	1/2
	102416
	24
	1
	13
	202752
	33792

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 6.1.4.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 16) = {8,…,15} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


A.2.3.5
CP-OFDM QPSK

Table A.2.3.5-1: Reference Channels for CP-OFDM QPSK for 60kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-200
	60
	1
	11
	QPSK
	2
	1/6
	56
	16
	2
	1
	264
	132

	 
	50
	60
	33
	11
	QPSK
	2
	1/6
	1672
	16
	2
	1
	8712
	4356

	 
	50
	60
	66
	11
	QPSK
	2
	1/6
	3368
	16
	2
	1
	17424
	8712

	 
	100
	60
	66
	11
	QPSK
	2
	1/6
	3368
	16
	2
	1
	17424
	8712

	 
	100
	60
	132
	11
	QPSK
	2
	1/6
	6536
	24
	2
	2
	34848
	17424

	 
	200
	60
	132
	11
	QPSK
	2
	1/6
	6536
	24
	2
	2
	34848
	17424

	 
	200
	60
	264
	11
	QPSK
	2
	1/6
	13064
	24
	2
	4
	69696
	34848

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 5.1.3.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 8) = {4,5,6,7} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


Table A.2.3.5-2: Reference Channels for CP-OFDM QPSK for 120kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-400
	120
	1
	11
	QPSK
	2
	1/6
	56
	16
	2
	1
	264
	132

	 
	50
	120
	16
	11
	QPSK
	2
	1/6
	808
	16
	2
	1
	4224
	2112

	 
	50
	120
	32
	11
	QPSK
	2
	1/6
	1608
	16
	2
	1
	8448
	4224

	 
	100
	120
	33
	11
	QPSK
	2
	1/6
	1672
	16
	2
	1
	8712
	4356

	 
	100
	120
	66
	11
	QPSK
	2
	1/6
	3368
	16
	2
	1
	17424
	8712

	 
	200
	120
	66
	11
	QPSK
	2
	1/6
	3368
	16
	2
	1
	17424
	8712

	 
	200
	120
	132
	11
	QPSK
	2
	1/6
	6536
	24
	2
	2
	34848
	17424

	 
	400
	120
	132
	11
	QPSK
	2
	1/6
	6536
	24
	2
	2
	34848
	17424

	 
	400
	120
	264
	11
	QPSK
	2
	1/6
	13064
	24
	2
	4
	69696
	34848

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 5.1.3.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 16) = {8,…,15} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


A.2.3.6
CP-OFDM 16QAM

Table A.2.3.6-1: Reference Channels for CP-OFDM 16QAM for 60kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-200
	60
	1
	11
	16QAM
	10
	1/3
	176
	16
	2
	1
	528
	132

	 
	50
	60
	33
	11
	16QAM
	10
	1/3
	5760
	24
	1
	1
	17424
	4356

	 
	50
	60
	66
	11
	16QAM
	10
	1/3
	11528
	24
	1
	2
	34848
	8712

	 
	100
	60
	66
	11
	16QAM
	10
	1/3
	11528
	24
	1
	2
	34848
	8712

	 
	100
	60
	132
	11
	16QAM
	10
	1/3
	23040
	24
	1
	3
	69696
	17424

	 
	200
	60
	132
	11
	16QAM
	10
	1/3
	23040
	24
	1
	3
	69696
	17424

	 
	200
	60
	264
	11
	16QAM
	10
	1/3
	46104
	24
	1
	6
	139392
	34848

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 5.1.3.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 8) = {4,5,6,7} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


Table A.2.3.6-2: Reference Channels for CP-OFDM 16QAM for 120kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-400
	120
	1
	11
	16QAM
	10
	1/3
	176
	16
	2
	1
	528
	132

	 
	50
	120
	16
	11
	16QAM
	10
	1/3
	2792
	16
	2
	1
	8448
	2112

	 
	50
	120
	32
	11
	16QAM
	10
	1/3
	5632
	24
	1
	1
	16896
	4224

	 
	100
	120
	33
	11
	16QAM
	10
	1/3
	5760
	24
	1
	1
	17424
	4356

	 
	100
	120
	66
	11
	16QAM
	10
	1/3
	11528
	24
	1
	2
	34848
	8712

	 
	200
	120
	66
	11
	16QAM
	10
	1/3
	11528
	24
	1
	2
	34848
	8712

	 
	200
	120
	132
	11
	16QAM
	10
	1/3
	23040
	24
	1
	3
	69696
	17424

	 
	400
	120
	132
	11
	16QAM
	10
	1/3
	23040
	24
	1
	3
	69696
	17424

	 
	400
	120
	264
	11
	16QAM
	10
	1/3
	46104
	24
	1
	6
	139392
	34848

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 5.1.3.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 16) = {8,…,15} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


A.2.3.7
CP-OFDM 64QAM

Table A.2.3.7-1: Reference Channels for CP-OFDM 64QAM for 60kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-200
	60
	1
	11
	64QAM
	19
	1/2
	408
	16
	2
	1
	792
	132

	 
	50
	60
	33
	11
	64QAM
	19
	1/2
	13064
	24
	1
	2
	26136
	4356

	 
	50
	60
	66
	11
	64QAM
	19
	1/2
	26120
	24
	1
	4
	52272
	8712

	 
	100
	60
	66
	11
	64QAM
	19
	1/2
	26120
	24
	1
	4
	52272
	8712

	 
	100
	60
	132
	11
	64QAM
	19
	1/2
	53288
	24
	1
	7
	104544
	17424

	 
	200
	60
	132
	11
	64QAM
	19
	1/2
	53288
	24
	1
	7
	104544
	17424

	 
	200
	60
	264
	11
	64QAM
	19
	1/2
	106576
	24
	1
	13
	209088
	34848

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 5.1.3.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 8) = {4,5,6,7} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


Table A.2.3.7-2: Reference Channels for CP-OFDM 64QAM for 120kHz SCS
	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots with mod(slot index+1,5) = 0
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for UL slots (Note 3, 4)
	Total number of bits per slot for UL slots (Note 4)
	Total modulated symbols per slot for UL slots (Note 4)

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	50-400
	120
	1
	11
	64QAM
	19
	1/2
	408
	16
	2
	1
	792
	132

	 
	50
	120
	16
	11
	64QAM
	19
	1/2
	6400
	24
	1
	1
	12672
	2112

	 
	50
	120
	32
	11
	64QAM
	19
	1/2
	12808
	24
	1
	2
	25344
	4224

	 
	100
	120
	33
	11
	64QAM
	19
	1/2
	13064
	24
	1
	2
	26136
	4356

	 
	100
	120
	66
	11
	64QAM
	19
	1/2
	26120
	24
	1
	4
	52272
	8712

	 
	200
	120
	66
	11
	64QAM
	19
	1/2
	26120
	24
	1
	4
	52272
	8712

	 
	200
	120
	132
	11
	64QAM
	19
	1/2
	53288
	24
	1
	7
	104544
	17424

	 
	400
	120
	132
	11
	64QAM
	19
	1/2
	53288
	24
	1
	7
	104544
	17424

	 
	400
	120
	264
	11
	64QAM
	19
	1/2
	106576
	24
	1
	13
	209088
	34848

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.
Note 2:
MCS Index is based on MCS Table 5.1.3.1-1 defined in TS 38.214 [23].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 4:
UL slot numbers are given by the slots satisfying mod(slot index, 16) = {8,…,15} with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, UL slot numbers are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.


A.3
DL reference measurement channels
<Unchanged sections skipped>
