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9.2.2.1.9
UE initiated detach / Abnormal case / Change of cell into a new tracking area

9.2.2.1.9.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED-INITIATED state }

ensure that {

  when { the UE changes into a new tracking area that is not in the stored TAI list }

   then { the UE aborts the detach procedure and initiates a Tracking Area Updating procedure }

            }

(2)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message }

   then { the UE re-initiates the detach procedure after completing the Tracking Area Updating procedure }

            }

9.2.2.1.9.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.2.4.

[TS 24.301, clause 5.5.2.2.4]

The following abnormal cases can be identified:

…
b)
Lower layer failure or release of the NAS signalling connection before reception of DETACH ACCEPT message


The detach procedure shall be aborted, and the UE shall enter state:

-
EMM-REGISTERED.NORMAL-SERVICE and MM-NULL if "IMSI detach" was requested;

-
EMM-DEREGISTERED if "EPS detach" was requested;

-
EMM-DEREGISTERED and MM-NULL if "combined EPS/IMSI detach" was requested.

…
f)
Change of cell into a new tracking area


If a cell change into a new tracking area that is not in the stored TAI list occurs before the UE initiated detach procedure is completed, the detach procedure shall be aborted and re-initiated after successfully performing a tracking area updating procedure. If the detach procedure was initiated due to removal of the USIM, the UE shall abort the detach procedure and enter the state EMM-DEREGISTERED.

9.2.2.1.9.3
Test description

9.2.2.1.9.3.1
Pre-test conditions

System Simulator:

-
cell A belongs to TAI-1 (home PLMN) is set to ''Serving cell''

-
cell B belongs to TAI-2 (home PLMN) is set to ''Non-Suitable cell''.
-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

none.

Preamble:

-
the UE is in state Generic RB established (state 3) state Registered, Idle mode (State 2) according to [18].

9.2.2.1.9.3.2
Test procedure sequence

Table 9.2.2.1.9.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	1
	Cause UE to initiate detach. 
	-
	-
	-
	-

	1A
	UE may optionally perform IMS de-registration using the generic procedure defined in 34.229-1 [35] Annex C.30.
	-
	-
	-
	-

	2
	The UE transmits a DETACH REQUEST message. (The UE starts timer T3421)
	-->
	DETACH REQUEST
	-
	-

	3
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	4
	Set the cell type of cell A to the ''Suitable neighbour cell''.

Set the cell type of cell B to the ''Serving cell''.

Note: T3421 value is specified as 15s in TS 24.301 and it is assumed that SS can configure cells within this time.
	-
	-
	-
	-

	4A
	The SS transmits an RRCConnectionReconfiguration message on Cell A to order the UE to perform intra frequency handover to Cell B.
	<--
	-
	-
	-

	4B
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell B to confirm the successful completion of the intra frequency handover.
	-->
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	6
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	7
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	8
	The UE transmits a DETACH REQUEST message.
	-->
	DETACH REQUEST
	2
	P

	9
	SS responds with DETACH ACCEPT message
	<--
	DETACH ACCEPT
	-
	-

	10
	Check: Does the test result of the generic procedure in TS 36.508 subclause 6.4.2.5 indicates that the UE responds to paging when paged with S-TMSI included in GUTI-2 and with CN domain indicator set to "PS"?
	-
	-
	2
	-


9.2.2.1.9.3.3
Specific message contents

Table 9.2.2.1.9.3.3-1: DETACH REQUEST (step 2, Table 9.2.2.1.9.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	

	GUTI or IMSI
	GUTI-1
	
	


Table 9.2.2.1.9.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 6, Table 9.2.2.1.9.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	


Table 9.2.2.1.9.3.3-3: RRCConnectionReconfiguration (step 4a, Table 9.2.2.1.9.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo SEQUENCE {
	MobilityControlInfo-HO
	
	

	          targetPhysCellId
	PhysicalCellIdentity of Cell B (see 36.508 clause 4.6.5)
	
	

	          carrierFreq
	Not present
	
	

	        }
	
	
	

	        nonCriticalExtension ::= SEQUENCE {
	
	
	CEmodeA
CEmodeB

	          lateNonCriticalExtension
	Not present
	
	

	          nonCriticalExtension ::= SEQUENCE {
	
	
	

	            otherConfig-r9
	Not present
	
	

	            fullConfig-r9
	Not present
	
	

	            nonCriticalExtension ::= SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	Not present
	
	

	              nonCriticalExtension ::= SEQUENCE {
	
	
	

	                systemInformationBlockType1Dedicated-r11
	SystemInformationBlockType1-BR-r13 of Cell B
	
	

	                nonCriticalExtension
	Not present
	
	

	                }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.2.1.9.3.3-4: Message TRACKING AREA UPDATE REQUEST (step 5, Table 9.2.2.1.9.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	
	
	

	  Active Flag
	Any allowed value
	
	

	EPS bearer context status
	Not present or (octet 3 = '00100000'B and octet 4 = '00000000'B) or (octet 3 = '00000000'B and octet 4 = '00000000'B)
	
	


Table 9.2.2.1.9.3.3-5: DETACH REQUEST (step 8, Table 9.2.2.1.9.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	

	GUTI or IMSI
	GUTI-2
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