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7.2.1
Aperiodic CSI Reporting using PUSCH

The term "UL/DL configuration" in this Subclause refers to the higher layer parameter subframeAssignment unless specified otherwise.

A non-BL/CE UE shall perform aperiodic CSI reporting using the PUSCH in subframe n+k on serving cell 
[image: image1.wmf]c

, upon decoding in subframe n either:

-
an uplink DCI format [4], or

-
a Random Access Response Grant,

for serving cell 
[image: image2.wmf]c

 if the respective CSI request field is set to trigger a report and is not reserved. The UE is not expected to receive a CSI request field set to trigger a report in a DCI indicating a PUSCH transmission in UpPTS.
For a serving cell 
[image: image3.wmf]c

that is a LAA SCell, aperiodic CSI reporting using the PUSCH in subframe n+k is conditioned on if the UE is allowed to transmit in the subframe according to the channel access procedures described in clause 15.2.1.

A BL/CE UE shall perform aperiodic CSI reporting using the PUSCH upon decoding either:

-
an uplink DCI format [4], or

-
a Random Access Response Grant,

for serving cell 
[image: image4.wmf]c

 if the respective CSI request field is set to trigger a report and is not reserved. The subframe(s) in which the PUSCH carrying the corresponding aperiodic CSI reporting triggered by an UL DCI format is transmitted is determined according to Subclause 8.0.
<Unchanged parts are omitted>
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