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<Start of modification 1>
–	RRCResumeComplete
The RRCResumeComplete message is used to confirm the successful completion of an RRC connection resumption.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCResumeComplete message
-- ASN1START
-- TAG-RRCRESUMECOMPLETE-START
	
RRCResumeComplete ::= SEQUENCE {
	rrc-TransactionIdentifier				RRC-TransactionIdentifier,
	criticalExtensions							CHOICE {
		rrcResumeComplete							RRCResumeComplete-IEs,
		criticalExtensionsFuture					SEQUENCE {}
	}
}

RRCResumeComplete-IEs ::= SEQUENCE {
	dedicatedNAS-Message						DedicatedNAS-Message						OPTIONAL,
	selectedPLMN-Identity					INTEGER (1..maxPLMN)					OPTIONAL,
	uplinkTxDirectCurrentList				UplinkTxDirectCurrentList												OPTIONAL,
	lateNonCriticalExtension				OCTET STRING															OPTIONAL,
	nonCriticalExtension					SEQUENCE{}																OPTIONAL
}

-- TAG-RRCRESUMECOMPLETE-STOP
-- ASN1STOP

	RRCResumeComplete-IEs field descriptions

	uplinkTxDirectCurrentList
The Tx Direct Current locations for the configured serving cells and BWPs if requested by the NW (see reportUplinkTxDirectCurrent).

	selectedPLMN-Identity
Index of the PLMN selected by the UE from the plmn-IdentityList fields included in SIB1.



<End of modification 1> 
<Start of modification 2>
[bookmark: _Toc503260330]–	RRCSetupComplete
The RRCSetupComplete message is used to confirm the successful completion of an RRC connection establishment.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCSetupComplete message
-- ASN1START
-- TAG-RRCSETUPCOMPLETE-START


RRCSetupComplete ::=		SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		rrcSetupComplete			RRCSetupComplete-IEs,
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCSetupComplete-IEs ::= SEQUENCE {
	selectedPLMN-Identity				INTEGER (1..maxPLMN),
	registeredAMF						RegisteredAMF									OPTIONAL,
	guami-Type							ENUMERATED {native, mapped}						OPTIONAL,
	s-nssai-List						SEQUENCE (SIZE (1..maxNrofS-NSSAI)) OF S-NSSAI	OPTIONAL,  
	dedicatedNAS-Message					DedicatedNAS-Message,
	ng-5G-S-TMSI-Value					CHOICE {
		ng-5G-S-TMSI						NG-5G-S-TMSI,
		ng-5G-S-TMSI-Part2					BIT STRING (SIZE (9))
  	}																					OPTIONAL,
	lateNonCriticalExtension				OCTET STRING								OPTIONAL,
	nonCriticalExtension					SEQUENCE{}									OPTIONAL

}



[bookmark: _Hlk522017343]RegisteredAMF::=					SEQUENCE {
	plmn-Identity						PLMN-Identity						OPTIONAL,
	amf-Identifier						AMF-Identifier
}
-- TAG-RRCSETUPCOMPLETE-STOP
-- ASN1STOP

Editor’s Note: FFS Field description of 5GC identifiers and other other information. 
	RRCSetupComplete field descriptions

	ng-5G-S-TMSI-Part2
The leftmost 9 bits of 5G-S-TMSI.

	registeredAMF
This field is used to transfer the AMF where the UE is registered, as provided by upper layers.

	selectedPLMN-Identity
Index of the PLMN selected by the UE from the plmn-IdentityList fields included in SIB1.



<End of modification 2> 














<Start of modification 3>
–	UAC-BarringPerPLMN-List
The IE UAC-BarringPerPLMN-List provides access category specific access control parameters, which are configured per PLMN. 
UAC-BarringPerPLMN-List information element
-- ASN1START
-- TAG-UAC-BARRING-PER-PLMN-LIST-START

UAC-BarringPerPLMN-List ::=			SEQUENCE (SIZE (1.. maxPLMN)) OF UAC-BarringPerPLMN

UAC-BarringPerPLMN ::=			SEQUENCE {
		plmn-IdentityIndex					INTEGER (1..maxPLMN),
		uac-ACBarringListType		CHOICE{
				uac-ImplicitACBarringList		SEQUENCE (SIZE(maxAccessCat-1)) OF UAC-BarringInfoSetIndex,
				uac-ExplicitACBarringList				UAC-BarringPerCatList
				}						OPTIONAL
}

-- TAG-UAC-BARRING-PER-PLMN-LIST-STOP
-- ASN1STOP


	UAC-BarringPerPLMN-List field descriptions

	uac-BarringPerPLMN-List
Access control parameters for each access category valid only for a specific PLMN. UE behaviour upon absence of this field is specified in section 5.3.14.2.

	plmn-IdentityIndex
Index of the PLMN across the plmn-IdentityList fields included in SIB1.




<End of modification 3> 



