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	Reason for change:
	Adding support of release with redirect in the 2-step resume procedure.

	
	

	Summary of change:
	The actions in “Selection of cell when leaving RRC_CONNECTED state” are also performed after the 2-step resume procedure (i.e. UE is suspended or released without entering RRC_CONNECTED).

Impact Analysis

Impacted functionality:
2-step resume procedure

Inter-operability:
If the CR is implemented by the UE but not by the eNB, no interoperability issues are foreseen.

If the CR is implemented by the eNB but not by the UE, no interoperability issues are foreseen.


	
	

	Consequences if not approved:
	It is unclear how the cell selection is performed after a 2-step resume procedure. 
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START OF CHANGES
[bookmark: _Hlk527012575][bookmark: _Toc526174465][bookmark: _Toc517221788]5.2.6	Selection of cell when at transition to RRC_IDLE or RRC_INACTIVEleaving RRC_CONNECTED state
At reception of RRCRelease message to transition the UE to RRC_IDLE or RRC_INACTIVEOn transition from RRC_CONNECTED to RRC_IDLE state or RRC_INACTIVE state, UE shall attempt to camp on a suitable cell according to redirectedCarrierInfo if included in the RRCRelease message used for this transition. If the UE cannot find a suitable cell, the UE is allowed to camp on any suitable cell of the indicated RAT. If the RRCRelease message does not contain the redirectedCarrierInfo, UE shall attempt to select a suitable cell on an NR carrier. If no suitable cell is found according to the above, the UE shall perform cell selection using stored information in order to find a suitable cell to camp on.
When returning to RRC_IDLE state after UE moved to RRC_CONNECTED state from camped on any cell state, UE shall attempt to camp on an acceptable cell according to redirectedCarrierInfo, if included in the RRCRelease message. If the UE cannot find an acceptable cell, the UE is allowed to camp on any acceptable cell of the indicated RAT. If the RRCRelease message does not contain redirectedCarrierInfo UE shall attempt to select an acceptable cell on an NR frequency. If no acceptable cell is found according to the above, the UE shall continue to search for an acceptable cell of any PLMN in state any cell selection.
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