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	Reason for change:
	In the description of UE mobility state detection criteria, the case when the number of cell reselections during time period TCRmax is equal to NCR_H are not considered, which makes the criteria incomplete.

	
	

	Summary of change:
	Referring to the corresponding section in TS 36.304, clarify the mobility state dectection for the case when the number of cell reselections during time period TCRmax is equal to NCR_H.

Impact analysis

Impacted functionality:
UE mobility state detection criteria
Inter-operability:

1.    If the network is implemented according to the CR and the UE is not, there are no inter-operability problems.

2.    If the UE is implemented according to the CR and the network is not, there are no inter-operability problems.
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5.2.4.3
Mobility states of a UE 

5.2.4.3.0
Introduction
The UE mobility state is determined if the parameters (TCRmax, NCR_H, NCR_M and TCRmaxHyst) are broadcasted in system information for the serving cell.

State detection criteria:

Normal-mobility state criteria:

-
If number of cell reselections during time period TCRmax is less than NCR_M.

Medium-mobility state criteria:

-
If number of cell reselections during time period TCRmax is greater than or equal to NCR_M but less than or equal to NCR_H.

High-mobility state criteria:

-
If number of cell reselections during time period TCRmax is greater than NCR_H.

The UE shall not consider consecutive reselections where a cell is reselected again right after one reselection for mobility state detection criteria.
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