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<< Unchanged sections omitted >>

6.3B.2
Transmit OFF Power for EN-DC

6.3B.2.1
Transmit OFF Power for intra-band contiguous EN-DC
Editor’s note: The following aspects are either missing or not yet determined: 

-
Measurement uncertainty and TT is FFS.
-
Initial condition & test prodecure depends on Clause 6.3B.3 Tx ON/OFF time mask/PUCCH time mask for EN-DC, this test case is incomplete now
Editor’s note: Working assumption: E-UTRA is not tested during test procedure

6.3B.2.1.1
Test purpose

Same test purpose as in clause 6.3.2.1 in TS 38.521-1 [8] for the NR carrier.
6.3B.2.1.2
Test applicability

The requirements of this test apply in Clause 6.3B.3 Tx ON/OFF time mask/PUCCH time mask to all types of E-UTRA UE release 15 and forward, supporting intra-band contiguous EN-DC.

6.3B.2.1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 6.3.2.3 in TS 38.521-1 [8] for the NR carrier. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
6.3B.2.1.4
Test description

This test is covered by Clause 6.3B.3 Tx ON/OFF time mask/PUCCH time mask for EN-DC.
6.3B.2.1.5
Test requirements

Same test requirement as in clause 6.3.2.5 in TS 38.521-1 [8] for the NR carrier. 
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