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<Start of changes>

<Unchanged sections omitted>

4.2.29
E-UTRAN HD – FDD Inter frequency case for CE UE in enhanced coverage
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

-
Test tolerances and Test system uncertainties applicable to this test are undefined.
-
Test procedure and is TBD 

-
Annex E is pending to update

4.2.29.1
Test purpose
To verify that when the neighbour cell operates on a different carrier frequency, compared to the current cell, in enhanced coverage the CE UE is able to search and measure cells to meet the inter-frequency cell re-selection requirements.

4.2.29.2
Test applicability
This test applies to all types of E-UTRA FD-FDD CE , including both BL/CE and non-BL/CE UE. Applicability requires support CEModeB.
4.2.29.3
Minimum conformance requirements
Same minimum conformance requirements as in clause 4.2.28.3.
The normative reference for this requirement is TS 36.133 [4] clause 4.7.2.2.3 and A.4.2.29.
4.2.29.4
Test description
4.2.29.4.1
Initial conditions
Same initial conditions as in clause 4.2.28.4.1 with the following exceptions:

-
Instead of Table 4.2.28.4.1-1 ( use Table 4.2.29.4.1-1.
Table 4.2.29.4.1-1: General test parameters for HD-FDD inter frequency cell reselection test case for UE in enhanced coverage
	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cells
	
	Cell2 
	

	T2 end condition
	Active cell 
	
	Cell2
	

	
	Neighbour cells
	
	Cell1
	

	Final condition
	Visited cell 
	
	Cell1
	

	E-UTRA RF Channel Number
	
	1, 2
	Two FDD carrier frequencies are used.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH Parameters
	
	PRACH_4CE
	Refer to A.3.16

	DRX cycle length
	s
	0.64
	The value shall be used for all cells in the test.

	T1
	s
	>7
	During T1, Cell 2 shall be powered off, and during the off time the physical cell identity shall be changed, The intention is to ensure that Cell 2 has not been detected by the UE prior to the start of period T2

	T2
	s
	≤340
	T2 need to be defined so that cell re-selection reaction time is taken into account.

	T3
	s
	20
	T3 need to be defined so that cell re-selection reaction time is taken into account.


4.2.29.4.2
Test procedure
[TBD]
4.2.29.4.3
Message contents
Message contents are according to 3GPP TS 36.508 [7] clause 4.6 with the following exceptions:

Table 4.2.29.4.3-1: Common Exception messages for E-UTRAN HD-FDD intra cell re-selection test case

	Default Message Contents

	Common contents of system information blocks exceptions
	TBD

	Default RRC messages and information elements contents exceptions
	TBD


4.2.29.5
Test requirement
Tables 4.2.29.4.1-1 and 4.2.29.5-1 defines the primary level settings including test tolerances for E-UTRAN HD FDD – FDD Intra frequency case for Cat-M1 cell re-selection test case.

Table 4.2.29.5-1: Cell specific test parameters for HD-FDD inter frequency cell reselection test case for UE in enhanced coverage
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10 for 10 MHz cell BW:

5 for 5 MHz cell BW
	10 for 10 MHz cell BW:

5 for 5 MHz cell BW

	OCNG Patterns defined in A.3.2.1.6
	
	OP.6 FDD for 10 MHz cell BW:

OP.19 FDD for 5 MHz cell BW
	OP.6 FDD for 10 MHz cell BW:

OP.19 FDD for 5 MHz cell BW

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140
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 Note 2
	dBm/15 kHz
	-98
	-98
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	dB
	-5
	-12
	-5
	-infinity
	-5
	-12
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	dB
	-5
	-12
	-5
	-infinity
	-5
	-12

	RSRP Note 3
	dBm/15 KHz
	-103
	-110
	-103
	-infinity
	-103
	-110

	TreselectionEUTRAN
	s
	0
	0

	Snonintrasearch
	dB
	Not sent
	Not sent 

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Timing offset to Cell 1
	ms
	-
	3

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The cell reselection delay to a newly detectable cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 2.

The cell re-selection delay to a newly detectable cell shall be less than 337 s.

The cell reselection delay to an already detected cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 1.

The cell re-selection delay to an already detected cell shall be less than 17 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to a newly detectable cell can be expressed as: Tdetect,EUTRAN_Inter_EC + TSI-EUTRA-M1-EC ,and to an already detected cell can be expressed as: Tevaluate,EUTRAN_Inter_EC + TSI_M1_EC,
Where:

Tdetect,EUTRAN_Inter_EC
See Table 4.7.2.2.3-1 in clause 4.7.2.2.3

Tevaluate,EUTRAN_Inter_EC
See Table 4.7.2.2.3-1 in clause 4.7.2.2.3
TSI-EUTRA-M1-EC
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 6400 ms is assumed in this test case.
This gives a total of 336.64 s, allow 337 s for the cell re-selection delay to a newly detectable cell and 16.64 s, allow 17 s for the cell re-selection delay to an already detected cell in the test case.

<End of changes>
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