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	Reason for change:
	In current version of 38.508-1, Configuration of several RRC IEs are wrong:
1. In Table 4.6.3-107, a3-offset is wrongly written as “SEQUENCE” of rsrp,rsrq and sinr, It should be “CHOICE” of rsrp,rsrq and sinr.
2. In Table 4.6.3-39A, DRX-Config is wrongly written as “CHOICE” of, it should be “SEQUENCE” of. 

	
	

	Summary of change:
	a3-offset is corrected to “SEQUENCE” of rsrp,rsrq and sinr in Table 4.6.3-107;
DRX-Config is corrected  to “SEQUENCE” in Table 4.6.3-39A. 

	
	

	Consequences if not approved:
	Work plan is not complete

	
	

	Clauses affected:
	4.6.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Resubmsission of R5-190624


<Change 1 Start>
–
DRX-Config
Table 4.6.3-39A: DRX-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DRX-Config ::= SEQUENCE {
	
	
	

	  drx-onDurationTimer CHOICE {
	
	
	

	    milliSeconds
	ms6
	
	

	  }
	
	
	

	  drx-InactivityTimer
	ms1280
	
	

	  drx-HARQ-RTT-TimerDL
	56
	
	

	  drx-HARQ-RTT-TimerUL
	56
	
	

	  drx-RetransmissionTimerDL
	sl16
	
	FR1

	
	sl64
	
	FR2

	  drx-RetransmissionTimerUL
	sl16
	
	FR1

	
	sl64
	
	FR2

	  drx-LongCycleStartOffset CHOICE {
	
	
	

	    ms10240
	0
	
	

	  }
	
	
	

	  shortDRX
	not present
	
	

	  drx-SlotOffset
	0
	
	

	}
	
	
	


<Change 1 End>
<Change 2 Start>
–
ReportConfigNR
–
Table 4.6.3-107: ReportConfigNR(Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	EVENT_A1

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger with condition EVENT_A1
	
	

	        }
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA3 SEQUENCE {
	
	
	EVENT_A3

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger with condition EVENT_A3
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA4 SEQUENCE {
	
	
	EVENT_A4

	          a4-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	        eventA5 SEQUENCE {
	
	
	EVENT_A5

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	        eventA6 SEQUENCE {
	
	
	EVENT_A6

	          a6-Offset CHOICE {
	
	
	

	            rsrp
	Thres
	 Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount 
	r2
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	true
	
	

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRsIndexes
	Not present
	
	

	      maxNrofRSIndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      reportAddNeighMeas
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
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	Explanation

	EVENT_A1
	Configuration of Event A1

	EVENT_A2
	Configuration of Event A2

	EVENT_A3
	Configuration of Event A3

	EVENT_A4
	Configuration of Event A4

	EVENT_A5
	Configuration of Event A5

	EVENT_A6
	Configuration of Event A6
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