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	Agreed CR R5-185101, reduced the value of the T3402='default' (12 min) to 1 min in an attempt to reduce the execution time of the test case. It was explicitly indicated that in order for this value to be used, the SS needs to assign in a ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT message in the last successful registration.

In the current test case, T3402 has been assigned as 1 min in Attach accept on Cell A (TAC 1) in pre-amble, as part of the test case main behaviour UE camps on Cell B (TAC 2) and initiates TAU procedure as TA is different. Since the TAU request is not answered by SS and TA updating attempt counter = 5, the T3402 timer value falls back to the default value = 12 min.

As per TS 24.301, clause 5.3.6:
The default value of this timer is also used by the UE in the following cases:
-
ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message is received without a value specified;

-
the UE does not have a stored value for this timer;

-
a new PLMN which is not in the list of equivalent PLMNs has been entered, the tracking area updating fails and the tracking area updating attempt counter is equal to 5; or
-
a new PLMN which is not in the list of equivalent PLMNs has been entered, the attach procedure fails, the attach attempt counter is equal to 5 and no ATTACH REJECT message was received from the new PLMN.

Hence at Step12 UE cannot use T3402 value of 1 min from the Attach accept on Cell A (TAC 1) in the test case pre-amble. 
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<Start of modified section>

9.2.3.2.17
Combined tracking area update / Abnormal case / handling of the EPS tracking area updating attempt counter

9.2.3.2.17.1
Test Purpose (TP)
(1)

with { UE has initiated combined tracking area updating procedure and has the tracking area updating attempt counter less than 5 }

ensure that {
  when { UE detects release of the NAS signalling connection and in a EPS update status different to EU1 UPDATED and update status is U1 UPDATED }

    then { UE starts timer T3411, does not delete any LAI, TMSI, ciphering key sequence number and list of equivalent PLMNs and set the update status to U2 NOT UPDATED }

            }

(2)

with { UE has initiated combined tracking area updating procedure and has the tracking area updating attempt counter equal to 5 }

ensure that {
  when { UE detects release of the NAS signalling connection }

    then { UE starts timer T3402, deletes any LAI, TMSI, ciphering key sequence number and list of equivalent PLMNs and set the update status to U2 NOT UPDATED }

            }

9.2.3.2.17.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.3.1, clause 5.5.3.2.6 and clause 5.5.3.3.6.

[TS 24.301, clause 5.5.3.1]

A tracking area updating attempt counter is used to limit the number of subsequently rejected tracking area update attempts. The tracking area updating attempt counter shall be incremented as specified in subclause 5.5.3.2.6. Depending on the value of the tracking area updating attempt counter, specific actions shall be performed. The tracking area updating attempt counter shall be reset when:

-
an attach or combined attach procedure is successfully completed;

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is successfully completed; or

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is rejected with EMM cause #11, #12, #13, #14, #15 or #25.

Additionally the tracking area updating attempt counter shall be reset when the UE is in substate EMM-REGISTERED.ATTEMPTING-TO-UPDATE or EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM, and:

-
a new tracking area is entered; or

-
timer T3402 expires.

[TS 24.301, clause 5.5.3.2.6]
The following abnormal cases can be identified:

…
c)
T3430 timeout


The UE shall abort the procedure and proceed as described below. The NAS signalling connection shall be released locally.

…
For the cases b, c and d the UE shall proceed as follows:


Timer T3430 shall be stopped if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is included in the TAI list and the EPS update status is equal to EU1 UPDATED:

-
the UE shall keep the EPS update status to EU1 UPDATED and enter state EMM-REGISTERED.NORMAL-SERVICE. The UE shall start timer T3411. When timer T3411 expires the tracking area updating procedure is triggered again.


If the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is not included in the TAI list or the EPS update status is different to EU1 UPDATED:

-
the UE shall start timer T3411, shall set the EPS update status to EU2 NOT UPDATED and change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE. When timer T3411 expires the tracking area updating procedure is triggered again.



If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GPRS update status as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal or periodic routing area updating procedure fails and the routing area updating attempt counter is less than 5 and the GPRS update status is different from GU1 UPDATED.


If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU2 NOT UPDATED, shall delete the list of equivalent PLMNs and shall change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to EMM-REGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].



If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GPRS update status as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal or periodic routing area updating procedure fails and the routing area updating attempt counter is equal to 5.

[TS 24.301, clause 5.5.3.3.6]
If the tracking area updating attempt counter is incremented according to subclause 5.5.3.2.6 the next actions depend on the value of the tracking area updating attempt counter.

-
if the update status is U1 UPDATED and the tracking area updating attempt counter is less than 5, then the UE shall keep the update status to U1 UPDATED, the new MM state is MM IDLE substate NORMAL SERVICE;

-
if the tracking area updating attempt counter is less than 5 and, additionally, the update status is different from U1 UPDATED UE shall delete any LAI, TMSI, ciphering key sequence number and list of equivalent PLMNs and set the update status to U2 NOT UPDATED. The MM state remains MM LOCATION UPDATING PENDING; or

-
if the tracking area updating attempt counter is equal to 5, the UE shall delete any LAI, TMSI, ciphering key sequence number and list of equivalent PLMNs and set the update status to U2 NOT UPDATED. A UE operating in CS/PS mode 1 of operation shall select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures.

9.2.3.2.17.3
Test description

9.2.3.2.17.3.1
Pre-test conditions

System Simulator:

· cell A and cell B.

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.

UE:

-
the UE is configured to initiate combined attach in DATA Centric mode 

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18] with the exception of the ATTACH ACCEPT message in which the T3402 is explicitly set to 1 min.

9.2.3.2.17.3.2
Test procedure sequence

Table 9.2.3.2.17.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	3
	Wait for 25s to ensure that T3430 and T3411 expire.

NOTE 1: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	5
	Wait for 25s to ensure that T3430 and T3411 expire.

NOTE 2: The tracking area updating attempt counter is 2.
	-
	-
	-
	-

	6
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	7
	Wait for 25s to ensure that T3430 and T3411 expire.

NOTE 3: The tracking area updating attempt counter is 3.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	9
	Wait for 25s to ensure that T3430 and T3411 expire.

NOTE 4: The tracking area updating attempt counter is 4.
	-
	-
	-
	-

	10
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	11
	The SS releases the RRC connection.

NOTE 5: The tracking area updating attempt counter is 5 and reset.
	-
	-
	-
	-

	12
	Wait for 12 min to ensure that T3402 expires.
	-
	-
	-
	-

	13
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	14
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	15
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-


9.2.3.2.17.3.3
Specific message contents

Table 9.2.3.2.17.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, step 4, step 6, step 8, step 10, Table 9.2.3.2.17.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'001'B
	"combined TA/LA updating" 
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	

	Old LAI
	LAI-1
	
	

	TMSI Status
	Not Present
	
	


Table 9.2.3.2.17.3.3-2: Message TRACKING AREA UPDATE REQUEST (step 13, Table 9.2.3.2.17.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'001'B
	"combined TA/LA updating" 
	

	Old GUTI
	GUTI-1
	
	

	Old location area identification
	Not present
	
	

	TMSI status
	0
	no valid TMSI available
	


Table 9.2.3.2.17.3.3-3: Message TRACKING AREA UPDATE ACCEPT (step 14, Table 9.2.3.2.17.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	


<End of modified section>

