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	Reason for change:
	When a handover resulting in change of PCell in RRC_CONNECTED, the UE defers access barring checks until it has obtained valid UAC information (SystemInformationBlockType25). Nevertheless, the SystemInformationBlockType25 may not be broadcasted in the target cell. In case of the SystemInformationBlockType25 is not broadcasted, the UE should consider the access attempt as allowed.

	
	

	Summary of change:
	Specify that the UE only defer the access barring checks if the SystemInformationBlockType25 is broadcasted.
Impact analysis
Impacted functionality: 

Handover functionality.
Inter-operability:
If the network is implemented according to this CR while the UE is not, there is no inter-operability.
If the UE is implemented according to this CR while the network is not, there is no inter-operability.


	
	

	Consequences if not approved:
	The UE will defer the access barring checks even the access barring checks is not needed. This results in the handover failure.
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1st change
5.3.16
Unified Access Control
5.3.16.1
General

The purpose of this procedure is to perform access barring check for an access attempt associated with a given Access Category and one or more Access Identities upon request from upper layers according to TS 24.501 [95] or the RRC layer.

After a handover resulting in change of PCell in RRC_CONNECTED the UE shall defer access barring checks until it has obtained valid UAC information (from SystemInformationBlockType25) from the target cell if the SystemInformationBlockType25 is broadcasted.

