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	Reason for change:
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	Summary of change:
	In order to resolve the issue, insert SIB26 in sidelink operation section
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V2X sidelink communication in idle mode
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If the UE is implemented according to this CR but the network is not, there is no inter-operbility problem.
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11
Sidelink operation

11.1
Sidelink communication and V2X sidelink communication
The UE may transmit or receive sidelink communication if it fulfils the condition(s) defined in TS 36.331 [3, 5.10.1a]. The UE may transmit or receive V2X sidelink communication if it fulfils the condition(s) defined in TS 36.331 [3, 5.10.1d]. When UE is in-coverage for sidelink operation as defined in clause 11.4, the UE may perform the sidelink communication according to SystemInformationBlockType18 or perform the V2X sidelink communication according to SystemInformationBlockType21 or SystemInformationBlockType26, and when out-of-coverage for sidelink, the UE may perform the sidelink communication according to SL-Preconfiguration or perform V2X sidelink communication according to SL-V2X-Preconfiguration or according to SystemInformationBlockType21 or  SystemInformationBlockType26 of the cell on the frequency which provides inter-carrier V2X sidelink configuration, as specified in TS 36.331 [3]. The UE shall not perform V2X sidelink communication according to SL-V2X-Preconfiguration if the UE detects a cell providing V2X sidelink configuration or inter-carrier V2X sidelink configuration for the frequency UE is interested to perform V2X sidelink communication on.
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