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XnAP procedures

8.1
Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 8.1-1: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER PREPARATION FAILURE

	Retrieve UE Context
	RETRIEVE UE CONTEXT REQUEST
	RETRIEVE UE CONTEXT RESPONSE
	RETRIEVE UE CONTEXT FAILURE

	S-NG-RAN node Addition Preparation
	S-NODE ADDITION REQUEST
	S-NODE ADDITION REQUEST ACKNOWLEDGE
	S-NODE ADDITION REQUEST REJECT

	M-NG-RAN node initiated S-NG-RAN node Modification Preparation
	S-NODE MODIFICATION REQUEST
	S-NODE MODIFICATION REQUEST ACKNOWLEDGE
	S-NODE MODIFICATION REQUEST REJECT

	S-NG-RAN node initiated S-NG-RAN node Modification
	S-NODE MODIFICATION REQUIRED
	S-NODE MODIFICATION CONFIRM
	S-NODE MODIFICATION REFUSE

	S-NG-RAN node initiated S-NG-RAN node CHANGE
	S-NODE CHANGE REQUIRED
	S-NODE CHANGE CONFIRM
	S-NODE CHANGE REFUSE

	M-NG-RAN node initiated S-NG-RAN node Release
	S-NODE RELEASE REQUEST
	S-NODE RELEASE REQUEST ACKNOWLEDGE
	S-NODE RELEASE REJECT

	S-NG-RAN node initiated S-NG-RAN node Release
	S-NODE RELEASE REQUIRED
	S-NODE RELEASE CONFIRM
	

	Xn Setup 
	XN SETUP REQUEST
	XN SETUP RESPONSE
	XN SETUP FAILURE

	NG-RAN node Configuration Update
	NG-RAN NODE CONFIGURATION UPDATE
	NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE
	NG-RAN NODE CONFIGURATION UPDATE FAILURE

	Cell Activation
	CELL ACTIVATION REQUEST
	CELL ACTIVATION RESPONSE
	CELL ACTIVATION FAILURE

	Reset
	RESET REQUEST
	RESET RESPONSE
	

	Xn Removal
	Xn REMOVAL REQUEST
	Xn REMOVAL RESPONSE
	Xn REMOVAL FAILURE

	E-UTRA - NR Cell Resource Coordination
	E-UTRA - NR CELL RESOURCE COORDINATION REQUEST
	E-UTRA - NR CELL RESOURCE COORDINATION RESPONSE
	


Table 8.1-2: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	Handover Cancel
	HANDOVER CANCEL

	SN Status Transfer
	SN STATUS TRANSFER

	RAN Paging
	RAN PAGING

	Data Forwarding Address Indication
	DATA FORWARDING ADDRESS INDICATION

	S-NG-RAN node Reconfiguration Completion
	S-NODE RECONFIGURATION COMPLETE

	S-NG-RAN node Counter Check
	S-NODE COUNTER CHECK REQUEST

	UE Context Release
	UE CONTEXT RELEASE

	RRC Transfer
	RRC TRANSFER

	Error Indication
	ERROR INDICATION

	Notification Control Indication
	NOTIFICATION CONTROL INDICATION

	Activity Notification
	ACTIVITY NOTIFICATION

	Secondary RAT Data Usage Report
	SECONDARY RAT DATA USAGE REPORT


>>> skip unchanged text <<<
8.3.X
Secondary RAT Data Usage Report
8.3.X.1
General

This procedure is initiated by the S-NG-RAN node to provide information on the used resources of the secondary RAT (e.g. NR resources during MR-DC operation) as specified in TS 23.501 [7].

The procedure uses UE-associated signalling.

8.3.X.2
Successful Operation


[image: image1.emf]M-NG-RANnode

SECONDARY RAT DATA USAGE REPORT
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Figure 8.3.X.2-1: Secondary RAT Data Usage Report procedure, successful operation.

The S-NG-RAN node initiates the procedure by sending the SECONDARY RAT DATA USAGE REPORT message to the M-NG-RAN node.
8.3.X.3
Unsuccessful Operation

Not applicable.

8.3.X.4
Abnormal Conditions

Not applicable.
>>> skip unchanged text <<<
9.1.2.Y
SECONDARY RAT DATA USAGE REPORT

This message is sent by the S-NG-RAN node to report data volumes for secondary RAT.
Direction: S-NG-RAN node ( M-NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU Session Resource Secondary RAT Usage List
	
	1
	
	
	YES
	reject

	> PDU Session Resource Secondary RAT Usage Item
	
	1..<maxnoofPDUSessions>
	
	
	
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	-
	-

	>>Secondary RAT Usage Information
	M
	
	9.2.3.Y1
	
	-
	-


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256.


>>> skip unchanged text in same section  <<<
9.2.3.Y1
Secondary RAT Usage Information
This IE provides information on the Secondary RAT resources used by a PDU Session with MR-DC as specified in TS 37.340 [8].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PDU Session Usage Report
	
	0..1
	
	

	>RAT Type
	M
	
	ENUMERATED (nR, e-UTRA, …)
	

	>PDU Session Timed Report List
	M
	
	Volume Timed Report List

9.2.3.z
	

	QoS Flows Usage Report List
	
	0..1
	
	

	>QoS Flows Usage Report Item
	
	1..<maxnoofQoSflows>
	
	

	>>QoS Flow Indicator
	M
	
	9.2.3.10
	

	>>RAT Type
	M
	
	ENUMERATED (nR, eutra, …)
	

	>>QoS Flows Timed Report List
	M
	
	Volume Timed Report List 

9.2.3.Z
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


9.2.3.Z
Volume Timed Report List
This IE provides information on the data usage.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Volume Timed Report Item
	
	1.. <maxnoofTimePeriods>
	
	

	>Start Timestamp
	M
	
	OCTET STRING (SIZE(4))
	UTC time encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [XX]. It indicates the start time of the collecting period of the included Usage Count UL IE and Usage Count DL IE.

	>End Timestamp
	M
	
	OCTET STRING (SIZE(4))
	UTC time encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [XX]. It indicates the end time of the collecting period of the included Usage Count UL IE and Usage Count DL IE.

	>Usage Count UL
	M
	
	INTEGER (0..264-1)
	The unit is: octets.

	>Usage Count DL
	M
	
	INTEGER (0..264-1)
	The unit is: octets.


	Range bound
	Explanation

	maxnoofTimePeriods
	Maximum no. of time reporting periods. Value is 2.


9.3.3
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

XnAP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM XnAP-CommonDataTypes


HandoverRequest,


HandoverRequestAcknowledge,


HandoverPreparationFailure,


SNStatusTransfer,


UEContextRelease,


HandoverCancel,


NotificationControlIndication,


RANPaging,


RetrieveUEContextRequest,


RetrieveUEContextResponse,


RetrieveUEContextFailure,


DataForwardingAddressIndication,

SecondaryRATDataUsageReport,

SNodeAdditionRequest,


SNodeAdditionRequestAcknowledge,


SNodeAdditionRequestReject,


SNodeReconfigurationComplete,


SNodeModificationRequest,


SNodeModificationRequestAcknowledge,


SNodeModificationRequestReject,


SNodeModificationRequired,


SNodeModificationConfirm,


SNodeModificationRefuse,


SNodeReleaseRequest,


SNodeReleaseRequestAcknowledge,


SNodeReleaseReject,


SNodeReleaseRequired,


SNodeReleaseConfirm,


SNodeCounterCheckRequest,


SNodeChangeRequired,


SNodeChangeConfirm,


SNodeChangeRefuse,


RRCTransfer,


XnRemovalRequest,


XnRemovalResponse,


XnRemovalFailure,


XnSetupRequest,


XnSetupResponse,


XnSetupFailure,


NGRANNodeConfigurationUpdate,


NGRANNodeConfigurationUpdateAcknowledge,


NGRANNodeConfigurationUpdateFailure,


E-UTRA-NR-CellResourceCoordinationRequest,


E-UTRA-NR-CellResourceCoordinationResponse,


ActivityNotification,


CellActivationRequest,


CellActivationResponse,


CellActivationFailure,


ResetRequest,


ResetResponse,


ErrorIndication,


PrivateMessage

FROM XnAP-PDU-Contents


id-handoverPreparation,


id-sNStatusTransfer,


id-handoverCancel,


id-notificationControl,


id-retrieveUEContext,


id-rANPaging,


id-dataForwardingAddressIndication,


id-uEContextRelease,

id-secondaryRATDataUsageReport,

id-sNGRANnodeAdditionPreparation,


id-sNGRANnodeReconfigurationCompletion,


id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation,


id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation,


id-mNGRANnodeinitiatedSNGRANnodeRelease,


id-sNGRANnodeinitiatedSNGRANnodeRelease,


id-sNGRANnodeCounterCheck,


id-sNGRANnodeChange,


id-activityNotification,


id-rRCTransfer,


id-xnRemoval,


id-xnSetup,


id-nGRANnodeConfigurationUpdate,


id-e-UTRA-NR-CellResourceCoordination,


id-cellActivation,


id-reset,


id-errorIndication,


id-privateMessage

FROM XnAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

XNAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode
UNIQUE,


&criticality


Criticality

DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE


&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

XnAP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
XNAP-ELEMENTARY-PROCEDURE.&procedureCode

({XNAP-ELEMENTARY-PROCEDURES}),


criticality

XNAP-ELEMENTARY-PROCEDURE.&criticality


({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XNAP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
XNAP-ELEMENTARY-PROCEDURE.&procedureCode

({XNAP-ELEMENTARY-PROCEDURES}),


criticality

XNAP-ELEMENTARY-PROCEDURE.&criticality


({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XNAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
XNAP-ELEMENTARY-PROCEDURE.&procedureCode

({XNAP-ELEMENTARY-PROCEDURES}),


criticality

XNAP-ELEMENTARY-PROCEDURE.&criticality


({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XNAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

XNAP-ELEMENTARY-PROCEDURES XNAP-ELEMENTARY-PROCEDURE ::= {


XNAP-ELEMENTARY-PROCEDURES-CLASS-1


|


XNAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

XNAP-ELEMENTARY-PROCEDURES-CLASS-1 XNAP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation









|

retrieveUEContext









|


sNGRANnodeAdditionPreparation






|


mNGRANnodeinitiatedSNGRANnodeModificationPreparation
|


sNGRANnodeinitiatedSNGRANnodeModificationPreparation
|


mNGRANnodeinitiatedSNGRANnodeRelease




|


sNGRANnodeinitiatedSNGRANnodeRelease




|


sNGRANnodeChange









|


xnRemoval











|


xnSetup












|


nGRANnodeConfigurationUpdate






|


e-UTRA-NR-CellResourceCoordination




|


cellActivation










|


reset












,


...

}

XNAP-ELEMENTARY-PROCEDURES-CLASS-2 XNAP-ELEMENTARY-PROCEDURE ::= {


sNStatusTransfer





|


handoverCancel






|


rANPaging







|


dataForwardingAddressIndication


|


uEContextRelease





|


sNGRANnodeReconfigurationCompletion

|


sNGRANnodeCounterCheck




|


rRCTransfer







|


errorIndication






|


privateMessage






|


notificationControl





|


activityNotification




|

secondaryRATDataUsageReport
,


...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

handoverPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverRequest


SUCCESSFUL OUTCOME

HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-handoverPreparation


CRITICALITY



reject

}

sNStatusTransfer
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNStatusTransfer

PROCEDURE CODE


id-sNStatusTransfer

CRITICALITY



ignore

}

handoverCancel
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverCancel

PROCEDURE CODE


id-handoverCancel

CRITICALITY



ignore

}

retrieveUEContext
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RetrieveUEContextRequest


SUCCESSFUL OUTCOME

RetrieveUEContextResponse


UNSUCCESSFUL OUTCOME
RetrieveUEContextFailure

PROCEDURE CODE


id-retrieveUEContext


CRITICALITY



reject

}

rANPaging
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RANPaging

PROCEDURE CODE


id-rANPaging

CRITICALITY



reject

}

dataForwardingAddressIndication
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DataForwardingAddressIndication

PROCEDURE CODE


id-dataForwardingAddressIndication

CRITICALITY



reject

}

uEContextRelease
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextRelease

PROCEDURE CODE


id-uEContextRelease

CRITICALITY



reject

}

sNGRANnodeAdditionPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeAdditionRequest


SUCCESSFUL OUTCOME

SNodeAdditionRequestAcknowledge


UNSUCCESSFUL OUTCOME
SNodeAdditionRequestReject

PROCEDURE CODE


id-sNGRANnodeAdditionPreparation


CRITICALITY



reject

}

sNGRANnodeReconfigurationCompletion
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeReconfigurationComplete

PROCEDURE CODE


id-sNGRANnodeReconfigurationCompletion

CRITICALITY



reject

}

mNGRANnodeinitiatedSNGRANnodeModificationPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeModificationRequest


SUCCESSFUL OUTCOME

SNodeModificationRequestAcknowledge


UNSUCCESSFUL OUTCOME
SNodeModificationRequestReject

PROCEDURE CODE


id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation


CRITICALITY



reject

}

sNGRANnodeinitiatedSNGRANnodeModificationPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeModificationRequired


SUCCESSFUL OUTCOME

SNodeModificationConfirm


UNSUCCESSFUL OUTCOME
SNodeModificationRefuse

PROCEDURE CODE


id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation


CRITICALITY



reject

}

mNGRANnodeinitiatedSNGRANnodeRelease
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeReleaseRequest


SUCCESSFUL OUTCOME

SNodeReleaseRequestAcknowledge


UNSUCCESSFUL OUTCOME
SNodeReleaseReject


PROCEDURE CODE


id-mNGRANnodeinitiatedSNGRANnodeRelease


CRITICALITY



reject

}

sNGRANnodeinitiatedSNGRANnodeRelease
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeReleaseRequired


SUCCESSFUL OUTCOME

SNodeReleaseConfirm


PROCEDURE CODE


id-sNGRANnodeinitiatedSNGRANnodeRelease


CRITICALITY



reject

}

sNGRANnodeCounterCheck
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeCounterCheckRequest

PROCEDURE CODE


id-sNGRANnodeCounterCheck

CRITICALITY



reject

}

sNGRANnodeChange

XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeChangeRequired


SUCCESSFUL OUTCOME

SNodeChangeConfirm


UNSUCCESSFUL OUTCOME
SNodeChangeRefuse


PROCEDURE CODE


id-sNGRANnodeChange


CRITICALITY



reject

}

rRCTransfer
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RRCTransfer

PROCEDURE CODE


id-rRCTransfer

CRITICALITY



ignore

}

xnRemoval
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

XnRemovalRequest

SUCCESSFUL OUTCOME

XnRemovalResponse

UNSUCCESSFUL OUTCOME

XnRemovalFailure

PROCEDURE CODE


id-xnRemoval

CRITICALITY



reject

}

xnSetup
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

XnSetupRequest

SUCCESSFUL OUTCOME

XnSetupResponse

UNSUCCESSFUL OUTCOME

XnSetupFailure

PROCEDURE CODE


id-xnSetup

CRITICALITY



reject

}

nGRANnodeConfigurationUpdate
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NGRANNodeConfigurationUpdate

SUCCESSFUL OUTCOME

NGRANNodeConfigurationUpdateAcknowledge

UNSUCCESSFUL OUTCOME
NGRANNodeConfigurationUpdateFailure

PROCEDURE CODE


id-nGRANnodeConfigurationUpdate

CRITICALITY



reject

}

e-UTRA-NR-CellResourceCoordination
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

E-UTRA-NR-CellResourceCoordinationRequest

SUCCESSFUL OUTCOME

E-UTRA-NR-CellResourceCoordinationResponse

PROCEDURE CODE


id-e-UTRA-NR-CellResourceCoordination

CRITICALITY



reject

}

cellActivation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellActivationRequest

SUCCESSFUL OUTCOME

CellActivationResponse

UNSUCCESSFUL OUTCOME
CellActivationFailure

PROCEDURE CODE


id-cellActivation

CRITICALITY



reject

}

reset
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResetRequest

SUCCESSFUL OUTCOME

ResetResponse

PROCEDURE CODE


id-reset

CRITICALITY



reject

}

errorIndication
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication

PROCEDURE CODE


id-errorIndication

CRITICALITY



ignore

}

notificationControl


XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NotificationControlIndication


PROCEDURE CODE


id-notificationControl


CRITICALITY



ignore

}

activityNotification

XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ActivityNotification


PROCEDURE CODE


id-activityNotification


CRITICALITY



ignore

}

privateMessage


XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

secondaryRATDataUsageReport
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SecondaryRATDataUsageReport


PROCEDURE CODE


id-secondaryRATDataUsageReport


CRITICALITY



reject

}

END
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ActivationIDforCellActivation,


ActivationIDforCellActivation,


AMF-Pool-Information,


AMF-UE-NGAP-ID,


AS-SecurityInformation,


AssistanceDataForRANPaging,


Cause,


CellAssistanceInfo-NR,


CPTransportLayerInformation,


CriticalityDiagnostics,


DataforwardingInfoperPDUSession-List,


DataTrafficResourceIndication,


DeliveryStatus,


DesiredActNotificationLevel,


DRB-ID,


DRB-List,


DRB-Number,


DRBsSubjectToStatusTransfer-List,

DRBToQoSFlowMapping-List,

E-UTRA-CGI,


ExpectedUEBehaviour,


GlobalNG-RANNode-ID,


GlobalNG-RANCell-ID,


GUAMI,


I-RNTI,


LocationReportingInformation,


LowerLayerPresenceStatusChange,


ServedCells-E-UTRA,


ServedCells-NR,


ServedCellsToUpdate-E-UTRA,


ServedCellsToUpdate-NR,


MAC-I,


MaskedIMEISV,


MobilityRestrictionList,


NG-RAN-Cell-Identity,


NG-RANnodeUEXnAPID,


NR-CGI,


PagingDRX,


PagingPriority,


PLMN-Identity,

PDCPChangeIndication,


PDUSessionAggregateMaximumBitRate,

PDUSession-ID,


PDUSession-List,


PDUSession-List-withCause,


PDUSession-List-withDataForwardingFromTarget,


PDUSession-List-withDataForwardingRequest,


PDUSessionResourcesAdmitted-List,


PDUSessionResourcesNotAdmitted-List,


PDUSessionResourcesToBeSetup-List,


PDUSessionResourceChangeRequiredInfo-SNterminated,


PDUSessionResourceChangeRequiredInfo-MNterminated,


PDUSessionResourceChangeConfirmInfo-SNterminated,


PDUSessionResourceChangeConfirmInfo-MNterminated,

PDUSessionResourceSecondaryRATUsageList,

PDUSessionResourceSetupInfo-SNterminated,


PDUSessionResourceSetupInfo-MNterminated,


PDUSessionResourceSetupResponseInfo-SNterminated,


PDUSessionResourceSetupResponseInfo-MNterminated,


PDUSessionResourceModificationInfo-SNterminated,


PDUSessionResourceModificationInfo-MNterminated,


PDUSessionResourceModificationResponseInfo-SNterminated,


PDUSessionResourceModificationResponseInfo-MNterminated,


PDUSessionResourceModConfirmInfo-SNterminated,


PDUSessionResourceModConfirmInfo-MNterminated,


PDUSessionResourceModRqdInfo-SNterminated,


PDUSessionType,


QoSFlowIndicator,


QoSFlowNotificationControlIndicationInfo,


QoSFlows-List,


RANPagingArea,


ResetRequestTypeInfo,

ResetResponseTypeInfo,


RFSP-Index,


RRCConfigIndication,


RRCResumeCause,


SCGConfigurationQuery,


SecurityIndication,


ServedCells-NR,


S-NG-RANnode-SecurityKey,


SpectrumSharingGroupID,


SplitSRBsTypes,

S-NSSAI,


TAISupport-List,

Target-CGI,


TimeToWait,

TraceActivation,


TraceActivation,

UEAggregateMaximumBitRate,


UEContextID,


UEContextInfoRetrUECtxtResp,


UEContextKeptIndicator,

UEHistoryInformation,

UEIdentityIndexValue,


UERANPagingIdentity,


UESecurityCapabilities,


UPTransportLayerInformation,


UserPlaneTrafficActivityReport,

XnBenefitValue
FROM XnAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


XNAP-PRIVATE-IES,


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES,


XNAP-PROTOCOL-IES-PAIR

FROM XnAP-Containers


id-ActivatedServedCells,


id-ActivationIDforCellActivation,


id-AdditionalDRBIDs,

id-AMF-Pool-Information,


id-AssistanceDataForRANPaging,


id-AvailableDRBIDs,


id-Cause,


id-cellAssistanceInfo-NR,


id-ConfigurationUpdateInitiatingNodeChoice,


id-UEContextID,


id-CriticalityDiagnostics,


id-dataforwardingInfoperPDUSession-List,


id-DesiredActNotificationLevel,


id-DRBsSubjectToStatusTransfer-List,


id-ExpectedUEBehaviour,


id-GlobalNG-RAN-node-ID,


id-GUAMI,


id-indexToRatFrequSelectionPriority,


id-List-of-served-cells-E-UTRA,


id-List-of-served-cells-NR,


id-LocationReportingInformation,

id-MAC-I,


id-MaskedIMEISV,


id-MN-to-SN-Container,

id-MobilityRestrictionList,

id-M-NG-RANnodeUEXnAPID,


id-new-NG-RAN-Cell-Identity,


id-newNG-RANnodeUEXnAPID,


id-oldNG-RANnodeUEXnAPID,


id-OldtoNewNG-RANnodeResumeContainer,


id-PagingDRX,


id-PagingPriority,


id-PCellID,


id-PDUSessionResourceSecondaryRATUsageList,


id-PDUSessionResourcesActivityNotifyList,

id-PDUSessionResourcesAdmitted-List,


id-PDUSessionResourcesNotAdmitted-List,


id-PDUSessionResourcesNotifyList,


id-PDUSessionToBeAddedAddReq,


id-RANPagingArea,


id-requestedSplitSRB,


id-RequiredNumberOfDRBIDs,


id-ResetRequestTypeInfo,

id-ResetResponseTypeInfo,


id-RespondingNodeTypeConfigUpdateAck,


id-RRCResumeCause,


id-selectedPLMN,

id-ServedCellsToActivate,


id-servedCellsToUpdate-E-UTRA,


id-ServedCellsToUpdateInitiatingNodeChoice,


id-servedCellsToUpdate-NR,


id-sourceNG-RANnodeUEXnAPID,


id-SpareDRBIDs,

id-S-NG-RANnodeUEXnAPID,


id-TAISupport-list,


id-Target2SourceNG-RANnodeTranspContainer,


id-targetCellGlobalID,


id-targetNG-RANnodeUEXnAPID,


id-TimeToWait,


id-TraceActivation,


id-TraceActivation,


id-UEContextInfoHORequest,


id-UEContextInfoRetrUECtxtResp,


id-UEContextKeptIndicator,

id-UEContextRefAtSN-HORequest,


id-UEHistoryInformation,

id-UEIdentityIndexValue,


id-UERANPagingIdentity,


id-UESecurityCapabilities,

id-UserPlaneTrafficActivityReport,

id-XnRemovalThreshold,


id-PDUSessionAdmittedAddedAddReqAck,


id-PDUSessionNotAdmittedAddReqAck,


id-SN-to-MN-Container,


id-admittedSplitSRB,


id-RRCConfigIndication,


id-SplitSRB-RRCTransfer,

id-NRUEMeasurementReportRRCTransfer,


id-PDUSessionReleasedList-RelConf,


id-BearersSubjectToCounterCheck,


id-PDUSessionReleasedList-RelConf,


id-PDUSessionToBeReleasedList-RelRqd,


id-ResponseInfo-ReconfCompl,

id-initiatingNodeType-ResourceCoordRequest,


id-respondingNodeType-ResourceCoordResponse,


id-PDUSessionToBeReleased-RelReq,


id-PDUSession-SNChangeRequired-List,


id-PDUSession-SNChangeConfirm-List,


id-PDCPChangeIndication,


id-SCGConfigurationQuery,


id-UEContextInfo-SNModRequest,


id-requestedSplitSRBrelease,


id-PDUSessionAdmitted-SNModResponse,


id-PDUSessionNotAdmitted-SNModResponse,


id-admittedSplitSRB,


id-admittedSplitSRBrelease,


id-PDUSessionAdmittedModSNModConfirm,

id-PDUSessionReleasedSNModConfirm,


id-s-ng-RANnode-SecurityKey,


id-PDUSessionToBeModifiedSNModRequired,


id-S-NG-RANnodeUE-AMBR,


id-PDUSessionToBeReleasedSNModRequired,


id-target-S-NG-RANnodeID,


maxnoofCellsinNG-RANnode,


maxnoofDRBs,


maxnoofPDUSessions,


maxnoofQoSFlows

FROM XnAP-Constants;

-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{HandoverRequest-IEs}},


...

}

>>>>> skip unchanged text  <<<<<
-- **************************************************************

--

-- E-UTRA NR CELL RESOURCE COORDINATION RESPONSE

--

-- **************************************************************

E-UTRA-NR-CellResourceCoordinationResponse::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{E-UTRA-NR-CellResourceCoordinationResponse-IEs}},


...

}

E-UTRA-NR-CellResourceCoordinationResponse-IEs XNAP-PROTOCOL-IES ::= {

{ ID id-respondingNodeType-ResourceCoordResponse  CRITICALITY reject  TYPE RespondingNodeType-ResourceCoordResponse PRESENCE mandatory},


...

}

RespondingNodeType-ResourceCoordResponse ::= CHOICE {


ng-eNB







ResourceCoordResponse-ng-eNB-initiated,

gNB








ResourceCoordResponse-gNB-initiated,

choice-extension




ProtocolIE-Single-Container { {RespondingNodeType-ResourceCoordResponse-ExtIEs} }

}

RespondingNodeType-ResourceCoordResponse-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

ResourceCoordResponse-ng-eNB-initiated ::= SEQUENCE {


dataTrafficResourceIndication

DataTrafficResourceIndication,


spectrumSharingGroupID



SpectrumSharingGroupID,


listofE-UTRACells





SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {ResourceCoordResponse-ng-eNB-initiated-ExtIEs} } OPTIONAL,


...

}

ResourceCoordResponse-ng-eNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResourceCoordResponse-gNB-initiated ::= SEQUENCE {


dataTrafficResourceIndication

DataTrafficResourceIndication,


spectrumSharingGroupID



SpectrumSharingGroupID,


listofNRCells






SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF NR-CGI OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {ResourceCoordResponse-gNB-initiated-ExtIEs} } OPTIONAL,


...

}

ResourceCoordResponse-gNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SECONDARY RAT DATA USAGE REPORT

--

-- **************************************************************

SecondaryRATDataUsageReport ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{{SecondaryRATDataUsageReport-IEs}},


...

}

SecondaryRATDataUsageReport-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID







PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID







PRESENCE mandatory}|


{ ID id-PDUSessionResourceSecondaryRATUsageList
CRITICALITY reject

TYPE PDUSessionResourceSecondaryRATUsageList
PRESENCE mandatory},


...

}

>>>>> skip unchanged text  <<<<<
9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxEARFCN,


maxnoofAllowedAreas,

maxnoofAMFSets,

maxnoofAoIs,


maxnoofBPLMNs,


maxnoofCellsinAoI,


maxnoofCellsinNG-RANnode,


maxnoofCellsinRNA,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,

maxnoofDRBs,


maxnoofEPLMNs,


maxnoofEUTRABands,

maxnoofForbiddenTACs,


maxnoofMBSFNEUTRA,


maxnoofNeighbours,


maxnoofNRCellBands,


maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofProtectedResourcePatterns,


maxnoofQoSFlows,


maxnoofRANAreaCodes,


maxnoofRANAreasinRNA,


maxnoofSCellGroups,


maxnoofSCellGroupsplus1,


maxnoofSliceItems,

maxnoofsupportedTACs,


maxnoofsupportedPLMNs,


maxnoofTAI,


maxnoofTAIsinAoI,

maxnoofTNLAssociations,

maxnoofUEContexts,


maxNRARFCN,


maxNrOfErrors,


maxnoofRANNodesinAoI,

maxnooftimeperiods
FROM XnAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM XnAP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES

FROM XnAP-Containers;

>>>>> skip unchanged text  <<<<<
-- **************************************************************

--

-- PDU Session related message level IEs END

--

-- **************************************************************

PDUSessionResourceSecondaryRATUsageList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSecondaryRATUsageItem
PDUSessionResourceSecondaryRATUsageItem ::= SEQUENCE {


pDUSessionID







PDUSessionID,


secondaryRATUsageInformation





SecondaryRATUsageInformation,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSecondaryRATUsageItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSecondaryRATUsageItem-ExtIEs XN-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionUsageReport ::= SEQUENCE {


rATType







ENUMERATED {nr, eutra, ...},


pDUSessionTimedReportList


VolumeTimedReportList,

iE-Extensions





ProtocolExtensionContainer { {PDUSessionUsageReport-ExtIEs} } OPTIONAL,

...

}

PDUSessionUsageReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionType ::= ENUMERATED {ipv4, ipv6, ipv4v6, ethernet, unstructured, ...}

PDUSession-ID
::= INTEGER (0..255)

PDUSessionNetworkInstance
::= INTEGER (1..256, ...)
PLMN-Identity ::= OCTET STRING (SIZE(3))

>>>>> skip unchanged text  <<<<<
QoSFlowsNotAdmitted-List ::= SEQUENCE (SIZE (1..maxnoofQoSFlows)) OF QoSFlowNotAdmitted-Item
QoSFlowNotAdmitted-Item ::= SEQUENCE {


qfi






QoSFlowIndicator,


cause





Cause,


iE-Extension

ProtocolExtensionContainer { {QoSFlowNotAdmitted-Item-ExtIEs} }
OPTIONAL,


...

}

QoSFlowNotAdmitted-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

QoSFlowsToBeSetup-List ::= SEQUENCE (SIZE (1..maxnoofQoSFlows)) OF QoSFlowsToBeSetup-Item
QoSFlowsToBeSetup-Item ::= SEQUENCE {


qfi







QoSFlowIndicator,


dlDataForwarding



DLForwarding









OPTIONAL,


qosFlowLevelQoSParameters

QoSFlowLevelQoSParameters,


e-RAB-ID





E-RAB-ID










OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {QoSFlowsToBeSetup-Item-ExtIEs} }
OPTIONAL,


...

}

QoSFlowsToBeSetup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

QoSFlowsUsageReportList ::= SEQUENCE (SIZE(1..maxnoofQoSflows)) OF QoSFlowsUsageReport-Item
QoSFlowsUsageReport-Item ::= SEQUENCE {


qosFlowIndicator




QoSFlowIndicator,

rATType







ENUMERATED {nr, eutra, ...},

qoSFlowsTimedReportList



VolumeTimedReportList,

iE-Extensions





ProtocolExtensionContainer { {QoSFlowsUsageReport-Item-ExtIEs} } OPTIONAL,

...

}

QoSFlowsUsageReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

-- S

SCGConfigurationQuery
::= ENUMERATED {true, ...}

SecondaryRATUsageInformation ::= SEQUENCE {


pDUSessionUsageReport

PDUSessionUsageReport



OPTIONAL,


qosFlowsUsageReportList

QoSFlowsUsageReportList



OPTIONAL,

iE-Extension



ProtocolExtensionContainer { {SecondaryRATUsageInformation-ExtIEs} }
OPTIONAL,


...

}

SecondaryRATUsageInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

-- V

VolumeTimedReportList ::= SEQUENCE (SIZE(1..maxnooftimeperiods)) OF VolumeTimedReport-Item

VolumeTimedReport-Item ::= SEQUENCE {


startTimeStamp



OCTET STRING (SIZE(4)),

endTimeStamp




OCTET STRING (SIZE(4)),

usageCountUL




INTEGER (0..18446744073709551615),


usageCountDL




INTEGER (0..18446744073709551615),


iE-Extensions



ProtocolExtensionContainer { {VolumeTimedReport-Item-ExtIEs} } OPTIONAL,

...

}

VolumeTimedReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

>>>>> skip unchanged text  <<<<<
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XnAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0
id-sNStatusTransfer











ProcedureCode ::= 1
id-handoverCancel











ProcedureCode ::= 2
id-retrieveUEContext










ProcedureCode ::= 3
id-rANPaging












ProcedureCode ::= 4
id-dataForwardingAddressIndication







ProcedureCode ::= 5
id-uEContextRelease











ProcedureCode ::= 6
id-sNGRANnodeAdditionPreparation







ProcedureCode ::= 7
id-sNGRANnodeReconfigurationCompletion






ProcedureCode ::= 8
id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 9
id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 10
id-mNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 11
id-sNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 12
id-sNGRANnodeCounterCheck









ProcedureCode ::= 13
id-sNGRANnodeChange











ProcedureCode ::= 14
id-rRCTransfer












ProcedureCode ::= 15

id-xnRemoval












ProcedureCode ::= 16
id-xnSetup













ProcedureCode ::= 17
id-nGRANnodeConfigurationUpdate








ProcedureCode ::= 18
id-cellActivation











ProcedureCode ::= 19
id-reset













ProcedureCode ::= 20
id-errorIndication











ProcedureCode ::= 21

id-privateMessage











ProcedureCode ::= 22

id-notificationControl










ProcedureCode ::= 23

id-activityNotification










ProcedureCode ::= 24

id-e-UTRA-NR-CellResourceCoordination






ProcedureCode ::= 25
id-secondaryRATDataUsageReport








ProcedureCode ::= 26
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 262143
maxnoofAllowedAreas






INTEGER ::= 16
maxnoofAoIs








INTEGER ::= 64

maxnoofBPLMNs







INTEGER ::= 12
maxnoofCellsinAoI






INTEGER ::= 256

maxnoofCellsinUEHistoryInfo




INTEGER ::= 16

maxnoofCellsinNG-RANnode





INTEGER ::= 16384

maxnoofCellsinRNA






INTEGER ::= 32

maxnoofDRBs








INTEGER ::= 32

maxnoofEUTRABands






INTEGER ::= 16

maxnoofEPLMNs







INTEGER ::= 15

maxnoofForbiddenTACs






INTEGER ::= 4096

maxnoofMBSFNEUTRA






INTEGER ::= 8

maxnoofNeighbours






INTEGER ::= 1024

maxnoofNRCellBands






INTEGER ::= 32

maxnoofPLMNs







INTEGER ::= 16

maxnoofPDUSessions






INTEGER ::= 256

maxnoofProtectedResourcePatterns


INTEGER ::= 16
maxnoofQoSFlows







INTEGER ::= 64
maxnoofRANAreaCodes






INTEGER ::= 32

maxnoofRANAreasinRNA





INTEGER ::= 16

maxnoofRANNodesinAoI





INTEGER ::= 64
maxnoofSCellGroups






INTEGER ::= 3

maxnoofSCellGroupsplus1




INTEGER ::= 4

maxnoofSliceItems






INTEGER ::= 1024

maxnoofsupportedPLMNs





INTEGER ::= 16  -- This IE may need to be refined.
maxnoofsupportedTACs





INTEGER ::= 1024 -- This IE may need to be refined.

maxnoofTAI








INTEGER ::= 16
maxnoofTAIsinAoI 






INTEGER ::= 16
maxnooftimeperiods






INTEGER ::= 2
maxnoofUEContexts






INTEGER ::= 8292
maxNRARFCN








INTEGER ::= 3279165

maxNrOfErrors







INTEGER ::= 256

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-ActivatedServedCells



















ProtocolIE-ID ::= 0

id-ActivationIDforCellActivation
















ProtocolIE-ID ::= 1

id-admittedSplitSRB




















ProtocolIE-ID ::= 2

id-admittedSplitSRBrelease


















ProtocolIE-ID ::= 3

id-AMF-Pool-Information



















ProtocolIE-ID ::= 4

id-AssistanceDataForRANPaging

















ProtocolIE-ID ::= 5

id-BearersSubjectToCounterCheck

















ProtocolIE-ID ::= 6

id-Cause






















ProtocolIE-ID ::= 7

id-cellAssistanceInfo-NR


















ProtocolIE-ID ::= 8

id-ConfigurationUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 9

id-CriticalityDiagnostics


















ProtocolIE-ID ::= 10
id-dataforwardingInfoperPDUSession-List














ProtocolIE-ID ::= 11

id-DRBsSubjectToStatusTransfer-List
















ProtocolIE-ID ::= 12

id-ExpectedUEBehaviour



















ProtocolIE-ID ::= 13
id-GlobalNG-RAN-node-ID



















ProtocolIE-ID ::= 14

id-GUAMI






















ProtocolIE-ID ::= 15

id-indexToRatFrequSelectionPriority
















ProtocolIE-ID ::= 16
id-initiatingNodeType-ResourceCoordRequest














ProtocolIE-ID ::= 17

id-List-of-served-cells-E-UTRA

















ProtocolIE-ID ::= 18

id-List-of-served-cells-NR


















ProtocolIE-ID ::= 19

id-LocationReportingInformation

















ProtocolIE-ID ::= 20

id-MAC-I






















ProtocolIE-ID ::= 21

id-MaskedIMEISV





















ProtocolIE-ID ::= 22

id-M-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 23
id-MN-to-SN-Container




















ProtocolIE-ID ::= 24
id-MobilityRestrictionList


















ProtocolIE-ID ::= 25
id-new-NG-RAN-Cell-Identity


















ProtocolIE-ID ::= 26

id-newNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 27

id-NRUEMeasurementReportRRCTransfer
















ProtocolIE-ID ::= 28

id-oldNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 29

id-OldtoNewNG-RANnodeResumeContainer















ProtocolIE-ID ::= 30

id-PagingDRX





















ProtocolIE-ID ::= 31

id-PCellID























ProtocolIE-ID ::= 32

id-PDCPChangeIndication



















ProtocolIE-ID ::= 33
id-PDUSessionAdmittedAddedAddReqAck
















ProtocolIE-ID ::= 34

id-PDUSessionAdmittedModSNModConfirm
















ProtocolIE-ID ::= 35

id-PDUSessionAdmitted-SNModResponse
















ProtocolIE-ID ::= 36

id-PDUSessionNotAdmittedAddReqAck
















ProtocolIE-ID ::= 37

id-PDUSessionNotAdmitted-SNModResponse















ProtocolIE-ID ::= 38

id-PDUSessionReleasedList-RelConf
















ProtocolIE-ID ::= 39
id-PDUSessionReleasedSNModConfirm
















ProtocolIE-ID ::= 40
id-PDUSessionResourcesActivityNotifyList














ProtocolIE-ID ::= 41
id-PDUSessionResourcesAdmitted-List
















ProtocolIE-ID ::= 42
id-PDUSessionResourcesNotAdmitted-List















ProtocolIE-ID ::= 43
id-PDUSessionResourcesNotifyList
















ProtocolIE-ID ::= 44
id-PDUSession-SNChangeConfirm-List
















ProtocolIE-ID ::= 45
id-PDUSession-SNChangeRequired-List
















ProtocolIE-ID ::= 46

id-PDUSessionToBeAddedAddReq


















ProtocolIE-ID ::= 47
id-PDUSessionToBeModifiedSNModRequired















ProtocolIE-ID ::= 48
id-PDUSessionToBeReleasedList-RelRqd
















ProtocolIE-ID ::= 49

id-PDUSessionToBeReleased-RelReq

















ProtocolIE-ID ::= 50
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