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[75]
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[76]
3GPP TS 23.167: "IP Multimedia Subsystem (IMS) emergency sessions".

[77]
3GPP TS 24.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 3".

[78]
3GPP TS 34.109: "Terminal logical test interface; Special conformance testing functions".

[79]
3GPP TS 36.509: "Special conformance testing functions for User Equipment (UE)".

[80]
Void.

[81]
3GPP TS 24.623: "Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services".

[82]
3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture".

[83]
GSMA PRD IR.92: "IMS Profile for Voice and SMS".

[84]
GSMA PRD IR.51: "IMS Profile for Voice, Video and SMS over Wi-Fi".
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3GPP TS 24.238: "Session Initiation Protocol (SIP) based user configuration; Stage3".
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[87]
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FFS

[89]
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[90]
3GPP TS 24.390: " Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem IMS; Stage 3"
[91]
3GPP TS 38.101-1: " NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone "

[92]
3GPP TS 38.101-2: " NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone "
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A.4.10
UE Implementation Types

Table A.18: UE Access Technologies

	Item
	UE Access Technologies
	Reference
	Status
	Release
	Mnemonic
	Support

	1
	E-UTRA
	36.101 [70]
	o
	Rel-8
	pc_eFDD or pc_eTDD
	

	2
	UTRA
	21.904 [71], 5
	o
	R99
	pc_UTRA
	

	3
	Fixed Broadband
	24.229 [10], Annex E
	o
	Rel-7
	pc_FixedBroadband
	

	4
	WLAN
	IEEE Std 802.11
	o
	
	pc_WLAN
	

	5
	NR
	38.101-1 [91], 38.101-2 [92]
	o
	Rel-15
	pc_NG_RAN_NR
Editor's Note: same as TS 38.508-2 entry. Reference to be shown.
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