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<Start of first modified section>
Table A.4.3-3a: RF Additional Baseline Implementation Capabilities

	Item
	RF Additional Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Support of 1.4 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 1.4 MHz Bandwidth:

2, 3, 4, 5, 8, 12, 23, 25, 26, 27, 31, 35, 36, 53, 65, 66, 72, 74

	2
	Support of 3 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 3 MHz Bandwidth:

2, 3, 4, 5, 8, 12, 23, 25, 26, 27, 28, 31, 35, 36, 44, 53, 65, 66, 72, 74

	3
	Support of 5 MHz channel bandwidth
	36.101, 5.6.1
	All operating bands support 5 MHz Bandwidth except band 46 and Band 47

	4
	Support of 10 MHz channel bandwidth
	36.101, 5.6.1
	All operating bands support 10 MHz Bandwidth except band 31and 72

	5
	Support of 15 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 15 MHz Bandwidth:

1, 2, 3, 4, 7, 9, 10, 18, 19, 20, 21, 22, 23, 25, 26, 28, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45, 48, 65, 66, 70, 74

	6
	Support of 20 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 20MHz Bandwidth:

1, 2, 3, 4, 7, 9, 10, 20, 22, 23, 25, 28, 33, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45, 46, 47, 48, 65, 66, 701, 74

	7
	Support of 20 MHz for both PCell and SCell
	36.101, 5.6A.1
	

	8
	Support of 20 MHz for PCell and 10 MHz for SCell
	36.101, 5.6A.1
	

	9
	Support at most 40 MHz aggregated bandwidth
	36.101, 5.6A.1
	

	10
	Support at most 60 MHz aggregated bandwidth
	36.101, 5.6A.1
	

	11
	Support at most 80 MHz aggregated bandwidth
	36.101, 5.6A.1
	

	12
	Support at most 100 MHz aggregated bandwidth
	36.101, 5.6A.1
	

	Note 1:
1 For the 20 MHz channel bandwidth, the additional baseline implementation capabilities are restricted to E‑UTRA operation when carrier aggregation is configured.


<End of modified section>
