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------------------------------ Modified section ------------------------------
2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 25.104: "Base Station (BS) radio transmission and reception (FDD)".
[3]	3GPP TS 25.105: "Base Station (BS) radio transmission and reception (TDD)".
[4]	3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception".
[5]	3GPP TS 37.104: "NR, E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) radio transmission and reception".
[6]	3GPP TS 37.105: "Active Antenna System (AAS) Base Station (BS) transmission and reception".
[7]	3GPP TR 37.842: "E-UTRA and UTRA; Radio Frequency (RF) requirement background for Active Antenna System (AAS) Base Station (BS)".
[8]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".
[9]	3GPP TS 37.145-1: "Active Antenna System (AAS) Base Station (BS) conformance testing; Part 1: Conducted conformance testing".
[10]	3GPP TS 25.141: "Base Station (BS) conformance testing (FDD)".
[11]	3GPP TS 25.142: "Base Station (BS) conformance testing (TDD)".
[12]	3GPP TS 36.141: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) conformance testing".
[13]	3GPP TS 37.141: "NR, E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) conformance testing".
------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535441403]6.7.6.4.5.1.1	E-UTRA and NR MSR operation
The TRP of any spurious emission shall not exceed the limits of table 6.7.6.4.5.1.1-1 for an AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.4.5.1.1-1 apply for each supported operating band.
Table 6.7.6.4.5.1.1-1: AAS BS OTA Spurious emissions limits for co-existence with systems operating in other frequency bands
------------------------------ Unchanged part omitted ------------------------------

	NR Band n78
	3300 MHz – 3800 MHz
	-40.4 dBm
	1 MHz
	This is not applicable to BS operating in Band 42, 43, 48, 49, n77 or n78

	NR Band n79
	4400 – 5000 MHz
	-39.5 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n79

	NR Band n80
	1710 - 1785 MHz
	-37.4 dBm
	1 MHz
	This requirement does not apply to BS operating in band 3/n3, since it is already covered by the requirement in sub-clause 6.7.6.3.5.1
For BS operating in band 9, it applies for 1710 MHz to 1749.9 MHz and 1784.9 MHz to 1785 MHz, while the rest is covered in sub-clause 6.7.6.3.5.1



------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535441404]6.7.6.4.5.2	Single RAT UTRA operation
The TRP of any spurious emission shall not exceed the limits of table 6.7.6.4.5.2-1 for a AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.4.5.2-1 apply for each supported operating band.
Table 6.7.6.4.5.2-1 OTA AAS BS Spurious emissions limits for UTRA FDD BS in geographic coverage area of systems operating in other frequency bands
------------------------------ Unchanged part omitted ------------------------------
	UTRA TDD Band a) or E-UTRA Band 34
or NR band n34
	2010 – 2025 MHz
	-43.4dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz
	-43.4dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-43.4dBm
	1 MHz
	

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-43.4dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38
or NR band n38
	2570 – 2620 MHz
	-43.4dBm
	1 MHz
	

	UTRA TDD Band f) or E-UTRA Band 39
or NR band n39
	1880 – 1920 MHz
	-43.4dBm
	1 MHz
	Applicable in China

	UTRA TDD in Band e) or E-UTRA Band 40
or NR band n40
	2300 – 2400 MHz
	-43.4dBm
	1 MHz
	

	E-UTRA Band 41
or NR band n41
	2496 - 2690 MHz
	-43.4dBm
	1 MHz
	

	E-UTRA Band 42
	3400 – 3600 MHz
	-43.0dBm
	1 MHz
	

	E-UTRA Band 43
	3600 – 3800 MHz
	-43.0dBm
	1 MHz
	

	E-UTRA Band 44
	703 - 803 MHz
	-43.4dBm
	1 MHz
	

	E-UTRA Band 45
	1447 - 1467 MHz
	-43.4dBm
	1 MHz
	

	E-UTRA Band 46
	5150 - 5925 MHz
	-42.5  dBm
	1 MHz
	

	E-UTRA Band 47
	5855 - 5925 MHz
	-42.5  dBm
	1 MHz
	

	E-UTRA Band 48
	3550 – 3700 MHz
	-43.0dBm
	1 MHz
	

	E-UTRA Band 50 or NR Band n50
	1432 - 1517 MHz
	-40.4 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in Band XI

	E-UTRA Band 51 or NR Band n51
	1427 - 1432 MHz
	-40.4 dBm
	1 MHz
	

	E-UTRA Band 65
	2110 - 2200 MHz
	-43.4dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in band I, 

	
	1920 - 2010 MHz

	-40.4dBm
	1 MHz
	For UTRA BS operating in Band I, it applies for 1980 MHz to 2010 MHz, while the rest is covered in subclause 6.7.6.5.1.4

	E-UTRA Band 66 or NR band n66
	2110 - 2200 MHz
	-43.4dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in band IV or X .

	
	1710 - 1780 MHz
	-40.4dBm
	1 MHz
	For UTRA BS operating in Band IV, this requirement applies for 1755 MHz to 1780 MHz, while the rest is covered in subclause 6.7.6.5.1.4. For  UTRA BS operating in Band X, this requirement applies for 1770 MHz to 1780 MHz, while the rest is covered in subclause 6.7.6.5.1.4.

	E-UTRA Band 67
	738 - 758 MHz
	-43.4dBm
	1 MHz
	

	E-UTRA Band 68
	753 -783 MHz
	-43.4dBm
	1 MHz
	

	
	698-728 MHz
	-40.4dBm
	1 MHz
	

	E-UTRA Band 69
	2570 - 2620 MHz
	-43.4dBm
	1 MHz
	

	E-UTRA Band 70 or NR band n70
	1995 – 2020 MHz
	-43.4dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in band II or XXV.

	
	1695 – 1710 MHz
	-40.4dBm
	1 MHz
	

	E-UTRA Band 71 or NR Band n71
	617 - 652 MHz
	-40.4 dBm
	1 MHz
	

	
	663 – 698 MHz
	-37.4 dBm
	1 MHz
	

	E-UTRA Band 72
	461 - 466 MHz
	-40.4 dBm
	1 MHz
	

	
	451 - 456 MHz
	-37.4 dBm
	1 MHz
	

	E-UTRA Band 73
	460 - 465 MHz
	-40.4 dBm
	1 MHz
	

	
	450 - 455 MHz
	-37.4 dBm
	1 MHz
	

	E-UTRA Band 74 or NR band n74
	1475 – 1518 MHz
	-40.4 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI.

	
	1427 – 1470 MHz
	-37.4 dBm
	1MHz
	

	E-UTRA Band 75 or NR Band n75
	1432 - 1517 MHz
	-40.4 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI.

	E-UTRA Band 76 or NR Band n76
	1427 - 1432 MHz
	-40.4 dBm
	1 MHz
	

	NR Band n77
	3300 MHz – 4200 MHz
	-40.4 dBm
	1 MHz
	

	NR Band n78
	3300 MHz – 3800 MHz
	-40.4 dBm
	1 MHz
	

	NR Band n79
	4400 – 5000 MHz
	-42.5 dBm
	1 MHz
	

	NR Band n80
	1710 - 1785 MHz
	-37.4 dBm
	1 MHz
	For BS operating in band IX.



------------------------------ Next modified section ------------------------------
[bookmark: _Toc535441405]6.7.6.4.5.3	Single RAT E-UTRA operation
The TRP of any spurious emission shall not exceed the limits of table 6.7.6.4.5.3-1 for an AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.4.5.3-1 apply for each supported operating band.
Table 6.7.6.4.5.3-1: AAS BS OTA Spurious emissions limits for co-existence with systems operating in other frequency bands
------------------------------ Unchanged part omitted ------------------------------
	System type to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	NR Band n78
	3300 MHz – 3800 MHz
	-40.4 dBm
	1 MHz
	This is not applicable to BS operating in Band 42, 43, 48, 49

	NR Band n79
	4400 MHz – 5000 MHz
	-39.5 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n79

	NR Band n80
	1710 - 1785 MHz
	-37.4 dBm
	1 MHz
	This requirement does not apply to BS operating in band 3, since it is already covered by the requirement in sub-clause 6.7.6.3.5.3.3
For BS operating in band 9, it applies for 1710 MHz to 1749.9 MHz and 1784.9 MHz to 1785 MHz, while the rest is covered in sub-clause 6.7.6.3.5.3.3


------------------------------ Unchanged part omitted ------------------------------
------------------------------ End of modified section ------------------------------



