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<< Start of changes >>
6.6.2.2A.3	Minimum requirement CA_66C (network signalled value "CA_NS_09")
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "CA_NS_09" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2A.32-1.
Table 6.6.2.2A.3-1: Additional requirements
	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	25RB+100RB
(24.95MHz)
	50RB+75RB
(24.75 MHz)
	50RB+100RB
(29.9 MHz)
	75RB+75RB (30 MHz)
	75RB+100RB
(34.85 MHz)
	100RB+100RB
(39.8 MHz)
	Measurement bandwidth

	 0-1
	-22
	-22
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	 1-5
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 5-24.75
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 24.75-24.95
	-13
	-25
	-13
	-13
	-13
	-13
	1 MHz

	 24.95-29.75
	-25
	-25
	-13
	-13
	-13
	-13
	1 MHz

	 29.75-29.9
	-25
	
	-13
	-13
	-13
	-13
	1 MHz

	 29.9-29.95
	-25
	
	-25
	-13
	-13
	-13
	1 MHz

	 29.95-30
	
	
	-25
	-13
	-13
	-13
	1 MHz

	 30-34.85
	
	
	-25
	-25
	-13
	-13
	1 MHz

	 34.85-34.9
	
	
	-25
	-25
	-25
	-13
	1 MHz

	 34.9-35
	
	
	
	-25
	-25
	-13
	1 MHz

	 35-39.8
	
	
	
	
	-25
	-13
	1 MHz

	 39.8-39.85
	
	
	
	
	-25
	-25
	1 MHz

	 39.85-44.8
	
	
	
	
	
	-25
	1 MHz



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
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