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/// Start of changes
8.1.41
E-UTRAN FDD intra-frequency event triggered reporting for serving cell under fading propagation conditions for CE UE in CEModeA without gap
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

-
Test tolerances and Test system uncertainties applicable to this test are undefined.

-
Test procedure is TBD 
- 
Message content is TBD

8.1.41.1
Test purpose
To verify the CE UE’s ability to make a correct reporting of an event for serving cell without using any measurement gaps within the E-UTRA FD-FDD intra-frequency cell measurement requirements.
8.1.41.2
Test applicability
This test applies to all types of E-UTRA FD-FDD CE UE, including both BL/CE and non-BL/CE UE.
8.1.41.3
Minimum conformance requirements

Editor’s note: The test requirements in this section refer explicitly to Category M1, but they are applicable to Category M2 and non-BL/CE UEs. Pending discussion in RAN4 is needed to update the wording.

Same minimum conformance requirements as in clause 8.1.23.3.

The normative reference for this requirement is TS 36.133 [4] clause 8.13.2.1.1 and A.8.1.41.
8.1.41.4
Test description
8.1.41.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E Table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.15 using only main UE Tx/Rx antenna.

2.
The general test parameter settings are set up according to Table 8.1.23.4.1-1.

3.
Propagation conditions are set according to Annex B.0.

4.
Message contents are defined in clause 8.1.41.4.3.

5.
There is one E-UTRA FDD carrier and one cell specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 8.1.41.4.1-1: General test parameters for E-UTRAN FDD-FDD intra-frequency event triggered reporting for serving cell under fading propagation conditions for CE UE in CEModeA

	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	

	Active cell
	
	Cell 1
	

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	A2
	Threshold
	dB
	-115
	

	
	Hysteresis
	dB
	0
	

	
	Time To Trigger
	S
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Rmax 
	
	8
	As defined in mPDCCH-NumRepetition in [3]

	G
	
	1
	As defined in mPDCCH-startSF-UESS in [3]

	T1
	S
	5
	

	T2
	S
	5
	


8.1.41.4.2
Test procedure
TBD
8.1.41.4.3
Message contents
TBD
8.1.41.5
Test requirement
Table 8.1.41.4.1-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD event triggered reporting for serving cell under fading propagation conditions test.
Table 8.1.41.5-1: Cell specific test parameters for E-UTRAN FD-FDD intra-frequency event triggered reporting for serving cell under fading propagation conditions for CE UE in CEModeA
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	PDSCH parameters:

DL Reference Measurement Channel
	
	R.21 FDD

	MPDCCH parameters:

DL Reference Measurement Channel
	
	R.17 FDD

	OCNG Patterns 
	
	OP.21 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	MPDCCH_RA
	dB
	

	MPDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	11+TT
	-5+TT
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 Note 3
	dB
	11+TT
	-5+TT

	RSRP Note 3
	dBm/15 KHz
	-107+TT
	-123+TT

	SCH_RP Note 3
	dBm/15 KHz
	-107+TT
	-123+TT

	Io Note 3
	dBm/9MHz
	-78.88+TT
	-89.02+TT

	Propagation Condition 
	
	ETU30

	Correlation Matrix and Antenna Configuration
	
	2x1 Low

	Note 1:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.

Note 3:
Es/Iot, RSRP, SCH_RP and Io have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


The overall delays measured is defined as the time from the beginning of time period T2, to the moment the UE send one Event A2 triggered measurement report. The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays because of TTI insertion uncertainty of the measurement report in DCCH.

The UE shall send one Event A2 triggered measurement report, with a measurement reporting delay less than 480ms from the beginning of time period T2. 
The UE shall not send event triggered measurement reports, if the reporting criteria are not fulfilled. 

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
/// End of changes
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