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<< Unchanged sections omitted >>
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comments
	
	
	

	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD, TDD
	Not required to be tested in Band 41 for Power Class 2 UE

	<Unchanged lines skipped>

	8.2.2.4.3
	TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model - Enhanced Performance Requirement Type A
	Rel-11
	C45
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.4.4
	TDD PDSCH Closed Loop Multi-Layer Spatial Multiplexing 4x2 for Dual Connectivity
	Rel-12
	C170
	UE supporting E-UTRA TDD and Dual Connectivity (UE Category >= 5)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	2Rx, 4Rx
	

	8.2.2.4.5
	TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	C151
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.7_A.1
	TDD Carrier aggregation with power imbalance (intra-band contiguous DL CA)
	Rel-10
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.2.8.1
	Intra-band contiguous carrier aggregation with minimum channel spacing (2DL CA)
	Rel-12
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.2.8.2
	Intra-band contiguous carrier aggregation with minimum channel spacing (3DL CA)
	Rel-12
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.2.9
	TDD PDSCH in HST-SFN scenario
	Rel-14
	C300
	UEs supporting E-UTRA TDD and high speed enhancement for measurement
	
	
	

	8.2.3.1.1.1
	TDD FDD CA PDSCH Single Antenna Port Performance for FDD Pcell (2DL CA)
	Rel-12
	C154
	UE supporting E-UTRA FDD and TDD and 2DL CA with FDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	Test execution not necessary if 

8.13.3.2.3 or

8.13.3.2.4 or

8.13.3.2.5 or

8.13.3.2.6 is executed.
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