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<Start of modified section>

4.3.1.2.9A
TDD reference test frequencies for CA in operating band 41

Table 4.3.1.2.9A-1: Test frequencies for CA_41C

	Range
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	
	CC2
Note1
	

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Low
	25+100
	25
	39683
	2499.3
	100
	39800
	2511

	
	
	100
	39750
	2506
	25
	39867
	2517.7

	
	50+75
	50
	39703
	2501.3
	75
	39823
	2513.3

	
	
	75
	39725
	2503.5
	50
	39845
	2515.5

	
	50+100
	50
	39705
	2501.5
	100
	39849
	2515.9

	
	
	100
	39750
	2506
	50
	39894
	2520.4

	
	75+75
	75
	39725
	2503.5
	75
	39875
	2518.5

	
	75+100
	75
	39728
	2503.8
	100
	39899
	2520.9

	
	
	100
	39750
	2506
	75
	39921
	2523.1

	
	100+100
	100
	39750
	2506
	100
	39948
	2525.8

	Mid
	25+100
	25
	40528
	2583.8
	100
	40645
	2595.5

	
	
	100
	40595
	2590.5
	25
	40712
	2602.2

	
	50+75
	50
	40549
	2585.9
	75
	40669
	2597.9

	
	
	75
	40571
	2588.1
	50
	40691
	2600.1

	
	50+100
	50
	40526
	2583.6
	100
	40670
	2598.0

	
	
	100
	40571
	2588.1
	50
	40715
	2602.5

	
	75+75
	75
	40545
	2585.5
	75
	40695
	2600.5

	
	75+100
	75
	40523
	2583.3
	100
	40694
	2600.4

	
	
	100
	40546
	2585.6
	75
	40717
	2602.7

	
	100+100
	100
	40521
	2583.1
	100
	40719
	2602.9

	
	100+1002
	100
	40529
	2583.9
	100
	40712
	2602.2

	High
	25+100
	25
	41373
	2668.3
	100
	41490
	2680

	
	
	100
	41440
	2675
	25
	41557
	2686.7

	
	50+75
	50
	41395
	2670.5
	75
	41515
	2682.5

	
	
	75
	41417
	2672.7
	50
	41537
	2684.7

	
	50+100
	50
	41346
	2665.6
	100
	41490
	2680

	
	
	100
	41391
	2670.1
	50
	41535
	2684.5

	
	75+75
	75
	41365
	2667.5
	75
	41515
	2682.5

	
	75+100
	75
	41319
	2662.9
	100
	41490
	2680

	
	
	100
	41341
	2665.1
	75
	41512
	2682.2

	
	100+100
	100
	41292
	2660.2
	100
	41490
	2680

	Note 1:
Carriers in increasing frequency order.

	Note 2: 
This test frequency is applicable only for intra-band contiguous CA which requires channel spacing to be less than norminal channel spacing.


Table 4.3.1.2.9A-3: Test frequencies for CA_41D

	Range
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	
	CC2
Note1
	
	
	CC3
Note1
	

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Low
	50+75+100
	50
	39705
	2501.5
	75
	39825
	2513.5
	100
	39996
	2530.6

	
	
	50
	39705
	2501.5
	100
	39849
	2515.9
	75
	40020
	2533

	
	
	75
	39728
	2503.8
	50
	39848
	2515.8
	100
	39992
	2530.2

	
	
	75
	39728
	2503.8
	100
	39899
	2520.9
	50
	40043
	2535.3

	
	
	100
	39750
	2506
	50
	39894
	2520.4
	75
	40014
	2532.4

	
	
	100
	39750
	2506
	75
	39921
	2523.1
	50
	40041
	2535.1

	
	50+100+100
	50
	39705
	2501.5
	100
	39849
	2515.9
	100
	40047
	2535.7

	
	
	100
	39750
	2506
	50
	39894
	2520.4
	100
	40038
	2534.8

	
	
	100
	39750
	2506
	100
	39948
	2525.8
	50
	40092
	2540.2

	
	75+75+100
	75
	39728
	2503.8
	75
	39878
	2518.8
	100
	40049
	2535.9

	
	
	75
	39728
	2503.8
	100
	39899
	2520.9
	75
	40070
	2538

	
	
	100
	39750
	2506
	75
	39921
	2523.1
	75
	40071
	2538.1

	
	75+100+100
	75
	39728
	2503.8
	100
	39899
	2520.9
	100
	40097
	2540.7

	
	
	100
	39750
	2506
	75
	39921
	2523.1
	100
	40092
	2540.2

	
	
	100
	39750
	2506
	100
	39948
	2525.8
	75
	40119
	2542.9

	
	100+100+100
	100
	39750
	2506
	100
	39948
	2525.8
	100
	40146
	2545.6

	Mid
	50+75+100
	50
	40452
	2576.2
	75
	40572
	2588.2
	100
	40743
	2605.3

	
	
	50
	40451
	2576.1
	100
	40595
	2590.5
	75
	40766
	2607.6

	
	
	75
	40477
	2578.7
	50
	40597
	2590.7
	100
	40741
	2605.1

	
	
	75
	40474
	2578.4
	100
	40645
	2595.5
	50
	40789
	2609.9

	
	
	100
	40499
	2580.9
	50
	40643
	2595.3
	75
	40763
	2607.3

	
	
	100
	40497
	2580.7
	75
	40668
	2597.8
	50
	40788
	2609.8

	
	50+100+100
	50
	40427
	2573.7
	100
	40571
	2588.1
	100
	40769
	2607.9

	
	
	100
	40476
	2578.6
	50
	40620
	2593
	100
	40764
	2607.4

	
	
	100
	40472
	2578.2
	100
	40670
	2598
	50
	40814
	2612.4

	
	75+75+100
	75
	40448
	2575.8
	75
	40598
	2590.8
	100
	40769
	2607.9

	
	
	75
	40449
	2575.9
	100
	40620
	2593
	75
	40791
	2610.1

	
	
	100
	40471
	2578.1
	75
	40642
	2595.2
	75
	40792
	2610.2

	
	75+100+100
	75
	40424
	2573.4
	100
	40595
	2590.5
	100
	40793
	2610.3

	
	
	100
	40449
	2575.9
	75
	40620
	2593
	100
	40791
	2610.1

	
	
	100
	40447
	2575.7
	100
	40645
	2595.5
	75
	40816
	2612.6

	
	100+100+100
	100
	40422
	2573.2
	100
	40620
	2593
	100
	40818
	2612.8

	
	100+100+1002
	100
	40437
	2574.7
	100
	40620
	2593
	100
	40803
	2611.3

	High
	50+75+100
	50
	41199
	2650.9
	75
	41319
	2662.9
	100
	41490
	2680

	
	
	50
	41197
	2650.7
	100
	41341
	2665.1
	75
	41512
	2682.2

	
	
	75
	41226
	2653.6
	50
	41346
	2665.6
	100
	41490
	2680

	
	
	75
	41220
	2653
	100
	41391
	2670.1
	50
	41535
	2684.5

	
	
	100
	41248
	2655.8
	50
	41392
	2670.2
	75
	41512
	2682.2

	
	
	100
	41244
	2655.4
	75
	41415
	2672.5
	50
	41535
	2684.5

	
	50+100+100
	50
	41148
	2645.8
	100
	41292
	2660.2
	100
	41490
	2680

	
	
	100
	41202
	2651.2
	50
	41346
	2665.6
	100
	41490
	2680

	
	
	100
	41193
	2650.3
	100
	41391
	2670.1
	50
	41535
	2684.5

	
	75+75+100
	75
	41169
	2647.9
	75
	41319
	2662.9
	100
	41490
	2680

	
	
	75
	41170
	2648
	100
	41341
	2665.1
	75
	41512
	2682.2

	
	
	100
	41191
	2650.1
	75
	41362
	2667.2
	75
	41512
	2682.2

	
	75+100+100
	75
	41121
	2643.1
	100
	41292
	2660.2
	100
	41490
	2680

	
	
	100
	41148
	2645.8
	75
	41319
	2662.9
	100
	41490
	2680

	
	
	100
	41143
	2645.3
	100
	41341
	2665.1
	75
	41512
	2682.2

	
	100+100+100
	100
	41094
	2640.4
	100
	41292
	2660.2
	100
	41490
	2680

	Note 1:
Carriers in increasing frequency order.

	Note 2: 
This test frequency is applicable only for intra-band contiguous CA which requires channel spacing to be less than norminal channel spacing.


<End of modified section>

