

	
3GPP TSG RAN WG1 Meeting #92 	R1-1802804
Athens, Greece, Feb 26 - March 2, 2018

Agenda item:		6.2.1.1
Source:	Nokia, Nokia Shanghai Bell
Title:	Correction of RRC parameter for SPT PUCCH (36.213)
Document for:		Discussion and Decision

[bookmark: _GoBack]1	Correction of RRC parameter in Sec. 10.1 
[bookmark: _Toc415085516]In 36.331 the RRC parameter n1PUCCH-AN-SPT is used whereas in 36.213 the RRC parameter is denoted as n1PUCCH-AN-shortPT,  which is not aligned with all the other RRC parameter naming in 36.331 which uses ‘-SPT’ always. This needs to be corrected as shown below: 

10.1	UE procedure for determining physical uplink control channel assignment
<Unchanged Parts Omitted>
Throughout the following Subclauses for a non-BL/CE UE, if the UE is configured with higher layer parameter shortProcessingTime and the corresponding PDCCH is in the UE-specific search space then for FDD or FDD-TDD primary cell frame structure type 1 [image: ] is given by n1PUCCH-AN-shortSPT else if the UE is configured with higher layer parameter n1PUCCH-AN-r11 then [image: ] is given by n1PUCCH-AN-r11, else [image: ] is given by higher layer parameter n1PUCCH-AN .
<Unchanged Parts Omitted>
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