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1. Overall Description:

RAN1 would like to respond to question asked by RAN2 in [1] as follows:
	Q1: In RAN1 opinion, is it required to avoid supporting transmission of SIB1 and SI message in the same SI transmission window? If not, RAN 2 would like to ask RAN1 to define a solution to allow for overlapping transmission of SIB1 and SI message in the same SI transmission window. 


A1: Overlap of SIB1 and SI message in the same SI transmission window would negatively impact UE implementation and therefore generally not preferred. In case, the SI transmission window overlap is deemed necessary and only occurs between at most 2 SI messages, it would be possible to introduce a single HARQ process ID in the DCI based on SI-RNTI. The HARQ process ID would allow the gNB to select different HARQ process ID for SIB1 and SI message and allow the physical layer to be transparent to contents of the PDSCH based on SI-RNTI.
RAN1 would like to ask RAN2 to determine whether introduction of overlap of SIB1 and SI message is necessary, and if so respond back to RAN1 with whether introduction of a single HARQ process ID in the DCI based on SI-RNTI satisfies RAN2 needs.

2. Actions:

To RAN2: 
RAN1 would like kindly ask RAN2 to determine whether introduction of overlap of SIB1 and SI message is necessary, and if so respond back to RAN1 with whether introduction of a single HARQ process ID in the DCI based on SI-RNTI satisfies RAN2 needs.
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