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	Category:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
	The antenna selection and DMRS OCC can not be configured simultaneously, which limits the uplink MU-MIMO scheduling. 

	
	

	[bookmark: _Hlk521694119]Summary of change:
	Remove the restriction that the antenna selection and DMRS OCC can not be configured simultaneously.

	
	

	Consequences if not approved:
	The antenna selection and DMRS OCC can not be configured simultaneously.

	
	

	Clauses affected:
	8.7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	



[bookmark: _Toc446967021]

<Unchanged parts are omitted>
[bookmark: _Toc415085502]8.7	UE transmit antenna selection
UE transmit antenna selection is configured by higher layers via parameter ue-TransmitAntennaSelection.
A UE configured with transmit antenna selection for a serving cell is not expected to
· be configured with more than one antenna port for any uplink physical channel or signal for any configured serving cell, or
· be configured with trigger type 1 SRS transmission on any configured serving cell, or
· be configured with simultaneous PUCCH and PUSCH transmission, or
· be configured with demodulation reference signal for PUSCH with OCC for any configured serving cell (see [3], subclause 5.5.2.1.1), or
· receive DCI Format 0 indicating uplink resource allocation type 1 for any serving cell, or
· be configured with a SCG.
If UE transmit antenna selection is disabled or not supported by the UE, the UE shall transmit from UE port 0.
If closed-loop UE transmit antenna selection is enabled by higher layers the UE shall perform transmit antenna selection for PUSCH in response to the most recent command received via DCI Format 0 in subclause 5.3.3.2 of [4]. 
If a UE is configured with more than one serving cell, the UE may assume the same transmit antenna port value is indicated in each PDCCH/EPDCCH with DCI format 0 in a given subframe.
If open-loop UE transmit antenna selection is enabled by higher layers, the transmit antenna for PUSCH/SRS to be selected by the UE is not specified.
<Unchanged parts are omitted>
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