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1. Introduction

This contribution lists open issues on UE capability to provide an overview of the major open issues for EN-DC. 

2. Discussion
Major open issues on UE capability:

· L1 capability parameters: Need RAN1/4 inputs 
· Physical layer parameters in 4.7

· RF parameters in 4.8

· Location of information between BC and BPC

· Formula or table for the supported max data rate in DL and UL

· L2/3 capability parameters: Continue the discussion based on R2-1712678
· General parameters in 4.2

· SDAP in 4.3

· PDCP parameters in 4.4

· RLC parameters in 4.5

· MAC parameters in 4.6

· Capability parameters considered to support:  

· Measurement (e.g. capabilities related with measurement gap, etc.)
· Single TX transmission (R2-1713168)

· SUL

· The need of temporary capability restriction (FFS)
· Details of BC and BPC in ASN.1, procedure and definitions (some are related to R2-1712677)
· Signaling option for DL and UL decoupling in BC

· Location of MIMO capability information
· Location of LTE and NR linked BPC information
· Fallback mechanism to BC and BPC information
· Modulation order information in BPC (Per BPC, per CC, or per band and per CC?)

· Handling of NC CA CC frequency separation capability (related to RAN4 LS in R2-1712137)
· How to distinguish EN-DC band combination from MR-DC band combination? 

· Other FFSs from the draftTS38.306 (R2-1712587)
· RTT, Xn delay and queuing delay values in total L2 buffer size calculation

· Whether to include the list of capabilities which need the coordination

3. Conclusion
RAN2 is asked to take the open issues in section 2 into account for EN-DC.  
