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1 Background
Relaxed monitoring was discussed in RAN2#99bis, but the focus was on NB-IoT and no specific issues were discussed for MTC [1-2]. For MTC it was already agreed in RAN2#99 to aim for a similar solution in NB-IoT and MTC:

· The use case is M2M, we aim to have similar solutions for RRM measurement relaxation as far as reasonable for at least NB-IoT and LTE M2M UEs (FFS if this is Cat M1/M2).  

In this contribution the open issues and way forward for relaxed monitoring in MTC is discussed further. 
2 Discussion
Relaxed monitoring in NB-IoT and MTC

There is no technical motivation to introduce a different solution in MTC and it is beneficial to introduce a similar solution in NB-IoT and MTC for a UE that supports both. 

Proposal 1: Introduce similar solution for relaxed monitoring in NB-IoT and MTC  

The MTC WID describes the following improved power saving objective [3]:
The objective is to specify the following improvements for machine-type communications for BL/CE UEs.

· Relaxed monitoring for cell reselection [RAN2 lead, RAN4]

· Enable relaxed UE monitoring for cell (re)selection e.g. by (re)configuration.

In accordance with the WID objectives it is proposed:
Proposal 2: Introduce relaxed monitoring for BL/CE UE
The relaxed monitoring feature enables the UE to save power in Idle mode, and the feature is enabled with RelaxedMonitoringInfo IE in system information. It is proposed to introduce this feature in REL-14 similar as for NB-IoT:
Proposal 3: Introduce relaxed monitoring for BL/CE UE in REL-14

Draft CRs are provided for discussion and agreement []

3 Summary

RAN2 is kindly asked to discuss relaxed monitoring in MTC: 

Proposal 1: Introduce similar solution for relaxed monitoring in NB-IoT and MTC  

Proposal 2: Introduce relaxed monitoring for BL/CE UE

Proposal 3: Introduce relaxed monitoring for BL/CE UE in REL-14
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