Page 1



3GPP TSG RAN WG2 Meeting #100
R2-1713125
Reno, USA, 27th Nov -1st Dec 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.306
	CR
	-
	rev
	-
	Current version:
	14.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Introduction of Lower UE power class for Rel-15 MTC

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_eMTC4-Core
	
	Date:
	2017-11-16

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Introduction of Lower UE power class for Rel-15 MTC


	
	

	Summary of change:
	In subclause 4.3.5.1, introduce new field ue-PowerClass-6-r15 for 14 dBm power class BL UE. 


	
	

	Consequences if not approved:
	14 dBm power class UEs will not be used.


	
	

	Clauses affected:
	4.3.5.1

	
	

	
	Y
	N
	
	

	Other specs
	x
	
	 Other core specifications

	TS/TR 36.331 CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR 36.304 CR … 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


First change

<Omitted>

4.3.5
RF parameters

4.3.5.1
supportedBandListEUTRA
This field defines which E-UTRA radio frequency bands [6] are supported by the UE. For each band, support for either only half duplex operation, or full duplex operation is indicated. For TDD, the half duplex indication is not applicable.

4.3.5.1.1
ue-PowerClass-N-r13, ue-PowerClass-5-r13
These fields define for each supported E-UTRA band whether the UE supports power UE Power Class 1, 2, 4 or 5 for the band, as specified in TS 36.101 [6] and TS 36.307 [27]. Absence of these fields means that the UE supports the default UE Power Class for the band, as specified in TS 36.101 [6].

4.3.5.1.2
intraFreq-CE-NeedForGaps-r13
This field defines for each supported E-UTRA band whether measurement gaps are required to perform intra-frequency measurements on the E-UTRA band for UE in CE Mode A or CE Mode B.
4.3.5.1.x
ue-PowerClass-6-r15
This field defines for each supported E-UTRA band whether the UE supports power UE Power Class 6 for the band, as specified in TS 36.101 [6] and TS 36.307 [27]. This field is only applicable if the UE supports UE Category M1 or M2.
<Omitted>
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