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1   Introduction
In RAN2#99bis meeting, RAN2 has agreed the following agreements:

Agreements

1:
The LCID of SRB1S/SRB2S should be the same with that of NR SRB1/SRB2 which can be 1/2 to align with the SRB ID. The LCID of the SRB3 should be 3.

2:
The default configurations of SRB1S/SRB2S should be the same with that of NR SRB1/SRB2. The default configurations of NR SRB1 and SRB2 should be same except for the priority. The default configurations of the SRB3 should be the same with that of SRB1S.
In this document we provide a text proposal to capture the above agreement on default configuration of SRB1S, SRB2S and SRB3 in TS 38.331 for EN-DC.
2   Text Proposal on TS 38.331
FIRST CHANGE
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Field: The individual contents of an information element are referred as fields.

Floor: Mathematical function used to 'round down' i.e. to the nearest integer having a lower or equal value.

Information element: A structural element containing a single or multiple fields is referred as information element.

SRB1S: The SCG part of MCG split SRB1 for EN-DC.

SRB2S: The SCG part of MCG split SRB2 for EN-DC.
SECOND CHANGE
9.2
Default radio configurations

9.2.1
SRB configurations

9.2.1.1
SRB1/SRB1S

Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	RLC configuration CHOICE
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity

infinity

t4
	
	

	dl-RLC-Config

>t-Reordering

>t-StatusProhibit

>enableStatusReportSN-Gap
	ms35

ms0

N/A
	
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	logicalChannelSR-Prohibit
	N/A
	
	


9.2.1.2
SRB2/SRB2S

Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	RLC configuration CHOICE
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity

infinity

t4
	
	

	dl-RLC-Config

>t-Reordering

>t-StatusProhibit
	ms35

ms0
	
	

	Logical channel configuration
	
	
	

	priority
	3
	
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	


9.2.1.3
SRB3

Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	RLC configuration CHOICE
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity

infinity

t4
	
	

	dl-RLC-Config

>t-Reordering

>t-StatusProhibit

>enableStatusReportSN-Gap
	ms35

ms0

N/A
	
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	logicalChannelSR-Prohibit
	N/A
	
	


9.1.2
SRB configurations

9.1.2.1
SRB1/SRB1S
Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration
	
	
	

	logicalChannelIdentity
	1
	
	


9.1.2.2
SRB2/SRB2S
Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration
	
	
	

	logicalChannelIdentity
	2
	
	


9.1.2.3
SRB3
Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration
	
	
	

	logicalChannelIdentity
	3
	
	


END OF CHANGES
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