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1. Introduction
In RAN2#99bis, we agreed for the following regarding the inclusion of NR serving cell measurements in LTE measurement reports:
Agreements
1:	The UE can report NR serving cell measurements in Bx events related to NR measurements.
1.1:	The NR serving cell measurements included in Bx events include both PSCell and SCell.
3:	The UE includes ARFCN and PCI of the NR serving cells to identify the NR serving cell measurements.  SCellIndex is not used for this purpose. (May be revisited depending on the putcome of the discussion the uniqueness of the SCell index)
FFS:	The UE does not send NR serving cell measurements in measurement reports associated with LTE Ax events or in periodic measurement reports.
In this contribution, we discuss the remaining issues regarding the inclusion of NR SN serving cell measurements in LTE measurement reports.
1. [bookmark: _Ref178064866]Discussion
In LTE DC [1], for the measId for which the measurement reporting procedure is triggered, the UE shall set the measResults within the MeasurementReport message to include the measResultServFreqList, to include for each SCell that is configured (whether they belong to the MCG or SCG), if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements. Thus, adopting LTE DC as a baseline behaviour will result in SN serving cell measurements to be included in LTE measurement reports if an NR measurement object is configured on an SN serving cell frequency.  
[bookmark: _Toc494384632]Adopting the LTE DC as a baseline behaviour will result in SN serving cell measurements to be included in LTE measurement reports if an NR measurement object is configured on an SN serving frequency.
In RAN2#99, we agreed for EN-DC that the UE receives independent measurement configuration from MN and SN. Also, the UE does not do any manipulation of parameters to make the measurements configurations consistent. That is, the network is responsible to ensure the configured measurement objects are consistent if it wants to ensure these are considered as a single measurement layer. 
Given this working assumption, there is no restriction that MN/SN can independently add/remove a measurement object e.g., on the same frequency. Accordingly, a UE can report measurements on the same frequencies to the MN and SN when triggered. As mentioned above, it is already agreed in RAN2 #99bis that the UE can report NR serving cell measurements on Bx events related to NR. However, it is not clear whether the UE is expected to do so all the time or based on network configuration. Also, the inclusion of NR serving cell measurements on Ax events is FFS. 
In EN-DC, MN does not always need to receive SN serving cell measurements since we have separate RRC entities for MN and SN, controlling MN and SN triggered procedures, respectively. For example, the network maybe be operating in a configuration where the SN triggers all NR mobility. Thus, including NR serving cell measurements in this case could mean unnecessary waste of both network resources and UE processing power, as those measurements may not be used by the MN. 
[bookmark: _Toc494384633]Different from LTE DC, in EN-DC, MN does not always need to receive SN serving cell measurements, since the network may be operating in a configuration where all the mobility with NR is initiated by the SN.
Therefore, a more reasonable approach is to make the NR serving cell inclusion configurable in the LTE measurement configuration, be it Ax or Bx events. 
[bookmark: _Toc494384635][bookmark: _Toc494384736][bookmark: _Toc498441266][bookmark: _Toc498441306][bookmark: _Toc498645962]LTE measurement configuration to include a new parameter that makes the reporting of NR serving cell measurements configurable.
[bookmark: _Toc498441267][bookmark: _Toc498441307]
[bookmark: _Toc498645963]In section 3 we provide a text proposal to 36.331 that captures the procedures/ASN.1 changes required to capture proposal 1.
[bookmark: _Toc498645964]RAN2 to adopt the TP provided in section 3.

1. Text proposal to 36.331 

============================== Begin Text Proposal ============================

5.5.5	Measurement reporting


Figure 5.5.5-1: Measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN. The UE shall initiate this procedure only after successful security activation.
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
1>	set the measResultPCell to include the quantities of the PCell;
1>	set the measResultServFreqList to include for each E-UTRA SCell that is configured, if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements in [16], except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;
1>	if the triggerType is set to event; and if reportNRServingCell is configured: and if the corresponding measObject concerns NR; and if eventId is set to eventB1 or eventB2:
2>	if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to a value other than reportLocation:
3>	set the measResultServFreqListNR to include for each NR serving frequency, if any, the following:
4>	set measResultSCell to include the quantities of the NR serving cell, if available according to performance requirements in [16];
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
5>	set measResultBestNeighCell to include the quantities of the best non-serving cell, based on RSRP, unless the serving frequency concerns the frequency corresponding with the measId that triggered the measurement reporting;
5>	TBD: add setting of beam results, i.e. as done for neighbouring cells below;
Editor’s note:	FFS whether the UE always reports NR serving cells for Bx events and whether NR serving cells may be reported for other events also.
[bookmark: _GoBack]Editor’s note: TBC support of reportAddNeighMeas functionality

1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
2>	for each E-UTRA serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:
3>	set the measResultServFreqList to include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;
1>	if there is at least one applicable neighbouring cell to report:
2>	set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>	if the triggerType is set to event:
4>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
3>	else:
4>	include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
NOTE 1:	The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>	for each cell that is included in the measResultNeighCells, include the physCellId;
3>	if the triggerType is set to event; or the purpose is set to reportStrongestCells or to reportStrongestCellsForSON:
4>	for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
5>	if the measObject associated with this measId concerns E-UTRA:
6>	set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;
5>	if the measObject associated with this measId concerns NR:
6>	set the measResultCell to include the quantity(ies) indicated in the reportQuantityCellNR within the concerned reportConfig in order of decreasing quantity according to bN-ThresholdYNR, i.e. the best cell is included first;
6>	if maxReportRS-Index is configured, set measResultCellRS-Index to include results of up to maxReportRS-Index beams whose quantity is above threshRS-Index defined in the VarMeasConfig for the corresponding measObject and in order of decreasing quantity, same as used for cell reporting, and as follows:
7>	include ssbIndex;
7>	if reportQuantityRsIndexesNR is configured, for each quantity indicated, include the corresponding measurement result;
5>	if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT includes the reportQuantityUTRA-FDD:
6>	set the measResult to include the quantities indicated by the reportQuantityUTRA-FDD in order of decreasing measQuantityUTRA-FDD within the quantityConfig, i.e. the best cell is included first;
5>	if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT does not include the reportQuantityUTRA-FDD; or
5>	if the measObject associated with this measId concerns UTRA TDD, GERAN or CDMA2000:
6>	set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of either decreasing quantity for UTRA and GERAN or increasing quantity for CDMA2000 pilotStrength, i.e. the best cell is included first;
3>	else if the purpose is set to reportCGI:
4>	if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:
5>		if the includeMultiBandInfo is configured:
6>	include the freqBandIndicator;
6>		if the cell broadcasts the multiBandInfoList, include the multiBandInfoList;
6>	if the cell broadcasts the freqBandIndicatorPriority, include the freqBandIndicatorPriority;
5>	if the cell broadcasts a CSG identity:
6>	include the csg-Identity;
6>	include the csg-MemberStatus and set it to member if the cell is a CSG member cell;
5>	if the si-RequestForHO is configured within the reportConfig associated with this measId:
6>	include the cgi-Info containing all the fields other than the plmn-IdentityList that have been successfully acquired;
6>	include, within the cgi-Info, the field plmn-IdentityList in accordance with the following:
7>	if the cell is a CSG member cell, determine the subset of the PLMN identities, starting from the second entry of PLMN identities in the broadcast information, that meet the following conditions:
a)	equal to the RPLMN or an EPLMN; and
b)	the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG identity broadcast by the cell;
7>	if the subset of PLMN identities determined according to the previous includes at least one PLMN identity, include the plmn-IdentityList and set it to include this subset of the PLMN identities;
7>	if the cell is a CSG member cell, include the primaryPLMN-Suitable if the primary PLMN meets conditions a) and b) specified above;
5>	else:
6>	include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:
7>	include in the plmn-IdentityList the list of identities starting from the second entry of PLMN Identities in the broadcast information;
1>	for the cells included according to the previous (i.e. covering the PCell, the SCells, the best non-serving cells on serving frequencies as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in 36.133 [16];
1>	if there is at least one applicable CSI-RS resource to report:
2>	set the measResultCSI-RS-List to include the best CSI-RS resources up to maxReportCells in accordance with the following:
3>	if the triggerType is set to event:
4>	include the CSI-RS resources included in the csi-RS-TriggeredList as defined within the VarMeasReportList for this measId;
3>	else:
4>	include the applicable CSI-RS resources for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
NOTE 2:	The reliability of the report (i.e. the certainty it contains the strongest CSI-RS resources on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>	for each CSI-RS resource that is included in the measResultCSI-RS-List:
4>	include the measCSI-RS-Id;
4>	include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follow:
5>	set the csi-RSRP-Result to include the quantity indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantityCSI-RS, i.e. the best CSI-RS resource is included first;
4>	if reportCRS-Meas is included within the associated reportConfig, and the cell indicated by physCellId of this CSI-RS resource is not a serving cell:
5>	set the measResultNeighCells to include the cell indicated by physCellId of this CSI-RS resource, and include the physCellId;
5>	set the rsrpResult to include the RSRP of the concerned cell, if available according to performance requirements in [16];
5>	set the rsrqResult to include the RSRQ of the concerned cell, if available according to performance requirements in [16];
1>	if the ue-RxTxTimeDiffPeriodical is configured within the corresponding reportConfig for this measId;
2>	set the ue-RxTxTimeDiffResult to the measurement result provided by lower layers;
2>	set the currentSFN;
1>	if the measRSSI-ReportConfig is configured within the corresponding reportConfig for this measId:
2>	set the rssi-Result to the average of sample value(s) provided by lower layers in the reportInterval;
2>	set the channelOccupancy to the rounded percentage of sample values which are beyond to the channelOccupancyThreshold within all the sample values in the reportInterval;
1>	if uplink PDCP delay results are available:
2>	set the ul-PDCP-DelayResultList to include the uplink PDCP delay results available;
1>	if the includeLocationInfo is configured in the corresponding reportConfig for this measId or if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation; and detailed location information that has not been reported is available, set the content of the locationInfo as follows:
2>	include the locationCoordinates;
2>	if available, include the gnss-TOD-msec, except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;
1>	if the reportSSTD-Meas is set to true within the corresponding reportConfig for this measId:
2>	set the measResultSSTD to the measurement results provided by lower layers;
1>	if there is at least one applicable transmission resource pool to report:
2>	set the measResultListCBR to include the CBR measurement results in accordance with the following:
3>	if the triggerType is set to event:
4>	include the transmission resource pools included in the poolsTriggeredList as defined within the VarMeasReportList for this measId;
3>	else:
4>	include the applicable transmission resource pools for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
3>	for each transmission resource pool to be reported:
4>	set the poolIdentity to the poolReportId of this transmission resource pool;
4>	if adjacencyPSCCH-PSSCH is set to TRUE for this transmission resource pool:
5>	set the cbr-PSSCH to the CBR measurement result on PSSCH and PSCCH of this transmission resource pool provided by lower layers;
4>	else:
5>	set the cbr-PSSCH to the CBR measurement result on PSSCH of this transmission resource pool provided by lower layers if available;
5>	set the cbr-PSCCH to the CBR measurement result on PSCCH of this transmission resource pool provided by lower layers if available;
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	else:
2>	if the triggerType is set to periodical:
3>	remove the entry within the VarMeasReportList for this measId;
3>	remove this measId from the measIdList within VarMeasConfig;
1>	if the measured results are for CDMA2000 HRPD:
2>	set the preRegistrationStatusHRPD to the UE's CDMA2000 upper layer's HRPD preRegistrationStatus;
1>	if the measured results are for CDMA2000 1xRTT:
2>	set the preRegistrationStatusHRPD to FALSE;
1>	if the measured results are for WLAN:
2>	set the measResultListWLAN to include the quantities within the quantityConfigWLAN for up to maxReportCells WLAN(s), determined according to the following:
3>	include WLAN the UE is connected to, if any;
3>	if reportAnyWLAN is set to TRUE:
4>	consider WLAN with any WLAN identifiers to be applicable for measurement reporting;
3>	else:
4>	consider only WLANs which do not match all WLAN identifiers of any entry within wlan-MobilitySet in VarWLAN-MobilityConfig to be applicable for measurement reporting;
3>	include applicable WLAN in order of decreasing WLAN RSSI, i.e. the best WLAN is included first;
2>	for each included WLAN:
3>	set wlan-Identifiers to include all WLAN identifiers that can be acquired for the WLAN measured;
3>	set connectedWLAN to TRUE if the UE is connected to the WLAN measured;
3>	if reportQuantityWLAN exists within the ReportConfigInterRAT within the VarMeasConfig for this measId:
4>	if bandRequestWLAN is set to TRUE:
5>	set bandWLAN to include WLAN band of the WLAN measured;
4>	if carrierInfoRequestWLAN is set to TRUE:
5>	set carrierInfoWLAN to include WLAN carrier information of the WLAN measured if it can be acquired;
4>	if availableAdmissionCapacityRequestWLAN is set to TRUE:
5>	set the measResult to include avaiableAdmissionCapacityWLAN if it can be acquired;
4>	if backhaulDL-BandwidthRequestWLAN is set to TRUE:
5>	set the measResult to include backhaulDL-BandwidthWLAN if it can be acquired;
4>	if backhaulUL-BandwidthRequestWLAN is set to TRUE:
5>	set the measResult to include backhaulUL-BandwidthWLAN if it can be acquired;
4>	if channelUtilizationRequestWLAN is set to TRUE:
5>	set the measResult to include channelUtilizationWLAN if it can be acquired;
4>		if stationCountRequestWLAN is set to TRUE:
5>	set the measResult to include stationCountWLAN if it can be acquired;
1>	submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
============================== End Text Proposal ============================

============================== Begin Text Proposal ============================

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=				SEQUENCE {
	triggerType							CHOICE {
		event								SEQUENCE {
			eventId								CHOICE {
				eventA1								SEQUENCE {
					a1-Threshold						ThresholdEUTRA
				},
				eventA2								SEQUENCE {
					a2-Threshold						ThresholdEUTRA
				},
				eventA3								SEQUENCE {
					a3-Offset							INTEGER (-30..30),
					reportOnLeave						BOOLEAN
				},
				eventA4								SEQUENCE {
					a4-Threshold						ThresholdEUTRA
				},
				eventA5								SEQUENCE {
					a5-Threshold1						ThresholdEUTRA,
					a5-Threshold2						ThresholdEUTRA
				},
				...,
				eventA6-r10							SEQUENCE {
					a6-Offset-r10						INTEGER (-30..30),
					a6-ReportOnLeave-r10				BOOLEAN
				},
				eventC1-r12							SEQUENCE {
					c1-Threshold-r12					ThresholdEUTRA-v1250,
					c1-ReportOnLeave-r12				BOOLEAN
				},
				eventC2-r12							SEQUENCE {
					c2-RefCSI-RS-r12					MeasCSI-RS-Id-r12,
					c2-Offset-r12						INTEGER (-30..30),
					c2-ReportOnLeave-r12				BOOLEAN
				},
				eventV1-r14							SEQUENCE {
					v1-Threshold-r14					SL-CBR-r14
				},
				eventV2-r14							SEQUENCE {
					v2-Threshold-r14					SL-CBR-r14
				}
			},
			hysteresis							Hysteresis,
			timeToTrigger						TimeToTrigger
		},
		periodical								SEQUENCE {
			purpose									ENUMERATED {
														reportStrongestCells, reportCGI}
		}
	},
	triggerQuantity						ENUMERATED {rsrp, rsrq},
	reportQuantity						ENUMERATED {sameAsTriggerQuantity, both},
	maxReportCells						INTEGER (1..maxCellReport),
	reportInterval						ReportInterval,
	reportAmount						ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
	...,
	[[	si-RequestForHO-r9					ENUMERATED {setup}		OPTIONAL,	-- Cond reportCGI
		ue-RxTxTimeDiffPeriodical-r9		ENUMERATED {setup}		OPTIONAL	-- Need OR
	]],
	[[	includeLocationInfo-r10		 		ENUMERATED {true}		OPTIONAL,	-- Need OR
		reportAddNeighMeas-r10				ENUMERATED {setup}		OPTIONAL	-- Need OR
	]],
	[[	alternativeTimeToTrigger-r12		CHOICE {
			release								NULL,
			setup								TimeToTrigger
		}													OPTIONAL,	-- Need ON
		useT312-r12							BOOLEAN			OPTIONAL,	-- Need ON
		usePSCell-r12						BOOLEAN			OPTIONAL, 	-- Need ON
		aN-Threshold1-v1250					RSRQ-RangeConfig-r12		OPTIONAL, 	-- Need ON
		a5-Threshold2-v1250					RSRQ-RangeConfig-r12		OPTIONAL, 	-- Need ON
		reportStrongestCSI-RSs-r12			BOOLEAN			OPTIONAL,	-- Need ON
		reportCRS-Meas-r12					BOOLEAN			OPTIONAL,	-- Need ON
		triggerQuantityCSI-RS-r12			BOOLEAN			OPTIONAL		-- Need ON
	]],
	[[	reportSSTD-Meas-r13					BOOLEAN			OPTIONAL,		-- Need ON
		rs-sinr-Config-r13					CHOICE {
			release								NULL,
			setup								SEQUENCE {
				triggerQuantity-v1310				ENUMERATED {sinr}		OPTIONAL,	-- Need ON
				aN-Threshold1-r13					RS-SINR-Range-r13		OPTIONAL, 	-- Need ON
				a5-Threshold2-r13					RS-SINR-Range-r13		OPTIONAL, 	-- Need ON
				reportQuantity-v1310				ENUMERATED {rsrpANDsinr, rsrqANDsinr, all}
			}
		}																OPTIONAL,	-- Need ON
		useWhiteCellList-r13				BOOLEAN						OPTIONAL,	-- Need ON
		measRSSI-ReportConfig-r13			MeasRSSI-ReportConfig-r13	OPTIONAL,	-- Need ON
		includeMultiBandInfo-r13			ENUMERATED {true}			OPTIONAL,	-- Cond reportCGI
		ul-DelayConfig-r13					UL-DelayConfig-r13			OPTIONAL	-- Need ON
	]],
	[[	ue-RxTxTimeDiffPeriodicalTDD-r13	BOOLEAN						OPTIONAL	-- Need ON
	]],
	[[	
		purpose-v1430			ENUMERATED {reportLocation, sidelink, spare2, spare1}		
															OPTIONAL	-- Need ON
	]],
	reportNRServingCell			BOOLEAN				OPTIONAL


}

RSRQ-RangeConfig-r12 ::=			CHOICE {
	release								NULL,
	setup								RSRQ-Range-v1250
}

ThresholdEUTRA ::=					CHOICE{
	threshold-RSRP						RSRP-Range,
	threshold-RSRQ						RSRQ-Range
}

ThresholdEUTRA-v1250 ::=			CSI-RSRP-Range-r12

MeasRSSI-ReportConfig-r13 ::=	SEQUENCE {
	channelOccupancyThreshold-r13			RSSI-Range-r13				OPTIONAL	-- Need OR
}

-- ASN1STOP

============================== End Text Proposal ============================

==============================Begin Text Proposal ============================



ReportConfigInterRAT information element
-- ASN1START

ReportConfigInterRAT ::=			SEQUENCE {
	triggerType							CHOICE {
		event								SEQUENCE {
			eventId								CHOICE {
				eventB1								SEQUENCE {
					b1-Threshold						CHOICE {
						b1-ThresholdUTRA					ThresholdUTRA,
						b1-ThresholdGERAN					ThresholdGERAN,
						b1-ThresholdCDMA2000				ThresholdCDMA2000
					}
				},
				eventB2								SEQUENCE {
					b2-Threshold1						ThresholdEUTRA,
					b2-Threshold2						CHOICE {
						b2-Threshold2UTRA					ThresholdUTRA,
						b2-Threshold2GERAN					ThresholdGERAN,
						b2-Threshold2CDMA2000				ThresholdCDMA2000
					}
				},
				...,
				eventW1-r13						SEQUENCE {
					w1-Threshold-r13			WLAN-RSSI-Range-r13
				},
				eventW2-r13						SEQUENCE {
					w2-Threshold1-r13			WLAN-RSSI-Range-r13,
					w2-Threshold2-r13			WLAN-RSSI-Range-r13
				},
				eventW3-r13						SEQUENCE {
					w3-Threshold-r13			WLAN-RSSI-Range-r13
				}
			},
			hysteresis						Hysteresis,
			timeToTrigger					TimeToTrigger
		},
		periodical								SEQUENCE {
			purpose									ENUMERATED {
														reportStrongestCells,
														reportStrongestCellsForSON,
														reportCGI}
		}
	},
	maxReportCells						INTEGER (1..maxCellReport),
	reportInterval						ReportInterval,	
	reportAmount						ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
	...,
	[[	si-RequestForHO-r9					ENUMERATED {setup}		OPTIONAL	-- Cond reportCGI
	]],
	[[	reportQuantityUTRA-FDD-r10			ENUMERATED {both}		OPTIONAL	-- Need OR
	]],
	[[	includeLocationInfo-r11		 		BOOLEAN					OPTIONAL	-- Need ON
	]],
	[[	b2-Threshold1-v1250					CHOICE {
			release								NULL,
			setup								RSRQ-Range-v1250
		}															OPTIONAL 	-- Need ON
	]],
	[[	reportQuantityWLAN-r13				ReportQuantityWLAN-r13	OPTIONAL	-- Need ON
	]],
	[[	reportAnyWLAN-r14					BOOLEAN					OPTIONAL	-- Need ON
	]],
	[[	b1-ThresholdNR-r15					MeasThreshNR-r15			OPTIONAL,	-- Need ON
		b2-Threshold2NR-r15					MeasThreshNR-r15			OPTIONAL,	-- Need ON
		-- eNote b2 parameters not required for NSA but included as affecting same ASN.1
		reportQuantityCellNR-r15			ReportQuantityNR-r15	OPTIONAL,	-- Need ON
		maxReportRS-Index-r15				INTEGER (1..maxRS-IndexReport-r15)	OPTIONAL,	-- Need ON,
		

		reportQuantityRS-IndexNR-r15		ReportQuantityNR-r15	OPTIONAL,	-- Need ON,

		reportNRServingCell			BOOLEAN				OPTIONAL


		-- TBC Parameters related reporting of beam results
	]]
}

ThresholdUTRA ::=					CHOICE{
	utra-RSCP							INTEGER (-5..91),
	utra-EcN0							INTEGER (0..49)
}

ThresholdGERAN ::= 				INTEGER (0..63)

ThresholdCDMA2000 ::= 			INTEGER (0..63)

ReportQuantityNR-r15::=						SEQUENCE {
	ss-rsrp										BOOLEAN,
 	ss-rsrq										BOOLEAN,
	ss-sinr										BOOLEAN
	-- FFS whether to support SINR
}

ReportQuantityWLAN-r13 ::=		SEQUENCE {
	bandRequestWLAN-r13							ENUMERATED {true}	OPTIONAL,	-- Need OR
	carrierInfoRequestWLAN-r13					ENUMERATED {true}	OPTIONAL,	-- Need OR
	availableAdmissionCapacityRequestWLAN-r13	ENUMERATED {true}	OPTIONAL,	-- Need OR
	backhaulDL-BandwidthRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	backhaulUL-BandwidthRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	channelUtilizationRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	stationCountRequestWLAN-r13					ENUMERATED {true}	OPTIONAL,	-- Need OR
	...
}

-- ASN1STOP

============================== End Text Proposal ============================
1. Conclusion
Based on the discussion in section 2 we propose the following:
Proposal 1	LTE measurement configuration to include a new parameter that makes the reporting of NR serving cell measurements configurable.
Proposal 2	RAN2 to adopt the TP provided in section 3.
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