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Introduction
This contribution contains a text proposal for 36.331 as an outcome of email discussion [99bis#21][NR] RRC reconfiguration processing time for EN-DC [1].
Discussion
Unit for processing time
In LTE, the processing time requirement was given in number of subframes. This made sense as subframe duration was fixed to 1ms. NR will support different numerologies with different subframe durations. There is no apparent reason why RRC processing time would depend on the numerology used, and thus the definition should be changed and a new unit should be applied. Instead, processing time can be expressed in ms.
Processing requirements for NR RRC processing time is expressed in ms.
TP for 36.331
START OF CHANGES

11 Processing delay requirements for RRC procedures
The UE performance requirements for  procedures are specified in the following tables. The performance requirement is expressed as the time in [ms] from the end of reception of the network -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> network response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).


Figure 11.2-1: Illustration of RRC procedure delay

Table 11.2-1: UE performance requirements for  procedures for UEs 
	Procedure title:
	Network -> UE
	UE -> Network
	Value [ms]
	Notes

	RRC Connection Control Procedures

	RRC reconfiguration

	RRCReconfiguration
	RRCReconfigurationComplete
	X
	




END OF CHANGES
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