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1.
Introduction
In the previous RAN1 meeting, the following agreements were made.
	Agreements:
· Regarding the SS block based RRM measurement timing configuration (SMTC) i.e., measurement window periodicity/duration/offset information for UE RRM measurement per frequency carrier,

· For intra-frequency CONNECTED mode measurement, up to two measurement window periodicities can be configured

· UE can be informed of which cell(s) is associated with which measurement window periodicity

· For cell(s) that is not listed, longer measurement window periodicity is used

· Single measurement window offset and duration are configured per frequency carrier

· For IDLE mode measurements, only single SMTC is configured per frequency carrier

· For inter-frequency CONNECTED mode measurements, only single SMTC is configured at least per frequency carrier

· RAN1 asks RAN4 if there is any concern for inter-frequency measurement based on single SMTC or multiple SMTCs across different frequency carriers



In the RAN4 LS [1], the following agreements were made.
	RAN4 has been discussing measurement gaps for NR. RAN4 would like to inform RAN2 of some of the decisions on measurement gaps which may be relevant to the design of RRC signalling for gaps

Measurement gap patterns

· RAN4 considers that measurement gap repetition periods (MGRP) of 20ms, 40ms, 80ms and 160ms should be specified configured by LTE RRC signaling specified in 36.331 and also configured by NR RRC specified in 38.331 

· RAN4 considers that there will be 6 options for measurement gap length (MGL) for NR

· In total, there are therefore 6 potential MGL options x 4 MGRP options=24 gap pattern IDs for NR. 4 of these options are expected to correspond to the already existing LTE gap pattern IDs 0, 1, 2 and 3. Existing LTE Gap patterns nonUniform1, nonUniform2, nonUniform3, nonUniform4 and NCSG pattern IDs 0,1,2, and 3 are not used for NR target cell measurements in Rel-15.

· RAN4 may still discuss, and if agreed, define in 38.133 that only a subset of the 24 gap pattern IDs are applicable for measurements in certain scenarios which would be identified and defined by RAN4.
· Measurement Gap offset should be configurable with granularity based on the maximum slot length of all the UE serving cells which have configured the gap. 

Usage of measurement gaps
· RAN4 has discussed the following use cases for measurement gaps
· Measurement of interfrequency NR cells,
· Measurement of intrafrequency NR cells when the intrafrequency SS burst is not within the UEs active bandwidth part and hence the UE needs to perform RF retuning.

· RAN4 is still discussing if gap or other mechanism is used for

· Intrafrequency measurements within the active BW part on FR2 due possible RX beamforming

· Intrafrequency measurements within the active BW part with a different numerology between data/control and SS block

· In case gaps are used, or in case UE needs gaps for other purposes (e.g. interfrequency measurements), RAN4 assumption is that a single gap pattern as mentioned  in the measurement gap patterns section will be used.
· For monitoring of multiple frequency layers with gaps, RAN4 view is some UE may need per UE gaps to measure in either LTE and/or FR1 and/or FR2 while other UE may be able to measure with independent and potentially different gap patterns (including no gap pattern) for LTE/FR1 and FR2 serving cells (including different MGRP, MGL and offset). 

· In any case that gaps are needed, the UE is not expected to measure SS blocks which are not within the available measurement time in the gap.  

UE capabilities

· For UE capabilities, RAN4’s agreements are

· The capability to concurrently perform intrafrequency measurement on serving cell or neighbor cell and receive PDCCH or PDSCH from the serving cell with a different numerology is a band independent UE capability

· From RAN4 perspective, a capability to indicate whether a UE can support two independent measurement gap configurations for FR1 and FR2 is recommended. RAN4 will work on specifications for independent gap measurement configuration on a best effort basis. 

· needforGaps capability signaling would reduce needed gaps in LTE+NR NSA operation and therefore is beneficial for capable UEs. RAN2 is recommended to evaluate the feasibility of extending the LTE ‘needforGaps’ signaling to include LTE+NR NSA operation_.

Intra/inter gap sharing

· Since gaps are used for both intra and interfrequency measurements, RAN4 view is discussing that the sharing of gaps between intra measurement and inter-measurement may need to be configurable. RAN4 is working on the exact details of intra/inter gap sharing schemes and anticipates the need for a configuration similar to the one used for LTE category M1 measurements in 36.331:

MeasGapSharingConfig field descriptions
measGapSharingScheme

Indicates the measurement gaps sharing scheme for BL UEs in CE mode A and CE mode B, see TS 36.133 [16, Table 8.13.2.1.1.1-2 and Table 8.13.3.1.1.1-3]. Value scheme00 corresponds to “00”, value scheme01 corresponds to “01”, and so on.

· RAN4 believe that a maximum of 4 configurable sharing schemes would be suitable..



In this contribution, it is addressed on the measurement gap issues relevant for RAN2 considering the progresses of RAN1 and RAN4.
2.
Discussion 
2.1 LTE measurement gap

In order to add or change SN for EN-DC by MN, eNB should configure measurement configuration for NR frequencies. Hence, there would be impacts on LTE in terms of measurement gap. 
As shown in LS, For NSA scenario, ‘RAN4 considers that measurement gap repetition periods (MGRP) of 20ms, 40ms, 80ms and 160ms should be specified configured by LTE RRC signaling specified in 36.331’, new MGRP value 20ms, 160ms is introduced in LTE by RAN4. Hence, these two new values should be added in MeasGapConfig.
Proposal 1 New MGRP values 20ms and 160ms are introduced in LTE MeasGapConfig.
2.2 NR measurement gap

Regarding the gap pattern, RAN4 indicates that 24 gap pattern is used for NR. In this sense, RAN2 need to add 24 gap pattern id in measurement gap configuration.

	· In total, there are therefore 6 potential MGL options x 4 MGRP options=24 gap pattern IDs for NR. 4 of these options are expected to correspond to the already existing LTE gap pattern IDs 0, 1, 2 and 3. Existing LTE Gap patterns nonUniform1, nonUniform2, nonUniform3, nonUniform4 and NCSG pattern IDs 0,1,2, and 3 are not used for NR target cell measurements in Rel-15.


Proposal 2 Introduce 24 measurement gap pattern identity in measurement gap configuration in NR RRC.

As in eMTC, RAN4 is working on gap for intra-frequency measurement is shared for inter-frequency measurement for NR. The relevant contents are shown in the LS. From the RAN2 perspective, in order to support gap sharing, it is necessary to signal measurement gap sharing configuration in NR RRC.
	Since gaps are used for both intra and interfrequency measurements, RAN4 view is discussing that the sharing of gaps between intra measurement and inter-measurement may need to be configurable. RAN4 is working on the exact details of intra/inter gap sharing schemes and anticipates the need for a configuration similar to the one used for LTE category M1 measurements in 36.331


Proposal 3 Introduce measurement gap sharing configuration for intra-frequency and inter-frequency measurements in NR RRC.

One of the signaling RAN4 has requested is to support concurrent performing of intra-frequency measurement and reception of PDCCH/PDSCH from the serving cell as shown below. Depending on the UE implementation, some UE might support to perform the above behavior while other UE might need to have gap for intra-frequency measurement.
	· The capability to concurrently perform intrafrequency measurement on serving cell or neighbor cell and receive PDCCH or PDSCH from the serving cell with a different numerology is a band independent UE capability


In order to support above,
Proposal 4 Introduce per-UE capability signaling which indicates whether to support of concurrently performing intra-frequency measurement on serving cell/neighbor cell and receiving PDCCH/PDSCH from the serving cell with a different numerology in NR RRC.

Depending on UE implementation, two independent measurement configurations for FR1 and FR2 might be necessary as shown in RAN4 LS. For intra-frequency measurement and/or inter-frequency measurement in FR1 and FR2 in SN, SN is required to know the relevant UE capabilities if UE could not measure frequencies in FR1 and FR2 with per-UE gap.
	· For monitoring of multiple frequency layers with gaps, RAN4 view is some UE may need per UE gaps to measure in either LTE and/or FR1 and/or FR2 while other UE may be able to measure with independent and potentially different gap patterns (including no gap pattern) for LTE/FR1 and FR2 serving cells (including different MGRP, MGL and offset). 

…

· From RAN4 perspective, a capability to indicate whether a UE can support two independent measurement gap configurations for FR1 and FR2 is recommended. RAN4 will work on specifications for independent gap measurement configuration on a best effort basis. 


In order to support the scenario,
Proposal 5 Introduce a capability to indicate whether a UE can support two independent measurement gap configurations for FR1 and FR2 in NR RRC.
3.
Conclusion
In this contribution, measurement gap related issues are addressed and proposed as follows.
Proposal 1 New MGRP values 20ms and 160ms are introduced in LTE MeasGapConfig.
Proposal 2 Introduce 24 measurement gap pattern identity in measurement gap configuration in NR RRC.
Proposal 3 Introduce measurement gap sharing configuration for intra-frequency and inter-frequency measurements in NR RRC.

Proposal 4 Introduce per-UE capability signaling which indicates whether to support of concurrently performing intra-frequency measurement on serving cell/neighbor cell and receiving PDCCH/PDSCH from the serving cell with a different numerology in NR RRC.

Proposal 5 Introduce a capability to indicate whether a UE can support two independent measurement gap configurations for FR1 and FR2 in NR RRC.
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