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1 Introduction
This document is regarding the following offline discussion:

	· =>
Double check previous agreements related to serving cell reporting to determine if all cases are covered and captured in the spec. Identify anything that still needs to be concluded (Offline discussion #39, Samsung)


2 Report of the offline discussion #39
The following proposals are discussed and agreed to be presented. 
RSRP, RSRQ of the serving cell
For the serving cell RSRP/RSRQ measurement and reporting, we confirmed the following proposals: 

Proposal 1-1: The UE shall perform RSRP, RSRQ measurements for each serving cell.
Proposal 1-2: The UE shall report RSRP and RSRQ measurements of each serving cell if a measurement report is triggered, as in LTE. 
SINR of the serving cell
For the serving cell SINR measurement and reporting, we propose the following procedures: 

Proposal 2-1: The UE shall perform SINR measurements for a serving cell only if SINR is configured in at least one of the meas ID(s).

Proposal 2-2: The UE shall report SINR measurements of each serving cell if available and if a measurement report is triggered.
Beam measurement reporting of the serving cell(s)
For performing the serving cell(s) beam measurement, we propose the following procedures: 

Proposal 3-1: The UE shall perform L3 filtering of beams for beam measurements for each serving cell(s) if beam measurement reporting is configured in at least one of the measID(s).

Proposal 3-2: The UE shall report beam measurements of each serving cell if available and if a measurement report is triggered.
RSTypes for reporting of the serving cell
For the serving cell RSTypes to be measured and reported, we propose the following procedures:
Proposal 4-1: The UE shall perform serving cell measurement using RS Types(s) which is configured in at least one of the ReportConfig(s) associated with the concerned serving cell frequency

Proposal 4-2: The UE shall report serving cell measurement of the RS Type(s) which is configured in at least one of the ReportConfig(s) associated with the concerned serving cell frequency.
3 Conclusion
Proposal 1-1: The UE shall perform RSRP, RSRQ measurements for each serving cell.

Proposal 1-2: The UE shall report RSRP and RSRQ measurements of each serving cell if a measurement report is triggered, as in LTE. 

Proposal 2-1: The UE shall perform SINR measurements for a serving cell only if SINR is configured in at least one of the meas ID(s).

Proposal 2-2: The UE shall report SINR measurements of each serving cell if available and if a measurement report is triggered.
Proposal 3-1: The UE shall perform L3 filtering of beams for beam measurements for each serving cell(s) if beam measurement reporting is configured in at least one of the measID(s).

Proposal 3-2: The UE shall report beam measurements of each serving cell if available and if a measurement report is triggered.
Proposal 4-1: The UE shall perform serving cell measurement using RS Types(s) which is configured in at least one of the ReportConfig(s) associated with the concerned serving cell frequency

Proposal 4-2: The UE shall report serving cell measurement of the RS Type(s) which is configured in at least one of the ReportConfig(s) associated with the concerned serving cell frequency.
